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Test Item description ................cccccvvveeeeennnnnnnn s | DIGITAL MEDIA RECEIVER
Trade Mark .......................ccc.. |KENWOOD
Manufacturer : | JWVCKENWOOD Corporation

Model/Type reference

: | DPX-M3200BT

Ratings

:|D.C.12Vv. 6 A

Testing procedure and testing location:

X] | CB Testing Laboratory:

Japan Quality Assurance Organization, Safety & EMC
Center - JQA Tokyo

Testing location/ address .........cccoccceeee.n. :

4-4-4, Minamiosawa, Hachioji-shi, Tokyo 192-0364, Japan

] ‘ Associated CB Testing Laboratory:

Testing location/ address

Tested by (name + signature)

Approved by (name + signature).........:

K. Tohyama )( 7/

Y. Furuta ? E ;

] ‘ Testing procedure: TMP/CTF Stage 1

Testing location/ address ............cccccvvveeeen... :

Tested by (name + signature)

Approved by (name + signature).........:

] ‘ Testing procedure: WMT/CTF Stage 2

Testing location/ address

Tested by (name + signature) .............:

Witnessed by (name + signature)

Approved by (name + signature).........:

[] | Testing procedure: SMT/CTF Stage 3
or4

Testing location/ address

Tested by (name + signature) .............:

Approved by (name + signature).........:

Supervised by (name + signature) ......:

IEC62368_1B
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List of Attachments (including a total number of pages in each attach

ATTACHMENT: EUROPEAN GROUP DIFFERENCES AND NATIONAL D
1:2014+A11:2017); 9 page(s)

ENCLOSURE 1: Battery manufacturer’s declaration; 1 page(s)

ENCLOSURE 2: Exploded view; 1 page(s)

ENCLOSURE 3: Power IC, ST Microelectronics, Type JCV8034; 1 page(s)

ENCLOSURE 4: Connector (Plug) and Connector (Socket); 1 page(s)

Photo(s): 64 Fig(s); 32 page(s)

ment):
IFFERENCES (EN 62368-

Summary of testing:

Tests performed (name of test and test clause): (350-190154)
DPX-M3200BT

Markings and instructions (Clause 4.1.15)

Likelihood of fire or shock due to entry of conductive object (Clause 4.9)
Electrical energy source ES1 and ES2 limits (Clause 5.2.2)
Determination of working voltage (Clause 5.4.1.8)

Power source circuit classifications (Clause 6.2.2)

Arcing PIS (Clause 6.2.3.1)

Resistive PIS (Clause 6.2.3.2)

Safeguards against fire under normal operating conditions and abnormal
operating conditions (Clause 6.3)

Reduction of the likelihood of ignition under Single fault conditions in PS2
circuits and PS3 circuits (Clause 6.4.3)

Control of fire spread in PS2 circuits (Clause 6.4.5)

Separation of combustible materials from a PIS (Clause 6.4.7)

Fire enclosures and fire barriers (Clause 6.4.8)

Safeguards against parts with sharp edges and corners (Clause 8.4)
Touch temperature levels (Clauses 9.2.6)

Input test (Clause B.2.5)

Testing location: (350-190154)

Unless otherwise indicated, all
tests were conducted at Japan
Quality Assurance Organization,
Safety & EMC Center - JQA
Tokyo, 4-4-4, Minamiosawa,
Hachioji-shi, Tokyo 192-0364,
Japan.

Tests performed (name of test and test clause): (350-190149)
Remote control(s), RC-406

Markings and instructions (Clause 4.1.15)

Products containing lithium coin/button cell batteries (Clause 4.8)
Reduction of exposure to hazardous substances (Clause 7.2)
Batteries and their protection circuits (Clause 7.6)

Battery charging and discharging under normal operating conditions
(Clause B.2.7)

Testing location: (350-190149)

Unless otherwise indicated, all
tests were conducted at Japan
Quality Assurance Organization,
Safety & EMC Center - JQA
Tokyo, 4-4-4, Minamiosawa,
Hachioji-shi, Tokyo 192-0364,
Japan.

Summary of compliance with National Differences:
List of countries addressed: EU

Countries outside the CB Scheme membership may also accept this report.

X] The product fulfils the requirements of EN 62368-1:2014+A11:2017

Copy of marking plate:

The artwork below may be only a draft. The use of certification marks on a
respective NCBs that own these marks.

product must be authorized by the

MaroToBneHo

KENWOOD 3p05neug KENWOOD
MODEL / MOOENL:DPX-M3200BT B MODEL:DPX-M3200BT
DA 2 MONTVBIGT K0 BINTBOPEHH5 S LIMGPOBIX PUCTPOIS DIGITAL MEDIA RECEIVER
12V === 6A NEGATIVE GND EU contact address - 12V === 6A NEGATIVE GND
e O] O et - ,
MAOS M BinonEsiA ﬂ; THE BETHER A0S | 0D Corpor R e IN INDONESIA
YJ5-232E-01 BUPOBNEHO aiHuoEHEaﬁ E. ﬁ YJ5-232M-01
= C€ I
CEPUWHBIA | CEPIMHIA msm E0p | SERIAL

IEC62368_1B
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TEST ITEM PARTICULARS:

Classification of US€ DY ... :

X] Ordinary person (Faceplate and Remote control(s))
[ Instructed person
X Skilled person

X] Children likely to be present (Faceplate and Remote
control(s))

Supply CONNECHON.........cvveeeeeeeeeeeeeeeeeeeee s : |[C] AC Mains [] DC Mains [X] Not mains connected
[] External Circuit - not Mains connected
-0 Es1 [JESs2 [JES3
Supply % TOIEraNCE ........cocvveeererreeeeeeceeeeaeaeaeaaee o X +10%/-10%

L] +20%/-15%
]+ %l -
] None

%

Supply Connection — TYPe ...cooioieiiiiieeeeeeeeeee :

[] Pluggable equipment type A -
[] non-detachable supply cord
] appliance coupler
[] direct plug-in
] mating connector

[] Pluggable equipment type B -
[] non-detachable supply cord
] appliance coupler

[] Permanent connection

[] Mating connector

X] Other: Connected to battery installed in vehicle(s)

Considered current rating of protective device as part
of building or equipment installation

A
Installation location: [ ] building; [] equipment
X N/A. Installed in vehicle(s)

Equipment mobility

X Movable (Faceplate) [X] Hand-held (Remote
control(s), RC-406) [_] Transportable [X] Stationary
(DPX-M3200BT) [_] For building-in [_] Direct plug-in []
Rack-mounting [_] Wall-mounted

Over voltage category (OVC)

[Jovci[Jovc Il [JovCIl

L]ovc v X] Other: Connected to battery
installed in vehicle(s)

Class of equipment

[ ] Class I [ ] Class Il [ ] Class Ill [X] Not classified

Access location

[] Restricted access location [_] N/A
X Installed in vehicle(s)

Pollution degree (PD)

[(IPD1XIPD2[]PD3

Manufacturer’s specified maxium operating amblent 35°C

(THE) weeereeeee et e et e e e e e e e e e e e e e e e e e annneeen

IP proteCtion Class .........cccocveeeveeeeieeeeeeeeeeeeseenann XiIPxo [JIP__

POWET SYSIEMS ....oviviiiiiceciceeee e TN TTIT- Vil

X] Not AC mains

Altitude during operation (m

)

X 2000 m or less [ m

Altitude of test laboratory (m)

X 2000 morless [] m

Mass of equipment (kg)

X Approx. 1.0 kg (DPX-M3200BT)
X Approx. 0.029 kg (Remote control(s), RC-406)

IEC62368_1B
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POSSIBLE TEST CASE VERDICTS:

- test case does not apply to the test object................. : [N/A
- test object does meet the requirement....................... . | P (Pass)
- test object does not meet the requirement ................ . |F (Fail)

TESTING:

Date of receipt of test item...........cccoeceviiiievie v :

2019-08-23 (DPX-M3200BT)

2020-01-16 (Remote control(s), RC-406. Report Ref.
No. 350-190149)

2019-08-23 (DPX-M3200BT, 350-190083)

Date (s) of performance of tests.........ccocoveiiiiiiericne :

2020-03-02 to 2020-03-09 (DPX-M3200BT)
2020-01-29 to 2020-02-18 (Remote control(s), RC-406.
Report Ref. No. 350-190149)

2019-09-06 to 2019-09-24 (DPX-M3200BT, 350-
190083)

GENERAL REMARKS:

"(See Enclosure #)" refers to additional information appended to the report.
"(See appended table)" refers to a table appended to the report.

Throughout this report a [ | comma/ [X] point is used as the decimal separator.

Manufacturer’s Declaration per sub-clause 4.2.5 of IECEE 02:

The application for obtaining a CB Test Certificate
includes more than one factory location and a
declaration from the Manufacturer stating that the
sample(s) submitted for evaluation is (are)
representative of the products from each factory has

been provided..........ccocoiviiiiiiie :

[]Yes
X Not applicable

When differences exist; they shall be identified in the General product information section.

X1 One factory

O No differences. See Manufacturer’s declaration below.

Name and address of factory (ies) .........cerrrvurriunnns :

Name: PT.JVC ELECTRONICS INDONESIA

Address: JL.SURYA LESTARI KAV [-16B,
SURYACIPTA CITY OF INDUSTRY, KUTAMEKAR,
CIAMPEL, KARAWANG 41363, JAWA BARAT,
INDONESIA

IEC62368_1B
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GENERAL PRODUCT INFORMATION:

Product Description —

Product information:

The subject model(s) are Vehicle’s audio product(s). Mass of product is approx. 1.0 kg. Dimensions are
approx. 182 mm (W) x 111 mm (H) x 156 mm (D). Speaker impedance is “4 Q - 8 Q". There are no ac output
terminal(s). Remote control(s) may be provided. (Lithium battery used.) According to the applicant, the subject
model(s) are to be installed in vehicles and connected to Vehicle’s battery, accessories and/or speakers
through the Wiring harness by skilled person in the field.

| Faceplate
. |Remote control {RC—&DS_IJ

2 KENWOOD

1 ~ BT T T T T e T T =] &5

I g AR
° . EEE&Q&@@ Hars Lars s Pull ot the insulation sheet when
& — usireg fee the first time

3 = L (=3

/s BanD

How to replace the battery

g
0=

(iR

£ Db

Volume knoby

| J i 1USB input terminal |

% CA-UTEX (max.: 500 mA)

l
|
®
I

(optional accessory)™

(3]
| e [ ] o= EC_TIUSB device

Major component(s) used in the test sample(s), except for component(s) listed in appended table 4.1.2

Circuit ID Manufacturer Type Rating(s) and/or Specification(s)
Housing of | Jenn Feng Electric Industrial | ATS10A <1750 mm?3
blade fuse | Co., Ltd.
R982 KOA Corporation RK73B2BTTD473J 47 kQ, 1/4 W. < 1750 mm?3
IC901 Semiconductor Components | LV5685PV-H <1750 mm3
Industries, LLC
D560 Micro Commercial SK34A-L <1750 mm?3
Components
F560 Kamaya Electric Co., Ltd. FCC16132ADTP 1.25 A, 32 V. Housing is < 1750 mm3,
IC560 Monolithic Power Systems MP9942AGJ <1750 mm?3
Thermal Sekisui Polymatech Co., Ltd., | FEATHER-S3S <1750 mm?3
conductive | Type
sheet for
IC560
D540 Micro Commercial SMD24PL <1750 mm?3
Components
F540 Kamaya Electric Co., Ltd. FCC16252ADTP 2.5A, 36 V. Housing is < 1750 mm3.
IC540 Monolithic Power Systems MP9942AGJ <1750 mm?3
Thermal Sekisui Polymatech Co., Ltd., | FEATHER-S3S <1750 mm3
conductive | Type
sheet for
IC540
IC601 NXP Semiconductors. TEF6657HNV101 <1750 mm3

IEC62368_1B
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Test tool(s) and/or jig(s) provided from the applicant (Their suitability have not been evaluated in this Test
Report.)

Name ‘ Manufacturer ‘ Type ‘ Rating(s) and/or Specification(s)
Wiring harness
ISO connector | Unknown Unknown See attached Photo(s)
(Socket)
Wires | Unknown Unknown See attached Photo(s)
Connector (Socket) | Mitsumi Electric Co., Ltd. | CCM-J06 See attached Photo(s)

Remote control(s), RC-406 have been evaluated, according to IEC 62368-1:2014 / EN 62368-1:2014, under
CB Ref. Certif. No. JPJQA-12833B1/B2 / Report Ref. No. 350-190149.

The subject model(s) have been evaluated, according to IEC 60065:2014 and EN 60065:2014 under the CB
Certificate and Report Ref. No. JPJQA-12714 / 350-190083.

Intended use:

1) According to the applicant’s information, the subject model(s) are to be installed in vehicle’s dashboard.
Except for Faceplate and Remote control(s), outer surface of the model(s) are not accessible to ordinary
person(s) or instructed person(s). (Clause 4.4.4.1)

2) This apparatus was evaluated for use in altitude up to 2000 m. (Clauses 1 and 5.4.2.1)

3) The subject model(s) are supplied from a dedicated battery (vehicle’s battery). Based on the applicant’s
request, EUT was connected to a dc test power supply having enough current capacity instead of battery
in a fresh condition. (Clauses 5.4.2.3.2.3 and 5.4.2.3.3)

4) The subject model(s) are supplied from a dedicated battery (vehicle’s battery). Based on the applicant’s
request, the battery was PS3 circuits. (Clause 6.2.2)

5) The subject model(s) are supplied from a dedicated battery (vehicle’s battery). Based on the applicant’s
request, available power of the battery does not exceed 4000 W. (Clauses 6.4. and 6.4.3)

6) Unless otherwise specified, all tests were conducted with resistive load of 5 Vqc, 1.5 A at USB input
terminal based on the marking(s). (Clause B.2.1)

7) Unless otherwise specified, all tests were conducted with designated output (350 mA) at Power control
wire / Antenna control wire (P.CONT / ANT.CONT, Blue/White) of the Wiring harness based on the
INSTRUCTION MANUAL. (Clause B.2.1)

Model Differences —
1) No derivative model(s) in this Test Report.

Additional application considerations — (Considerations used to test a component or sub-assembly) —

Explanation of the test program:

1) During equipment servicing, skilled person(s) can access to all outer surfaces of the equipment. Therefore,
it was considered that all outer surfaces of the equipment are covered with a combustible material.
(Clauses 0.5.5.4 and 6.4.3.1)

2) According to the applicant’s information, the subject model(s) are to be installed in vehicles and connected
to vehicle’s battery, accessories and/or speakers though wiring harness by skilled person in the field.
Therefore, Clause 4.9 (Likelihood of fire or shock due to entry of conductive object) was not applied to in-
accessible part(s) from ordinary person. (Only applied to Faceplate). (Clauses 4.9, P.2 and V.1)

3) Because there are no ES3, PS2 and PS3, Clause 4.9 (Likelihood of fire or shock due to entry of
conductive object) was not applied to the Remote control(s). (Only applied to DPX-M3200BT.) (Clauses
49, P.2and V.1)

4) According to the applicant’s information, the subject model(s) are to be connected to vehicle’s battery
though the Wiring harness by a skilled person in the field. Also, the speakers are to be connected by a
skilled person in the field. Therefore, Clause 5.2.2.7 (Audio signals) was not applied to audio output
terminal(s). (Clauses 5.2.2.7 and E.1)

5) Based on the applicant’s request, Clause 6.4.3 was applied to PS3 circuit(s). (Clause 6.4.3)

6) Except for Faceplate and Remote control(s), outer surface of the subject model(s) are not accessible to
ordinary person(s) or instructed person(s). Therefore, it was considered that outer surfaces, only Faceplate
and Remote control(s) are covered with a combustible material. (Clause 6.4.3.1)

7) Based on the applicant’s request, Clause 6.4.5 was applied to PS2 circuit(s). (Clause 6.4.5)

8) Because the subject model(s) are to be installed in vehicle’s dashboard, accessible parts given in Table 38
(Clause 9.2) was applied to accessible parts from ordinary person. (Only applied to Faceplate) (Clauses
9.2and V.1)

IEC62368_1B
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9) The subject model(s) are to be installed in vehicle’s dashboard of vehicle by a skilled person in the field,
therefore, Fault condition, Ventilation openings covered was waived. (Clause B.3.2)

10) Clause F.1 was applied to the INSTRUCTION MANUAL in English only. Acceptability of the document(s)
in other languages shall be evaluated by the authorities in the country where the apparatus is used.
(Clause F.1)

11) Taking the product type into the consideration, bottom of product marking was acceptable without marking
location in the INSTRUCTION MANUAL. (Clause F.3.1)

12) Clause M.2 was evaluated based on the battery manufacturer’s declaration. (Clause M.2)

13) PingHu Daming Electronics Factory, Type T15-255 or PT.Cipta Coilindo, Type CC-CH140.0uH-006 are to
be used at L990. These inductors have same rating and dimensions. Therefore, all tests were conducted
with inductor PingHu Daming Electronics Factory, Type T15-255 representatively.

14) Following symbols and abbreviations are used in this test report.

Pri. = Primary Sec. = Secondary PW = Primary Wire
KH = Knob, Handle IB = |Insulating Barrier PCB = Printed Circuit Board
IE = Inside of Enclosure OE = Outside of Enclosure MT = Mains Transformer
TW = Transformer Winding TC = Transformer Core TP = Thermal Protector
LC = Lead Connection at PCB BC = Body of Component
S/C = Short-Circuit O/C = Open-Circuit
C/V = Covering of ventilation openings (Clause B.3.2)
D/P = DC mains Polarity test (Clause B.3.3)
S/V = Setting of Voltage selector (Clause B.3.4)
M/L = Maximum Load (Clauses B.3.5 and G.5.3.3)
R/P = Reverse battery Polarity (Clause B.3.6)
A/A = Audio amplifier Abnormal operating conditions (Clauses B.3.7 and E.2)
S/L = Stalling the rotor of a drive motor (Clause B.4.3.1)
NCD = No Component Damaged. NH = No Hazard occurred
NFR = No Further Results existed
OSC = Oscillation of Switching power supply Circuit
E = Emitter C = Collector B = Base
G = Gate D = Drain S = Source
A = Anode K = Cathode
(R) = Reinforced insulation (B) = Basic insulation
(S) = Supplementary insulation (F) = Functional insulation

Conditions of Acceptability:

When installed in vehicle(s), engineering consideration must be given as described below. Accepting NCB

may require additional evaluation and/or testing.

1) Because ISO connectors are to be prepared by supplier(s) other than the applicant, based on the
applicant’s information. Therefore, their safeguards against fire have not been evaluated in this Test
Report. (Clause 6)

2) Because Connector (Socket) is to be prepared by supplier(s) other than the applicant, based on the
applicant’s information. Therefore, their safeguards against fire have not been evaluated in this Test
Report. (Clause 6)

3) All tests were conducted on test sample(s) as described in “Product Description”. If manufacture would
like to use component(s) other than major component(s), accepting NCB's may require additional
evaluation, testing and/or measurements for acceptance.

4) All tests were conducted with test tool(s) and/or jig(s) as described in “Product Description”. Accepting
NCB's may require additional evaluation, testing and/or measurements for acceptance.

Product Certification History:

Test Report Ref. No(s) | Description(s)
350-190154 New CB Test Certificate and Test Report were issued.

Statement Conformity for the test

The verdict is performed based on the measurement result(s) according to the terms of agreement for
applications regarding testing and certification service with the applicant unless otherwise stated. Otherwise
statement means that uncertainty is reported and the statement that the verdict is including uncertainty is
reported.

IEC62368_1B
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ENERGY SOURCE IDENTIFICATION AND CLASSIFICATION TABLE:

(Note 1: Identify the following six (6) energy source forms based on the origin of the energy.)
(Note 2: The identified classification e.g., ES2, TS1, should be with respect to its ability to cause pain or injury
on the body or its ability to ignite a combustible material. Any energy source can be declared Class 3 as a

worse case classification e.g. PS3, ES3.

Electrically-caused injury (Clause 5):

(Note: Identify type of source, list sub-assembly or circuit designation and corresponding energy source

classification)
Example: +5V dc input

ES1

Source of electrical energy

Corresponding classification (ES)

Vehicle’s battery

ES1

Wiring harness ES1
DPX-M3200BT

Main Board (J7J-0566-10) ES1

Panel PWB (J7J-0565-00) ES1

Remote control(s) (Report Ref. No. 350-190149)

RC-406

E

Electrically-caused fire (Clause 6):

(Note: List sub-assembly or circuit designation and corresponding energy source classification)

Example: Battery pack (maximum 85 watts):

PS2

Source of power or PIS

‘ Corresponding classification (PS)

Wiring harness

Yellow wire

PS3

Red wire

PS3

White, White/black, Gray, Gray/black, Green, Green/black, Purple
and Purple/black wires

PS1 (Audio outputs)

Blue/White wire PS1
DPX-M3200BT

Main Board (J7J-0566-10)

Inputs of IC301 PS3
Audio outputs of IC301 PS1
Output(s) of IC301 other than audio outputs PS1
Load side of R982 PS1
Inputs of IC901 PS3
Pin 15 (SW3.3V) of IC901 PS2
Output(s) of IC901 other than Pin 15 PS1
Cathode of D560 PS3
Load side of F560 PS2
Output(s) of IC560 PS1
Cathode of D540 PS3
Load side of F540 PS2
Output(s) of IC540 PS1
Input of IC601 PS2
Output(s) of IC601 PS1
Other PCBs

Panel PWB (J7J-0565-00) ‘ PS1

Remote control(s) (Report Ref. No. 350-190149)

RC-406

|PS1

IEC62368_1B
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ENERGY SOURCE IDENTIFICATION AND CLASSIFICATION TABLE:

Injury caused by hazardous substances (Clause 7)

(Note: Specify hazardous chemicals, whether produces ozone or other chemical construction not addressed as

part of the component evaluation.)
Example: Liquid in filled component

Glycol

Source of hazardous substances

Corresponding chemical

Lithium battery used in Remote control(s), RC-406 (Report Ref.
No. 350-190149)

Electrolyte

Mechanically-caused injury (Clause 8)

(Note: List moving part(s), fan, special installations, etc. & corresponding MS classification based on Table 35.)

Example: Wall mount unit

MS2

Source of kinetic/mechanical energy

Corresponding classification (MS)

Sharp edges and corners

MS1

DPX-M3200BT

MS1 (< 7 kg)

Remote control(s), RC-406 (Report Ref. No. 350-190149)

MS1 (< 7 kg)

Thermal burn injury (Clause 9)

(Note: Identify the surface or support, and corresponding energy source classification based on type of part,

location, operating temperature and contact time in Table 38.)
Example: Hand-held scanner — thermoplastic enclosure

TS1

Source of thermal energy

Corresponding classification (TS)

Faceplate TS1
Heat sink of IC301 in DPX-M3200BT TS3
Remote control(s), RC-406 (Report Ref. No. 350-190149) TS1

Radiation (Clause 10)

(Note: List the types of radiation present in the product and the corresponding energy source classification.)

Example: DVD — Class 1 Laser Product

RS1

Type of radiation

Corresponding classification (RS)

No such a source.

Entry of a foreign object (Clauses 4.9 and P.2.2)

Source of power or PIS

Accessible enclosure surface (top, side
and rear)

Main board (J7J-0566-10) (PS2 and PS3)

Faceplate

Spillage of internal liquids (Clauses 4.1.8 and P.3)

Liquids and liquid filled components (LFC)

Internal liquids

No such a source.

IEC62368_1B
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ENERGY SOURCE DIAGRAM

Indicate which energy sources are included in the energy source diagram.

Insert diagram below
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OVERVIEW OF EMPLOYED SAFEGUARDS

Clause Possible Hazard

5.1 Electrically-caused injury

Body Part (e.g. Energy Source (ES3: Safeguards

Ordinary) Primary Filter circuit) Zecle Supplementary Sl

Ordinary ES1: Vehicle’s Not required Not required Not required
battery

Ordinary ES1: Main Board Not required Not required Not required
(J7J-0566-10)

Ordinary ES1: Panel PWB Not required Not required Not required
(J7J-0565-00)

Ordinary ES1: CR2025 in Not required Not required Not required
Remote control(s)
(Report Ref. No.
350-190149)

6.1 Electrically-caused fire

Material part (e.g.
mouse enclosure)

Energy Source (PS2:
100 Watt circuit)

Safeguards

Basic

1st Supplementary

2nd
Supplementary

DPX-M3200BT

Component(s) on Main Board (J7J-0566-10)

Connector (Plug), Resistive PIS: IC No Ignition under Separated from Single fault
CN990 (Mitsumi Chip of IC301 (ST normal and restricted volume by conditions
Electric Co., Ltd., Type | Microelectronics, abnormal distance (Clauses 6.4.3
CAM-J05) (Clauses Type JCV8034) (= operations (Clause | (Equipment and B.4)
6.3.1 and 6.4.3) 4000 W) 6.3.1) safeguard)

<300 °C. (Clause (Clauses 6.4.3 and

6.3.1) 6.4.7.2)

=2 HB75, <3 mm

thick. (Clause 6.3.1)
Cover of L990 (PingHu | Resistive PIS: IC No Ignition under Separated from Single fault
Daming Electronics Chip of IC301 (ST normal and restricted volume by | conditions
Factory, Type T15-255) | Microelectronics, abnormal distance (Fire (Clauses 6.4.3
(Clauses 6.3.1 and Type JCV8034) (< operations (Clause | barrier, Mold of and B.4)
6.4.3) 4000 W) 6.3.1) IC301 (ST

<300 °C. (Clause Microelectronics,

6.3.1) Type JCV8034).

> HB75, <3 mm Clause 81)

thick. (Clause 6.3.1) | (Clauses 6.4.3,

6.4.7.3 and 6.4.8.2)

Fire barrier smaller
distance than 5 mm
from Resistive PIS
(V-0 or IEC 60695-
11-5. Severities are
identified in Clause
S.2). (Clause
6.4.8.4)

IEC62368_1B
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Cover of L990 Resistive PIS: IC No Ignition under Separated from Single fault
(PT.Cipta Coilindo, Chip of IC301 (ST normal and restricted volume by conditions
Type CC-CH140.0uH- | Microelectronics, abnormal distance (Fire (Clauses 6.4.3
006) (Clauses 6.3.1 Type JCV8034) (= operations (Clause | barrier, Mold of and B.4)
and 6.4.3) 4000 W) 6.3.1) IC301 (ST
< 300 °C. (Clause Microelectronics,
6.3.1) Type JCV8034).
> HB75, < 3 mm Clause 81)
thick. (Clause 6.3.1) | (Clauses 6.4.3,
6.4.7.3 and 6.4.8.2)
Fire barrier, Smaller
distance than 5 mm
from Resistive PIS
(V-0 or IEC 60695-
11-5. Severities are
identified in Clause
S.2). (Clause
6.4.8.4)
Mold of IC301 (ST Resistive PIS: IC No Ignition under Not separated, but Single fault
Microelectronics, Type | Chip of IC301 (ST normal and IEC 60695-11-5 conditions
JCV8034) (Clauses Microelectronics, abnormal (Severities are (Clauses 6.4.3
6.3.1 and 6.4.3) Type JCV8034) (< operations (Clause | identified in Clause and B.4)
4000 W) 6.3.1) S.2.) (Clauses 6.4.3
<300°C. (Clause | and6.4.7.2)
6.3.1)
= HB75, <3 mm
thick. (Clause 6.3.1)
Housing of RCA jack, Resistive PIS: IC No Ignition under Separated from Single fault
J321 (Saniji Electronics | Chip of IC301 (ST normal and restricted volume by | conditions
Co., Ltd., Type AV4- Microelectronics, abnormal distance (Clauses 6.4.3
136C020-01Z1) Type JCV8034) (< operations (Clause | (Equipment and B.4)
(Clauses 6.3.1 and 4000 W) 6.3.1) safeguard)
6.4.3) < 300 °C. (Clause (Clauses 6.4.3 and
6.3.1) 6.4.7.2)
= HB75, <3 mm
thick. (Clause 6.3.1)
Main board (J7J-0566- | Resistive PIS: IC No Ignition under Separated from Single fault
10) (Draco PCB Public | Chip of IC301 (ST normal and restricted volume by | conditions
Company Limited, Microelectronics, abnormal distance (Fire (Clauses 6.4.3
Type M4) (Clauses Type JCV8034) (< operations (Clause | barrier, Mold of and B.4)
6.3.1 and 6.4.3) 4000 W) 6.3.1) IC301 (ST
<300 °C. (Clause Microelectronics,
6.3.1) Type JCV8034).
> HB75, < 3 mm Clause S.1)

thick. (Clause 6.3.1)

(Clauses 6.4.3,
6.4.7.3 and 6.4.8.2)
Fire barrier, Smaller
distance than 5 mm
from Resistive PIS
(V-0 or IEC 60695-
11-5. Severities are
identified in Clause
S.2). (Clause
6.4.8.4)

IEC62368_1B
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Conductors and
devices, Printed
board(s) / Main board
(J7J-0566-10) (Draco
PCB Public Company
Limited, Type M4)
(Clauses 6.3.1 and
6.4.5)

PS2 circuit(s): PS2
part of Main board
(J7J-0566-10) (<
4000 W)

No Ignition under
normal and
abnormal
operations (Clause
6.3.1)

<300 °C. (Clause
6.3.1)

= HB75, <3 mm
thick. (Clause 6.3.1)

2 V-1 or2VTM-1
(Clause 6.4.5.2)

Not required

Component(s) on Panel PWB (J7J-0565-00)

Panel PWB (J7J-0565- | Resistive PIS: IC No Ignition under Separated from Single fault
00) ((Draco PCB Public | Chip of IC301 (ST normal and restricted volume by | conditions
Company Limited, Microelectronics, abnormal distance (Clauses 6.4.3
Type DPC-E7) Type JCV8034) (< operations (Clause | (Equipment and B.4)
(Clauses 6.3.1 and 4000 W) 6.3.1) safeguard)
6.4.3) <300 °C. (Clause (Clauses 6.4.3 and

6.3.1) 6.4.7.2)

2 HB75, <3 mm

thick. (Clause 6.3.1)
Enclosure(s)
Faceplate (Denka Resistive PIS: IC No Ignition under Separated from Single fault
Company Limited, Chip of IC301 (ST normal and restricted volume by | conditions
Type K-090) (Clauses Microelectronics, abnormal distance (Clauses 6.4.3
6.3.1 and 6.4.3) Type JCV8034) (< operations (Clause | (Equipment and B.4)

4000 W) 6.3.1) safeguard)

<300 °C. (Clause (Clauses 6.4.3 and

6.3.1) 6.4.7.2)

2 HB75, <3 mm

thick. (Clause 6.3.1)
Other combustible material(s)
Combustible Resistive PIS: IC No Ignition under Separated from Single fault
material(s) covering Chip of IC301 (ST normal and restricted volume by conditions
accessible outer Microelectronics, abnormal distance (Fire (Clauses 6.4.3
surface (Clauses 6.3.1 | Type JCV8034) (= operations (Clause | barrier, Mold of and B.4)
and 6.4.3) 4000 W) 6.3.1) IC301 (ST

<300 °C. (Clause Microelectronics,

6.3.1) Type JCV8034).

> HB75, <3mm Clause 81)

thick. = HB40, = 3
mm thick. (Clause
6.3.1)

(Clauses 6.4.3,
6.4.7.3 and 6.4.8.2)
Fire barrier smaller
distance than 5 mm
from Resistive PIS
(V-0 or IEC 60695-
11-5. Severities are
identified in Clause
S.2). (Clause
6.4.8.4)

Remote control(s

) (Report Ref. No. 350-190149)

RC-406 (Top Case,
Bottom Case and
Battery Cover) (Clause
6.3.1)

No PIS

No Ignition under
normal and
abnormal
operations (Clause
6.3.1)

<300 °C. (Clause
6.3.1)

= HB75, <3 mm

thick. (Clause 6.3.1)

Not required

Not required

IEC62368_1B
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7.1 Injury caused by hazardous substances
Body Part (e.g., Energy Source Safeguards
skilled) (hazardous material) Basic Supplementary Reinforced
Ordinary (Report Ref. Lithium battery used Contained in the Second container N/A
No. 350-190149) in Remote control(s), | material. (CR2025 | or a spill-resistant
RC-406 used) (Clause 0.8) | container. (Top
Case and Bottom
Case of Remote
control(s).) (Clause
0.8)
Battery Cover of
RC-406 (Clause
4.8)
8.1 Mechanically-caused injury
Body Part (e.g. Energy Source (MS3: High Safeguards
Ordinary) Pressure Lamp) Basic Supplementary | Reinforced
(Enclosure)

Ordinary person

MS1: Faceplate (Body motion
relative to sharp edges and

corners)

Not required

Not required

Not required

Ordinary person

MS1: Remote control(s)

406 (Body motion relative to
sharp edges and corners)

, RC-

Not required

Not required

Not required

Ordinary person

MS1: DPX-M3200BT
(Equipment motion due

instability), 1.0 kg (= 7 kg)

to

Not required

Not required

Not required

Ordinary person

MS1: Remote control(s)
406 (Equipment motion

instability), 0.029 kg (< 7 kg)

, RC-
due to

Not required

Not required

Not required

9.1 Thermal Burn

Body Part (e.g., Energy Source (TS2) Safeguards

Ordinary) Basic Supplementary | Reinforced
Ordinary TS1: Faceplate Not required Not required Not required

(Equipment

safeguard(s), Material
and Distance from
thermal inertia)

Skilled persons TS3: Heat sink of IC301 SKkill Not required Not required
in DPX-M3200BT

10.1 Radiation

Body Part (e.g., Energy Source Safeguards

Ordinary) E)?;tt)pm from audio Basic Supplementary Reinforced

N/A N/A N/A N/A N/A

P.2.2 (4.9) Entry of a foreign object

Accessible enclosure Class and Energy Safeguards

surface (top, side and | Source (PS2, PS3, Seale Supplementary B

rear)

ES3)

Faceplate PS2 and PS3: Main Persons are not No opening Not required
board (J7J-0566-10) | expected to insert a
foreign object into
the equipment
Safeguards

IEC62368_1B
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Accessible enclosure Class and Energy Basic Supplementary Reinforced
surface (top, side and | Source (PS2, PS3,

rear) ES3)

Faceplate PS2 and PS3: Main Persons are not Complies with N/A

board (J7J-0566-10) expected to insert a Clause P.2.2
foreign object into
the equipment

P.3 (4.1.8) Spillage of internal liquids

Internal liquids (P.3) Liquids and liquid Safeguards
filled components Basic Supplementary Reinforced
(LFC)

N/A N/A N/A N/A N/A

P.4(4.4.4.1) Metallized coatings and adhesives securing parts

Metallized coatings Metallized coatings and adhesives Safeguards

and adhesives securing parts (P.4)

N/A N/A N/A

Supplementary Information:
(1) See attached energy source diagram for additional details.
(2) “N” — Normal Condition; “A” — Abnormal Condition; “S” Single Fault

IEC62368_1B
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Clause Requirement + Test Result - Remark Verdict

0 SAFEGUARDS Pass

0.5 Safeguards Pass

0.5.3 Installation safeguard —

0.5.5.2 Instructional safeguard Not required. N/A

0.5.54 Skill safeguard (used by a skilled person) Equipment servicing is to be Pass

provided by skilled person(s).
However, skill safeguard was not
applied to all outer surfaces of the
equipment, during Clause 6. See
General product information and
other remarks (Explanation of the
test program).

0.5.6 Safeguards during ordinary or instructed person N/A
service conditions

0.5.7 Equipment safeguards during skilled person No class 3 energy source located N/A
service conditions outside the view of the skilled

person.

0.8 Injury caused by hazardous substances Pass
The basic safeguard against injury caused by Contained in the material. (CR2025 Pass
hazardous substances is containment of the used)
material.

Supplementary safeguards against injury caused | Top Case and Bottom Case of RC- Pass
by hazardous substances 406: Second container

Energy source classifications are not applied in —
Clause 7.

4 GENERAL REQUIREMENTS Pass

411 Application of requirements and acceptance of N/A
materials, components and subassemblies

41.2 Use of components (See appended table 4.1.2.) Pass

41.3 Equipment design and construction Pass

414 Equipment installation Pass
Manufacturer’s instructions with regard to Manufacturer’s instructions taken Pass
installation into account. See Remark 1).

Manufacturer’s instructions with regard to N/A
relocation

Manufacturer’s instructions with regard to N/A
servicing

Manufacturer’s instructions with regard to Pass
operation

415 Constructions and components not specifically No Constructions and components N/A
covered such as Clause 4.1.5.

4.1.6 Orientation during transport and use Orientation(s) of use specified in the | Pass

installation or user instructions were

taken into account during tests.

Mount angle 0 ° and 30 ° during

Clauses 4.9, 6 and 9.) See Remark

1).
41.8 Liquids and liquid filled components (LFC) No LFC N/A
4.1.15 Markings and instructions (See Annex F) Pass
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IEC 62368-1
Clause Requirement + Test Result - Remark Verdict
444 Safeguard robustness N/A
4441 General DPX-M3200BT —
Mold of IC301 (ST Microelectronics,
Type JCV8034): Inaccessible solid
safeguard to an ordinary person or
to an instructed person checked by
Clause V.1.2 (Test probe of Figure
V.1)
Remote control(s), RC-406
See Clause 7.
4442 Steady force tests DPX-M3200BT: Stationary N/A
equipment.
4443 Drop tests DPX-M3200BT: Stationary N/A
equipment. See Clause 4.4.3.
4444 Impact tests DPX-M3200BT: Stationary N/A
equipment, but no accessible
safeguard to an ordinary person or
to an instructed person.
4445 Internal accessible safeguard enclosure and DPX-M3200BT: No Internal solid N/A
barrier tests safeguard accessible to an ordinary
person after opening an external
enclosure.
4446 Glass Impact tests No accessible safeguard to an N/A
ordinary person or to an instructed
person
4447 Thermoplastic material tests DPX-M3200BT: No accessible N/A
safeguard to an ordinary person or
to an instructed person.
Faceplate: No accessible safeguard
to an ordinary person or to an
instructed person.

44438 Air comprising a safeguard No Air comprising a safeguard. N/A
4449 Compliance criteria (Accessibility and safeguard | No accessible safeguard to an N/A
effectiveness) ordinary person or to an instructed

person
4.5 Explosion Pass
451 General (See Annex M for batteries) —
452 Requirements (No explosion during No explosion. Pass
normal/abnormal operating condition)
No injury by explosion during single fault No explosion. Pass
conditions
4.6 Fixing of conductors N/A
4.6.1 Requirements (Fix conductors not to defeat a No critical conductor N/A
safeguard)
46.2 Compliance criteria (The test of Clause T.2) No critical conductor N/A
4.7 Equipment for direct insertion into mains socket - outlets N/A
4.7.2 Requirements (Mains plug part complies with Not Equipment for direct insertion N/A
the relevant standard for the mains plug) into mains socket-outlets
4.7.3 Compliance criteria (Torque (NM))........cccecuuneen N/A
4.8 Equipment containing coin/button cell batteries Pass

IEC62368_1B
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IEC 62368-1

Clause Requirement + Test Result - Remark Verdict

4.8.1 General Tested. (Remote control(s), RC-406) | Pass

48.2 Instructional safeguard Remote control(s), RC-406: Element | Pass

1b marked on the equipment. See
Remark 1) for Elements 3 and 4.

4.8.3 Battery Compartment Construction Pass
Means to reduce the possibility of children N/A
removing the battery
Battery compartment door / cover requires the The battery compartment cover Pass
application of a min. of two independent and requires the application of a
simultaneous movements to open by hand minimum of two independent and

simultaneous movements to open
by hand
484 Battery Compartment Mechanical Tests Battery Cover of RC-406 (See Pass
appended table 4.8)
4.8.4.2 Stress relief test Battery Cover of RC-406 (See Pass
appended table 4.8)
484.3 Battery replacement test Battery Cover of RC-406 (See Pass
appended table 4.8)
48.4.4 Drop test Battery Cover of RC-406 (See Pass
appended table 4.8)
4.8.4.5 Impact test Battery Cover of RC-406 (See Pass
appended table 4.8)
4.8.4.6 Crush test Battery Cover of RC-406 (See Pass
appended table 4.8)
4.8.5 Compliance criteria (Battery Accessibility) Battery Cover of RC-406 (See Pass
appended table 4.8)
30 N force test with test probe Battery NOT become accessible. Pass
20 N force test with test hook Battery NOT become accessible. N/A

4.9 Likelihood of fire or shock due to entry of conductive object Pass
Where the entry of a conductive object from Faceplate: Checked. Pass
outside the equipment or from another part of Except for Faceplate: Not required
the equipment can result in: due to in-accessible part(s) from
— bridging within PS2, PS3 and ES3 circuits; or | ordinary person. See General
— bridging an ES3 circuit to accessible, product information and other
unearthed conductive parts remarks (Explanation of the test

program).
Top and side openings above PS2, PS3 and Faceplate: No top and side Pass
ES3 circuits openings

5 ELECTRICALLY-CAUSED INJURY Pass

5.2 Classification and limits of electrical energy sources —

5.21 Electrical energy source classifications................. : —

5.2.2 Electrical energy source ES1 and ES2 limits —

5222 Steady-state voltage and current limits.................. . | (See appended table 5.2.) —

5223 Capacitance limits ... : | No X-capacitor(s) —

5224 Single pulse lIMitS.........ccceeceveiii e, : | No single pulse —

5225 Limits for repetitive pulses..........ccceioiiniiiiieniees : | No repetitive pulse —

For pulse off times

No repetitive pulse

IEC62368_1B
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IEC 62368-1
Clause Requirement + Test Result - Remark Verdict
52.2.6 RiNgIiNG SIgNalS .......c.ooveiiiiiecee e : | No ringing signals —
5227 AUdiO SIgNAIS ......ooveiiiiie : | Audio output(s): Only skilled person —
accessible. See General product
information and other remarks
(Explanation of the test program)
5.3 Protection against electrical energy sources Pass
5.3.1 General (Requirements for accessible parts to Pass
ordinary, instructed and skilled persons)
During service operations by a skilled person No ES3 N/A
53.2 Accessibility to electrical energy sources and N/A
safeguards
5.3.21 Requirements No ES2 and ES3 N/A
For ordinary persons
For instructed persons Not for instructed persons N/A
5.3.2.2 Contact requirements Ordinary person (Faceplate and Pass
Remote control(s)): No ES2 and ES3
bare internal conductive part
Skilled person: Not required.
Test with test probe from Annex V..........ccc..ccc..... : —
For ES3 voltages up to 420 Vpeak No ES3. N/A
For ES3 voltages above 420 Vpeak, either a) or b) |No ES3. N/A
5.3.2.2 a) | Air gap — Electric strength test potential (V) ......... : |No ES3. N/A
5.3.2.2 b) |Air gap — distance (Mm) .......cccocvriiiiiiiiniiee : |No ESS. N/A
5.3.2.3 Compliance criteria Not required. N/A
5324 Terminals for connecting stripped wire Wiring harness: For skilled person N/A
No ES2 and ES3 (Ordinary person)
54 Insulation materials and requirements N/A
54.1.2 Properties of insulating material No ES2 and ES3 N/A
54.1.3 Compliance criteria (Humidity conditioning for Insulation material against ES NOT N/A
Hygroscopic nature of the material)..................... : | required.
5414 Maximum operating temperature for insulating Insulation material against ES NOT N/A
materials, components and systems .................. . | required.
Vicattest .....ccccccovevcivicii v | NOt required. N/A
Ball pressure test.........ccocevvciivevvccee e eeeeennnn | Not required. N/A
54.1.5 Pollution degree..........ccocvviiiiiiiiie : | Pollution degree 2 —
5.4.1.5.2 |Test for pollution degree 1 environment and for an | Not pollution degree 1. N/A
insulating compound
5.4.1.5.3 |Thermal cycling test procedure N/A
54.1.6 Insulation in transformers with varying dimensions | No transformer has different working N/A
voltages
5417 Insulation in circuits generating starting pulses No circuits generating starting pulses| N/A
54.1.8 Determination of working voltage (See appended table 5.4.1.8) —
5.4.1.8.3 |Peak working voltage —
54.19 Insulating surfaces —
5.4.1.10 |Thermoplastic parts on which conductive metallic | Insulation material against ES NOT N/A

parts are directly mounted

required.

IEC62368_1B
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Clause Requirement + Test Result - Remark Verdict
54.1.10.2 |Vicattest ........cccveivcieecc e eeennnt | NOt required. N/A
5.4.1.10.3 |Ball pressure test.........cccoioieiiiiiiieiieeeeeeee e . | Not required. N/A
5.4.2 Clearances N/A
54.2.1 General requirements Altitude up to 2000 m. —
Clearances between the outer insulating surface |No ES3 N/A
of a connector and conductive parts at ES3
voltage level
5.4.2.2 Procedure for determining clearance using peak | Clearance NOT required. N/A
working voltage
5423 Procedure for determining clearance using Clearance NOT required. N/A
required withstand voltage
5.4.2.3.2 |Determining transient voltages DC apparatus N/A
5.4.2.3.2. |Determining AC mains transient voltages.............. : | Not equipment to be supplied from N/A
2 the AC mains
5.4.2.3.2. |Determining DC mains transient voltages............. : |No DC mains N/A
3
5.4.2.3.2. | Determining external circuit transient voltages .....: | No external circuit N/A
4
5.4.2.3.2. | Determining transient voltage determined by DC apparatus N/A
5 MEASUMEMENT......ooiiiiiiii ittt :
5.4.2.3.3 |Determining required withstand voltage N/A
Circuit isolated from the mains is connected to N/A
the main protective earthing terminal
In a circuit isolated from the mains supplied by a N/A
DC source with capacitive filtering, and
connected to protective earth
If equipment is supplied from a dedicated battery N/A
that has no provision for charging from the mains
supply without removal from the equipment
5.4.2.3.4 |Determining clearances using required withstand —
voltage
5424 Alternate to Procedure 2 (Determining the Clearance NOT required. N/A
adequacy of a clearance using an electric strength
test)
54.2.5 Multiplication factors for altitudes higher than Clearance NOT required. N/A
2000 m above sea level.........ccccevveiiiiiiiiecnieee :
5.4.2.6 Compliance criteria Clearance NOT required. N/A
543 Creepage distances...........cccccccevicveicieenerenne.enenlt | Creepage distance NOT required. N/A
5.4.3.1 General —
5.4.3.2 Test method No ES2 and ES3 N/A
54.3.3 Material Group and CTl.......cccooi i il —
54.3.4 Compliance criteria Creepage distance NOT required. N/A
544 Solid insulation Solid insulation NOT required. N/A
54.4.2 Minimum distance through insulation ................... : | Solid insulation NOT required. N/A
5443 Insulation compound forming solid insulation Solid insulation NOT required. N/A
5444 Solid insulation in semiconductor devices Solid insulation NOT required. N/A
5445 Insulating compound forming cemented joints Solid insulation NOT required. N/A

IEC62368_1B
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Clause Requirement + Test Result - Remark Verdict
5.4.4.6 Thin sheet material Solid insulation NOT required. N/A
5.4.4.6.1 |General requirements No thin sheet material N/A
5.4.4.6.2 |Separable thin sheet material No thin sheet material N/A
Number of layers (PCS) ...ccevvvvevvieeiiiieeiee e : | No thin sheet material N/A
5.4.4.6.3 |Non-separable thin sheet material No Non-separable thin sheet N/A

material.

Number of layers (PCS) ...euvveeeevvciiiiieieeeeeesiiiiieeen —

5.4.4.6.4 |Standard test procedure for non-separable thin No non-separable thin sheet material N/A
sheet material...........cccccviiiiiiii

5.4.4.6.5 |Mandrel test No non-separable thin sheet material. N/A
5447 Solid insulation in wound components No wound components N/A
54438 Compliance criteria N/A
5449 Solid insulation requirements at frequencies >30 No Solid insulation at frequencies N/A
KHZ ..o
Ep (KV/MM) it —

Reduction factor Kr for the breakdown electric field —
strength of the insulating material at the appllcable
fFrEQUENCY ...t :

Total thickness (d in mm) of the insulating —
Material..........ooovuiieiiiii

Actual electric strength Viw (Ep X KR X d).ceveenvenene : —

Measured high frequency peak of the working —

(Y01 e= Lo LT :
For basic insulation or supplementary insulation, N/A
Viw >1.2x Vew/ 1.41
For reinforced insulation, Viw > 1.2 x 2 x Vew / 1.41 N/A
54.5 Antenna terminal insulation Not connected to the Mains. N/A
5451 General Not connected to the Mains. —
5452 Test method (Voltage surge test) Not connected to the Mains. N/A
5453 Compliance criteria Not connected to the Mains. N/A
Insulation resistance (MQ) ........ccccceeevveiiiieeeeeennnd
As an alternative to the above, Electric strength Not connected to the Mains. N/A
test accordingto 5.4.9.1 ..o, :
54.6 Insulation of internal wire as part of a N/A
supplementary safeguard ...........ccccooeiiiiennnnnnl
5.4.7 Tests for semiconductor components and for N/A
cemented joints
54.8 Humidity conditioning N/A

Relative humidity (%) ......cocoeveiniiiiiiiciieee —

Temperature (°C) ....eveeeiieiciiieeee e —

DUuration (N) ...eeeeeeeeeieeee e —

54.9 Electric strength test .........cccccoiiiiini! N/A

5.4.9.1 Test procedure for type testing of solid insulation —
type test

54.9.2 Test procedure for routine tests Not required. N/A
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5.4.10 Safeguards against transient voltages from No external circuit. N/A
external circuits
5.4.10.1 |Requirements (Parts and circuits separated from |No external circuit. N/A
external circuits)
5.4.10.2 |Test methods —
5.4.10.2.1 | General No external circuit. N/A
5.4.10.2.2 | Impulse test........ccccceeiiiiieieeiiiiccceeeeeeeeeeeeeeee. - | NO external circuit. N/A
5.4.10.2.3 | Steady-state test.........ccccveveeieiiiiic : | No external circuit. N/A
5.4.10.3 |Compliance criteria No external circuit. N/A
5.4.11 Separation between external circuits and earthed (See appended table 5.4.9) N/A
CIFCUIIY e
5.4.11.1 |Exceptions to separation between external —
circuits and earth
5.4.11.2 |Requirements —
Rated operating voltage Uop (V) ..cccovvvveeeiiiienennnnd —
Nominal voltage Upeak (V) ...eeeeeviieieiiiiiiiiiieeeed —
Max increase due to variation Usp .........................: —
Max increase due to ageing AUsa ........ccoeeeeeeeenl: =
Uop= Upeak + AUsp+ AUsa..cccceeeeverieiiiiiiiiiie =
5.4.11.3 |Test method and compliance criteria N/A
5.5 Components as safeguards N/A
5.5.1 General —
552 Capacitors and RC units No Capacitors and RC units. N/A
55.21 General requirement —
5.5.2.2 Capacitor discharge after disconnection of a N/A
(oTo] o] 01T e (o] LR :
5.5.3 Transformers No transformer(s). N/A
554 Optocouplers No Optocoupler(s). N/A
555 Relays No Relay(s). N/A
5.5.6 Resistors No Resistor(s) N/A
5.5.7 SPD’s No SPD(s). N/A
Earth connection comply with 5.6.7 No varistor N/A
Varistor comply with Clause G.8. N/A
SPD between the mains and protective earthing |No varistor and a GDT connected in N/A
series
The varistor No varistor and a GDT connected in N/A
series
The GDT No varistor and a GDT connected in N/A
series
55.8 Insulation between the mains and external CII’CUIt Not used. N/A
consisting of a coaxial cable ................c......... :
5.6 Protective conductor N/A
5.6.1 General —
5.6.2 Requirement for protective conductors No protective conductors. N/A
5.6.2.1 General requirements —
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5.6.2.2 Colour of insulation N/A
5.6.3 Requirement for protective earthing conductors N/A
Protective earthing conductor size (mm?) .............: —
Protective earthing conductor serving as a N/A
reinforced safeguard
Protective earthing conductor serving as a double N/A
safeguard
5.6.4 Requirement for protective bonding conductors No protective bonding conductors. N/A
5.6.4.1 Requirements (Protective bonding conductors) No protective bonding conductors. N/A
Protective bonding conductor size (mm?). ........... : —
5.6.4.2 Determination of the Protective current rating (A) : —
5.6.4.2.1 |Mains supply as the source No protective bonding conductors. N/A
5.6.4.2.2 | Other than mains supply as the source No protective bonding conductors. N/A
5.6.4.2.3 |Internal circuit as the source No protective bonding conductors. N/A
5.6.4.3 Current limiting and overcurrent protective Not used. N/A
devices
5.6.4.4 Compliance criteria N/A
5.6.5 Terminals for protective conductors No terminals for protective N/A
conductors.
5.6.5.1 Requirements, Terminal size for connecting No terminals for protective earthing N/A
protective earthing conductors conductors.
Conductor size (mm?), nominal thread diameter —
(MM e :
Requirements, Terminal size for connecting No terminals for protective bonding N/A
protective bonding conductors conductors.
Conductor size (mm?), nominal thread diameter —
(MM e e e
5.6.5.2 Corrosion No terminals for protective N/A
conductors.
5.6.6 Resistance of the protective bonding system N/A
5.6.6.1 Requirements No protective system. N/A
5.6.6.2 Test Method —
5.6.6.3 Compliance criteria (Resistance (Q2) or voltage No protective system. N/A
ArOP o)
5.6.7 Reliable connection of a protective earthing No connection of a protective N/A
conductor earthing conductor.
5.7 Prospective touch voltage, touch current and protective conductor current N/A
5.71 General —
5.7.2 Measuring devices and networks —
5.7.2.1 Measurement of touch current —
57.2.2 Measurement of prospective touch voltage —
57.3 Equipment set-up, supply connections and earth |DC apparatus N/A

connections

System of interconnected equipment (separate
connections/single connection)............cccc.cceeuns :
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Multiple connections to mains (one connection at —
a time/simultaneous connections).............c......... :
574 Earthed accessible conductive parts ....................: | DC apparatus N/A
57.5 Protective conductor current DC apparatus N/A
Requirements when touch current exceeds ES2
limits
Supply Voltage (V) ....cooeeeiiieeeie e : —
Measured Protective conductor current (mA).....: —
Construction of the protective earthing conductor N/A
circuit and its connections
Instructional Safeguard............ccccceeevviciiieeenennn. : N/A
5.7.6 Prospective touch voltage and touch current due |No external circuit(s) N/A
to associated with external circuits
5.7.6.1 Touch current from coaxial cables N/A
5.7.6.2 Prospective touch voltage and touch current N/A
associated with paired conductor cables
5.7.7 Summation of touch currents from external N/A
circuits
a) Equipment with earthed external circuits N/A
Measured current (MA) .....ceeeiiiiiiiiiieeieeee
b) Equipment whose external circuits are not N/A
referenced to earth. Measured current (mA) ........:
() ELECTRICALLY- CAUSED FIRE Pass
6.1 General Orientation(s) of use specified in the —
installation or user instructions were
taken into account during tests.
(Mount angle 0 ° and 30 ° during
Clause 6.)
Red and Yellow wires of the Wiring
harness: Not evaluated. See
Conditions of Acceptability in
General product information and
other remarks.
6.2 Classification of power sources (PS) and potential ignition sources (PIS) —
6.2.2 Power source circuit classifications (See appended table 6.2.2) —
6.2.2.1 General —
6.2.2.2 Power measurement for worst-case load fault...... : —
6.2.2.3 Power measurement for worst-case power source —
AU ..o :
6.2.24 P O . | (See appended table 6.2.2) —
6.2.2.5 PO . | (See appended table 6.2.2) —
6.2.2.6 PSS . | (See appended table 6.2.2) —
6.2.3 Classification of potential ignition sources —
6.2.3.1 Arcing PIS ..o : | No Arcing PIS —
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6.2.3.2

Resistive PIS ... :

(See appended table 6.2.3.2)

L990 (PingHu Daming Electronics
Factory, Type T15-255 or PT.Cipta
Coilindo, Type CC-CH140.0uH-006)
was not PIS due to opening of Blade
fuse (Jenn Feng Electric Industrial
Co., Ltd., Type ATS10A). Taking
Clause G.3.5 into the consideration,
measurement repeated two more
times with same results.

6.3

Safeguards against fire under normal operating

and abnormal operating conditions

Pass

6.3.1

Requirements

Under normal operating conditions and abnormal
operating conditions, the following basic
safeguards

See Basic safeguard of table,
OVERVIEW OF EMPLOYED
SAFEGUARDS above.

ISO connectors: Not evaluated. See
Conditions of Acceptability in General
product information and other
remarks.

Yellow wire of the Wiring harness:
Not evaluated. See Conditions of
Acceptability in General product
information and other remarks.
Red wire of the Wiring harness: Not
evaluated. See Conditions of
Acceptability in General product
information and other remarks.
Connector (Socket): Not evaluated.
See Conditions of Acceptability in
General product information and
other remarks.

6.3.1(a)

NO IgNItioN.......cooe i

No ignition

Pass

6.3.1 (b)

Attainable temperature value less than 90 %
defined by ISO 871 or less than 300 °C for
unknown materials ..........cccoccieiiiiiiii

(See appended table 6.3)

Pass
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6.3.1 (c)

Combustible materials for components and other
parts (including electrical enclosures, mechanical
enclosures and decorative parts) not inside a fire
enclosure

DPX-M3200BT

Min. HB and/or Glow-Wire test at
550 °C according to IEC 60695-2-11,
except followings.

Housing of blade fuse: < 1750 mm?3
R982: < 1750 mm3

Compound of IC901: < 1750 mm3
D560: < 1750 mm?3

F560: < 1750 mm?3

Compound of IC560: < 1750 mm3

Thermal conductive sheet for IC560:
<1750 mm?3

D540: < 1750 mm?3
F540: < 1750 mm3
Compound of IC540: < 1750 mm3

Thermal conductive sheet for IC540:
<1750 mm?3

Compound of IC601: < 1750 mm3
Remote control(s)

Min. HB and/or Glow-Wire test at
550 °C according to IEC 60695-2-11

Pass

6.3.2

Compliance criteria

(See appended table 6.3)

Pass

6.4

Safeguards against fire under single fault conditions

Pass

6.4.1

General (Safeguard Method)

Reduce the likehood of ignition
applied to PS1 circuit(s) See Clause
6.4.2.

Reduce the likehood of ignition
applied to PS3 circuit(s). See Clause
6.4.3.

Control fire spread applied to PS2
circuit(s). See Clause 6.4.5.

Yellow wire of the Wiring harness:
Not evaluated. See Conditions of
Acceptability in General product
information and other remarks.

Red wire of the Wiring harness: Not
evaluated. See Conditions of
Acceptability in General product
information and other remarks.

6.4.2

Reduction of the likelihood of ignition under single
fault conditions in PS1 circuits

PS1 part of Main Board (J7J-0566-
10) and Panel PWB (J7J-0565-00):
PS1 circuit(s)

Pass

6.4.3

Reduction of the likelihood of ignition under single
fault conditions in PS2 and PS3 circuits

PS3 part of Main board (J7J-0566-
10): PS3 circuit(s)

PS2 part of Main board (J7J-0566-
10): PS2 circuit(s). Control fire
spread applied. See Clause 6.4.5.

Pass

6.4.3.1

Requirements (Supplementary safeguards)

See Supplementary safeguard of
table, OVERVIEW OF EMPLOYED
SAFEGUARDS above.

Pass

Special conditions if conductors on printed boards
are opened or peeled

Printed boards not opened or peeled.

N/A
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6.4.3.3 Test method (Single fault conditions) .................... : —
Either interrupt or short-circuit a component No component damaged N/A
Special conditions for temperature limited by fuse |Blade fuse (Not IEC 60127): Not Pass
opened (See appended table 6.4.3)
6.4.34 Compliance criteria (See appended table 6.4.3) Pass
6.4.4 Control of fire spread in PS1 circuits Reduce the likehood of ignition N/A
applied.
6.4.5 Control of fire spread in PS2 circuits PS2 part of Main board (J7J-0566- Pass
10): PS2 circuit(s).
6.4.5.1 General PS2 part of Main board (J7J-0566- Pass
10): Not meet Annex Q. See Clause
6.4.5.2
6.4.5.2 Requirements (Supplementary safeguards)........: | See Supplementary safeguard of Pass
table, OVERVIEW OF EMPLOYED
SAFEGUARDS above.
6.4.5.3 Compliance criteria Pass
6.4.6 Control of fire spread in PS3 circuit Reduce the likehood of ignition N/A
applied to PS3 circuit(s).
Supplementary safeguards Reduce the likehood of ignition N/A
applied to PS3 circuit(s).
Within the fire enclosure, combustible materials Reduce the likehood of ignition N/A
that do not comply with the flammability applied to PS3 circuit(s).
requirements for PS2 or PS3 circuits
For PS2 or a PS3 circuit within a fire enclosure, Reduce the likehood of ignition N/A
all requirements for PS2. applied to PS3 circuit(s).
For a PS1 circuit within a fire enclosure Reduce the likehood of ignition N/A
applied to PS3 circuit(s).
A fire enclosure is not necessary for the following | Reduce the likehood of ignition N/A
components and materials applied to PS3 circuit(s).
6.4.7 Separation of combustible materials from a PIS No Arcing PIS. Pass
Resistive PIS: Chip of IC301 (ST
Microelectronics, Type JCV8034).
6.4.7.1 General ... : —
6.4.7.2 Separation by distance See Supplementary safeguard of Pass
table, OVERVIEW OF EMPLOYED
SAFEGUARDS above.
6.4.7.3 Separation by a fire barrier See Supplementary safeguard of Pass
table, OVERVIEW OF EMPLOYED
SAFEGUARDS above.
6.4.8 Fire enclosures and fire barriers Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): Fire barrier
6.4.8.2 Fire enclosure and fire barrier material properties —
6.4.8.2.1 |Requirements for a fire barrier Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): See Clause S.1
6.4.8.2.2 |Requirements for a fire enclosure No fire enclosure N/A
6.4.8.2.3 | Compliance criteria Pass
6.4.8.3 Constructional requirements for a fire enclosure | Mold of IC301 (ST Microelectronics, Pass
and a fire barrier Type JCV8034): Fire barrier
6.4.8.3.1 |Fire enclosure and fire barrier openings —
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6.4.8.3.2 |Fire barrier dimensions Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): Dimensions
sufficient. The edges of the fire
barrier(s) extend to beyond the
restricted volume.
6.4.8.3.3 | Top Openings and top opening properties: Pass
Top opening properties of a fire enclosure and a | Mold of IC301 (ST Microelectronics, Pass
fire barrier Type JCV8034): No top opening(s)
fall within the volume defined in Fig.
41.
Top openings fall within the volume defined in Mold of IC301 (ST Microelectronics, Pass
Figure 41 Type JCV8034): No top opening(s)
Openings dimensions (MM)...........c.cccecvveeeeneeeee..t | Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): No top opening(s)
6.4.8.3.4 |Bottom Openings and properties of a fire Mold of IC301 (ST Microelectronics, Pass
enclosure and a fire barrier Type JCV8034): No bottom
opening(s)
Openings located in the volume as shown in Mold of IC301 (ST Microelectronics, Pass
Figure 42. Type JCV8034): No bottom
opening(s)
a) Openings dimensions (Mm)..............ccccceeneeeee..t | Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): No bottom
opening(s)
b) Openings under Components and Parts are = | Mold of IC301 (ST Microelectronics, Pass
V-1, 2 HF-1 or the needle-flame test of IEC Type JCV8034): No bottom
60695-11-5 using a 30 s flame application opening(s)
¢) Mesh Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): No bottom
opening(s)
d) Openings in the metal bottom enclosure Mold of IC301 (ST Microelectronics, Pass
Type JCV8034): No bottom
opening(s)
Instructional Safeguard.............ccccoevvveiiieieeciens . | Not fixed equipment intended to be N/A
floor standing on a non-combustible
surface
6.4.8.3.5 |Integrity of the fire enclosure consists of a door or | No fire enclosure N/A
cover opened by an ordinary person, condition
met: @), b) Or C).eeveeeeeeei :
a) Door or Cover interlocked and comply with N/A
Annex K.
b) Door or Cover, intended to be routinely opened N/A
by the ordinary person, shall comply with both of
the following conditions:
— it shall not be removable from other parts of the
fire enclosure by the ordinary person; and
— it shall be provided with a means to keep it
closed during normal operating conditions.
c¢) Door or Cover intended only for occasional use N/A

by the ordinary person, such as for the installation
of accessories, may be removable if an
instructional safeguard is provided for correct
removal and reinstallation of the door or cover.
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6.4.8.3.6

Compliance criteria

No Fire enclosure consists of a door
or cover opened by an ordinary
person.

N/A

6.4.84

Separation of PIS from combustible fire enclosure
and combustible fire barrier distance (mm) or
flammability rating ........ccccoeeeeieee e :

Mold of IC301 (ST Microelectronics,
Type JCV8034): Fire barrier, 0 mm
(< 5 mm) distance from resistive PIS.
See flammability rating.

N/A

Flammability rating

Mold of IC301 (ST Microelectronics,
Type JCV8034): Fire barrier, 0 mm
(< 5 mm) distance from resistive PIS,
IEC 60695-11-5. Severities are
identified in Clause S.2. No holes that
are bigger than allowed in Clause
6.4.8.3.3 or Clause 6.4.8.3.4 as
appropriate

Pass

6.5

Internal and external wiring

N/A

6.5.1

General requirements

Red wire of the Wiring harness: May
be required to comply with this
clause. See Conditions of
Acceptability in General product
information and other remarks.

Yellow wire of the Wiring harness:
May be required to comply with this
clause. See Conditions of
Acceptability in General product
information and other remarks.

No Internal wiring in PS2 or PS3
circuit(s).

N/A

6.5.2

Compliance criteria
Cross-sectional area (MmM32) ..........ccceeeeeieeiieieennndd

6.5.3

Requirements for interconnection to building
117714 o S :

Not equipment intended to provide
power over the wiring system to
remote equipment

N/A

6.6

Safeguards against fire due to connection to additional equipment

Pass

External port limited to PS2 or complies with
Clause Q.1

USB input terminal (J80): PS1
circuit(s). (Connected equipment
and/or accessories limited to PS2
circuit(s))

Power control wire / Antenna control
wire (P.CONT / ANT.CONT,
Blue/White) of the Wiring harness:
PS1. (Connected equipment and/or
accessories limited to PS2)

Pass

INJURY CAUSED BY HAZARDOUS SUBSTANCES

Pass

Reduction of exposure to hazardous substances

Pass

No leakage from the container

Remote control(s), RC-406: See
appended table 7.2.

Pass

Steady force tests, according to Clause 4.4.4.2

Top Case and Bottom Case of RC-
406: Hand-held equipmentt. Clause
T.4. See appended table 7.2.

Pass
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Drop tests, according to Clause 4.4.4.3 Top Case and Bottom Case of RC- Pass
406: Hand-held equipmentt. Clause
T.4. See appended table 7.2.
Impact tests, according to Clause 4.4.4.4 Top Case and Bottom Case of RC- Pass
406: Hand-held equipmentt. Clause
T.4. See appended table 7.2.
Internal accessible safeguard enclosure and Top Case and Bottom Case of RC- Pass
barrier tests, according to Clause 4.4.4.5 406: Hand-held equipmentt. Clause
T.4. See appended table 7.2.
Glass Impact tests, according to Clause 4.4.4.6 | Top Case and Bottom Case of RC- N/A
406: No glass
Thermoplastic material tests, according to Top Case and Bottom Case of RC- Pass
Clause 4.4.3.7 406: Clause T.8. (See appended
table 7.
Air comprising a safeguard, according to Clause | Top Case and Bottom Case of RC- N/A
4.4.3.8 406: No Air comprising a safeguard.
7.3 Ozone exposure N/A
7.4 Use of personal safeguards (PPE) N/A
Personal safeguards and instructions..................: —
7.5 Use of instructional safeguards and instructions N/A
Instructional safeguard (ISO 7010) ..........cc........ : | No hazardous substances except N/A
batteries. See Clause 7.6 for
batteries
7.6 Batteries and their protection circuits Pass
Batteries and their protection circuits comply Lithium battery used in Remote Pass
with Annex M control(s), RC-406. (See Annex M)
8 MECHANICALLY-CAUSED INJURY Pass
8.1 General —
8.2 Mechanical energy source classifications —
8.3 Safeguards against mechanical energy sources Pass
Except as given below, safeguard requirements | Faceplate and Remote control(s): Pass
for parts accessible to ordinary persons, Ordinary persons
instructed persons and skilled persons are given | All surfaces: Skilled persons
in 4.3.
An instructional safeguard shall be provided for N/A
MS2 that is not obvious to an instructed person or
for MS3 that is not obvious to a skilled person.
Other MS3 parts not actively being serviced shall |No other MS3 parts N/A
be located or guarded so that unintentional
contact with such parts during service operations
is an unlikely result in the skilled person
involuntary recoiling from class 2 or class 3
energy sources being serviced.
8.4 Safeguards against parts with sharp edges and corners Pass
8.4.1 Requirements (Safeguards) —

Classification of the energy sources

Faceplate and Remote control(s):
MS1
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Safeguards Faceplate and Remote control(s): N/A
Not required. (MS1)
Instructional Safeguard ..............cccecevivvivveenneenennt [ Not required. (MS1) N/A
8.4.2 Compliance criteria Faceplate and Remote control(s): Pass
MS1
8.5 Safeguards against moving parts N/A
8.5.1 Requirements —
Equipment safeguard provided to prevent entry of N/A
body parts or entanglement of Fingers, jewellery,
clothing, hair, etc., contact with MS2 or MS3 parts
MS2 part required to be accessible for the N/A
function of the equipment to ordinary person
MS3 part required to be accessible for the function N/A
of the equipment to ordinary person or an
instructed person
Moving MS3 parts only accessible to skilled N/A
person
8.5.2 Instructional Safeguard ...........c.ccoveeeviiieevieecenl N/A
8.5.3 Compliance criteria No moving parts. N/A
854 Special categories of equipment containing N/A
moving parts
8.5.4.1 General —
8.54.2 Equipment having electromechanical device for N/A
destruction of media
8.5.4.2.1 | General requirements (Safeguards and Safety N/A
INEIIOCKS).... it
8.5.4.2.2 |Instructional safeguards against moving parts N/A
Instructional Safeguard ...l N/A
8.5.4.2.3 | Disconnection from the supply (to disconnect N/A
power to MS3 moving parts)
8.5.4.2.4 |Test method (Probe type and force (N)) .............. : N/A
8.5.4.2.5 |Compliance criteria N/A
8.5.5 High Pressure Lamps No High Pressure Lamps N/A
8.5.5.1 General (Energy Source Classification) —
8.552 High Pressure Lamp Explosion Test ......................: [ No High Pressure Lamps N/A
8.5.5.3 Compliance criteria N/A
8.6 Stability of equipment N/A
8.6.1 Requirements (Product classification) MS1: Remote control(s) —
Except Remote control(s): Fixed
equipment(s). No stability
requirements. See Clause 8.7
Instructional Safeguard (for MS2 and MS3 Not TV N/A
television Sets)......ccccceicie e
8.6.2 Static stability Remote control(s): Not required N/A
(MS1)
8.6.2.2 Static stability test Remote control(s): Not required N/A

(MS1)
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Applied FOrCe.....coiieeeiii e : —
8.6.2.3 Downward Force Test Remote control(s): Not required N/A
(MS1)
8.6.24 Compliance criteria N/A
8.6.3 Relocation stability test Remote control(s): Not required N/A
(MS1)
8.6.3.2 Requirements —
Wheels diameter (Mmm)........cccooininiinnne
8.6.3.2 Test method and compliance criteria (Unit N/A
configuration during 10° tilt)........ccccoeevvieviieeiieeee, :
8.6.4 Glass slide test Remote control(s): Not required N/A
(MS1)
8.6.4.2 Test method and compliance criteria N/A
8.6.5 Horizontal force test (Applied Force) ..................... : | Remote control(s): Not required N/A
(MS1)
Position of feet or movable parts ..........cccccceeeiee : —
8.7 Equipment mounted to wall, or ceiling N/A
8.7.1 Requirements Not mounted to wall, or ceiling —
Manufacturer defines specific mounting means N/A
(Length of screws (mm) and mounting surface) ... :
Manufacturer does not define specific mounting N/A
means
Equipment is provided with threaded parts for N/A
attachment of the mounting means
8.7.2 Test methods (Direction and applied force) .......... : —
Test 1, additional downwards force (N)................. : N/A
Test 2, number of attachment points and test force N/A
(N et e :
Test 3, Nominal diameter (mm) and applied torque N/A
(NI e :
8.7.3 Compliance criteria N/A
8.8 Handles strength N/A
8.8.1 General (Classification) No handles N/A
8.8.2 Test method (Applied Force) .......cccccoevevcieevveennee : | No handles N/A
8.9 Wheels or casters attachment requirements N/A
8.9.1 General (Classification) N/A
8.9.2 Test method (Applied Force) .......cccccoevevcveevveennee : —
8.10 Carts, stands and similar carriers N/A
8.10.1 General No Carts, stands and similar carriers. —
8.10.2 Marking and instructions N/A
Instructional Safeguard .............ccccoeeeeiiiiciiecciens : N/A
8.10.3 Cart, stand or carrier loading test and compliance N/A
Applied fOrce.......ccooveiieceece e : —
8.10.4 Cart, stand or carrier impact test N/A
8.10.5 Mechanical stability N/A
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Applied horizontal force (N)........ccccovevveevcieeicreenee, : —
8.10.6 Thermoplastic temperature stability (°C) ............... : N/A
8.1 Mounting means for rack mounted equipment N/A
8.11.1 General N/A
8.11.2 Requirements (Product Classification) N/A
8.11.3 Mechanical strength test N/A
8.11.3.1 | Downward force test —
8.11.4 Mechanical strength test 250N, including end N/A
stops
8.11.5 Compliance criteria N/A
8.12 Telescoping or rod antennas N/A
Button/Ball diameter (mm).........cccooveieiiiiieienn : | No telescoping or rod antennas N/A
9 THERMAL BURN INJURY Pass
9.1 General Orientation(s) of use specified in the —
installation or user instructions were
taken into account during tests.
(Mount angle 0 ° and 30 ° during
Clause 9.)
9.2 Thermal energy source classifications —
9.2.1 General —
9.2.5 Test method and compliance criteria Pass
9.2.6 Touch temperature levels (See appended table 9.2.6) Pass
9.3 Safeguard against thermal energy sources Pass
Except as given below, safeguard requirements | Ordinary person: TS1 (Faceplate Pass
for parts accessible to ordinary persons, and Remote control(s)). No
instructed persons and skilled persons are given |safeguard (Equipment safeguard(s),
in4.3. Material and Distance from thermal
inertia) (Comply with Clause 4.3.2).
Skilled person: Comply with Clause
4.3.4. TS3 (Except Faceplate and
Remote control(s)) (Heat sink)
protected by Skill safeguard. No
class 3 energy source located
outside the view of the skilled person
(Clause 0.5.7).
For protection of an ordinary person against TS2, |No TS2 for Ordinary person N/A
an instructional safeguard in accordance with
Clause 9.5.2 may be used as the basic safeguard
For protection of an ordinary person or an No TS3 for Ordinary person and/or N/A
instructed person against TS3, the supplementary | Instructed person
safeguard may be replaced with an instructional
safeguard in accordance with Clause 9.4.2.
Parts and surfaces classed TS3 shall be provided | Except Faceplate and Remote N/A

with an equipment safeguard or provided with an
instructional safeguard so that unintentional
contact with such parts and surfaces during
service operations is unlikely to cause the skilled
person to recoil into other class 3 energy sources

(see Figure 19).

control(s) (Heat sink): Equipment
and Instructional safeguards not
required. No class 3 energy source
located outside the view of the
skilled person.
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9.4 Requirements for safeguards N/A

9.4.1 Equipment safeguard FaScepIate and Remote control(s): N/A

TS1

Except Faceplate and Remote
control(s) (Heat sink): Not required.
See Clause 9.3.

9.4.2 Instructional safeguard ...........cccceevvevieeviecieenee, : N/A
10 RADIATION N/A
10.2 Radiation energy source classification N/A
10.2.1 General classification N/A

LASEIS e N/A
Lamps and LEDS...........ccccccviiieieeei e N/A
X-RAY i N/A
ACOUSTIC .. N/A
10.3 Safeguards against laser radiation N/A
Laser radiation that exists equipment: —
Normal, abnormal, single-fault............................ : N/A
Instructional safeguard..............ccccvvveeieeeiiinnnee, : | Not required. —
TOO e : —
104 Safeguards against visible, infra-red, and ultra-violet radiation N/A
10.4.1 General —
10.4.1 a) | RS3 for Ordinary and instructed persons..........: N/A
10.4.1 b) | RS3 accessible to a skilled person ...................: N/A
Personal safeguard (PPE) instructional —
safeguard .........ccooecciiiiiiie e :
10.4.1 c) | Equipment visible, IR, UV does not exceed RS1: N/A
10.4.1 d) | Normal, abnormal, single-fault conditions ..........: N/A
10.4.1 e) | Enclosure material employed as safeguard is N/A
o] o= 1o [ U L= USROS
10.4.1f) | UV attenuation .........ccooceeveiiiiiiiiniiiiee N/A
10.4.1 g) | Materials resistant to degradation UV................. : N/A
10.4.1 h) | Enclosure containment of optical radiation .......: N/A
10.4.1i) | Exempt Group under normal operating N/A
CONAItIONS ...
10.4.2 Instructional safeguard...............ccccvvveeieeennnnnnn: N/A
10.5 Safeguards against X-radiation N/A
10.5.1 X- radiation energy source that exists N/A
EQUIPMENT ... :
Normal, abnormal, single fault conditions N/A
Equipment safeguards .........c.ccoooiiiiiiiiiiii : N/A
Instructional safeguard for skilled person ............: N/A
10.5.3 Most unfavourable supply voltage to give —
maximum radiation..............cccccoiiiiiiii :
Abnormal and single-fault condition....................: N/A
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Maximum radiation (PA/KG) ......cooverrrieeieeeiiiiinnl N/A
10.6 Safeguards against acoustic energy sources N/A
10.6.1 General —
10.6.2 Classification N/A
Acoustic output, dB(A) ....ceeeiiiiiiiiiiiieeeeed N/A
Output voltage, unweighted rm.s. ... N/A
10.6.4 Protection of persons N/A
Instructional safeguards.............ccccevviieiinnnnnd N/A
Equipment safeguard prevent ordinary person to —
Means to actively inform user of increase sound —
PIESSUIE ..eeeeeeiieeeeieieeeeeeeeeeeaneeeesnnsaeeesensaneeennneeen
10.6.5 Requirements for listening devices N/A
(headphones, earphones, etc.)
10.6.5.1 | Corded passive listening devices with analog N/A
input
Input voltage with 94 dB(A) Laeqacoustic —
Pressure OUIPUL .........iviviiiiieiiiciee e
10.6.5.2 | Corded listening devices with digital input N/A
Maximum dB(A) ....coooriiiiiiieeeee e —
10.6.5.3 | Cordless listening device N/A
Maximum dB(A) .....oooeiiiiieie e —
Annex B | NORMAL OPERATING CONDITION TESTS, ABNORMAL OPERATING CONDITION Pass
TESTS AND SINGLE FAULT CONDITION TESTS
B.1 General —
B.1.6 Temperature measurement conditions —
B.2 Normal Operating Conditions Pass
B.2.1 General USB input terminal: Resistive load of —
5 Vac, 1 A connected.
Blue/White wire of the Wiring
harness: Resistive load of 12 Vqc, 350
mA connected.
Audio Amplifiers and equipment with audio (See Annex E) —
AMPIfIErs ..o
B.2.2 Supply frequency DC —
B.2.3 Supply voltage +10 % / -10 % based on the —
applicant’s request
B.2.4 Normal operating voltages 12 Vg —
B.2.5 INPUEEEST ..o : | Evaluated. Apparatus not directly Pass
connected to the Mains, but rating(s)
marked. (See Clause F.3.3.2)
(See appended table B.2.5)
The measured input current under
normal operating conditions did not
exceed the rated current by more
than 10 %.
B.2.6 Operating temperature measurement conditions | Comply with Clause B.2.6.3. —
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B.2.6.2 Operating temperature dependent NOT depend on heating/cooling. —
heating/cooling See Clause B.2.6.3.
B.2.6.3 Operating temperature independent NOT dependent on heating/cooling. —
heating/cooling Tma =35°C
B.2.7 Battery charging and discharging under normal Lithium battery used in Remote —
operating conditions control(s), RC-406: (See appended
table B.2.7)
B.3 Simulated abnormal operating conditions Pass
B.3.1 General —
B.3.2 Covering of ventilation openings Not required based on product type. —
See General product information and
other remarks (Explanation of the
test program).
Instructional safeguard.............ccc.ccoevcviieeneneennn, : | Not required based on product type. —
See Additional application
considerations (Explanation of the
test program).
B.3.3 D.C. mains polarity test Not connected to DC mains —
B.3.4 Setting of voltage selector ...........ccccceveeeeiiinnnnee, : | No Setting of voltage selector —
B.3.5 Maximum load at output terminals....................... . | (See appended table B.3) —
B.3.6 Reverse battery polarity Remote control(s): Impossible for an —
ordinary person to insert replaceable
batteries with reversed polarity
B.3.7 Abnormal operating conditions as specified in (See appended table B.3) —
Clause E.2.
B.3.8 Safeguards functional during and after abnormal |(See appended table B.3) Pass
operating conditions
B.4 Simulated single fault conditions Pass
B.4.1 General Single fault conditions required in —
Clause 6.4.3. Tested for
Supplementary safeguard for IC301
(ST Microelectronics, Type
JCV8034).
Clause 9 refer to following single
fault condition(s). (But Compliance
checked by Clause 9.2.5)
B.4.2 Temperature controlling device open or short- No temperature controlling device(s) —
CirCUIted ... :
B.4.3 Motor tests No Motor(s) —
B.4.3.1 Motor blocked or rotor locked increasing the Not required. —
internal ambient temperature .............cccccoeeee :
B.4.4 Functional insulation —
B.4.4.1 Clearances for functional insulation Shorted (See appended table B.4) —
B.4.4.2 Creepage distances for functional insulation Shorted (See appended table B.4) —
B.4.4.3 Short circuit of functional insulation on coated No coated printed boards —
printed boards
B.4.5 Short circuit and interruption of electrodes in (See appended table B.4) —
tubes and semiconductors
B.4.6 Short circuit or disconnect of passive components | (See appended table B.4) —
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B.4.7 Continuous operation of components No component(s) intended for short— —
time operation or intermittent
operation
B.4.8 Compliance criteria during and after single fault | (See appended table B.4) Not Pass
conditions (Class 1 and Class 2 energy sources |exceed the relevant energy class as
within limits during and after single fault specified in Clauses 9.4, 10.3,
conditions) 10.4.1.
Compliance checked by Clauses
6.4.3.2 and B.4.8. No ignition. No
opening of conductor.
Compliance checked by Clause
9.2.5. See Clause 9.2.5.
B.4.9 Battery charging and discharging under single Lithium battery used in Remote —
fault conditions ..., : | control(s), RC-406: (See Annex M)
Annex C |UV RADIATION N/A
C.1 Protection of materials in equipment from UV N/A
radiation
C1.2 Requirements —
C1.3 Test method and compliance criteria N/A
Cc.2 UV light conditioning test N/A
C.21 Test apparatus —
C22 Mounting of test samples N/A
c.23 Carbon-arc light-exposure apparatus N/A
C24 Xenon-arc light exposure apparatus N/A
Annex D |TEST GENERATORS N/A
DA Impulse test generators N/A
D.2 Antenna interface test generator N/A
D.3 Electronic pulse generator N/A
Annex E |TEST CONDITIONS FOR EQUIPMENT CONTAINING AUDIO AMPLIFIERS Pass
E.A Audio amplifier normal operating conditions Pass
Audio signal source type........ccccoviiiiiiiiiieeinien. : {1000 Hz —
Audio output power (W) .....cccveeveeeeiiiiiiieieeee e . | (See appended table B.2.5) —
Maximum non-clipped output power (W)............. : | Audio output(s): Only skilled person —
accessible. See General product
information and other remarks
(Explanation of the test program)
Audio signal voltage (V) .....cccocceiiiiiiiiiieen, . | (See appended table B.2.5) —
Rated load impedance (Q) .....ccooocevveeeveiciieieennn. . | (See appended table B.2.5) —
Requirements for temperature measurement All amplifier channels are operated —
simultaneously.
The instruction manual provided by the No manufacture’s instruction. EUT —
ManuUfaCturer..........cccovveeiee e . | positioned 5 cm behind the front
edge of an open-fronted wooden test
box with 1 cm free space along the
sides and top and 5 cm depth behind
EUT.
E.2 Audio amplifier abnormal operating conditions Pass
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Most unfavourable output power into the most (See appended table B.3) Pass
unfavourable rated load impedance
Annex F |EQUIPMENT MARKINGS, INSTRUCTIONS, AND INSTRUCTIONAL SAFEGUARDS Pass
F.1 General —
Instructions — Language ..............cccccevuveeenneneee..: | English. For acceptability of other —
languages, see additional application
considerations (Explanation of the
test program).
F.2 Letter symbols and graphical symbols Pass
F.2.1 Letter symbols according to IEC60027-1 Pass
F.2.2 Graphic symbols IEC, ISO or manufacturer Pass
specific
F.3 Equipment markings Pass
F.3.1 Equipment marking locations Product marking (Remote control(s), | Pass
RC-406): On the top
Permanently connected equipment
(DPX-M3200BT): Markings on the
equipment
F.3.2 Equipment identification markings Pass
F.3.2.1 Manufacturer identification .............ccccceviienennn : | DPX-M3200BT: JVCKENWOOD Pass
Corporation
RC-406: KENWOOD
F.3.2.2 Model identification ............ccccccviveiiiiiiiiiiiiieee. : | DPX-M3200BT (represents all Pass
models)
Remote control(s): RC-406
F.3.3 Equipment rating markings DPX-M3200BT: Evaluated. N/A
Apparatus not directly connected to
the Mains, but rating(s) marked.
Remote control(s) (RC-406): Not
required due to apparatus not directly
connected to the Mains. (Rating(s)
not marked.)
F.3.3.1 Equipment with direct connection to mains Not directly connected to the Mains. N/A
See Clause F.3.3.2.
F.3.3.2 Equipment without direct connection to mains Not directly connected to the Mains. Pass
Rated power or rated current
marking on the equipment, comply
with Clause B.2.5.
EUT marked: 6 A
EUT measured: 3.70 A
F.3.3.3 Nature of supply voltage......................ecuuuue....... | Not directly connected to the Mains. N/A
F.3.34 Rated voltage .........cccveiiiiiiiiee e, : | Not directly connected to the Mains. N/A
F.3.3.5 Rated freqUENCY........ccceveeeiiiiiieeee e, : | Not directly connected to the Mains. N/A
F.3.3.6 Rated current or rated power...........ccceeeeeeeieennn. . | Not directly connected to the Mains. N/A
F.3.3.7 Equipment with multiple supply connections Not Equipment with multiple supply N/A
connections.
F.3.4 Voltage setting device N/A
Setting No Voltage setting device N/A
F.3.5 Markings on terminals and operating devices Pass
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F.3.5.1 Mains appliance outlet and socket-outlet No mains appliance outlet N/A
MAKINGS ..eeeeiiiiee e :
F.3.5.2 Switch position identification marking.................. : | No disconnect switch and circuit- N/A
breaker
F.3.5.3 Replacement fuse identification and rating Replaceable by skilled person Pass
MAKINGS ..eeeeiiiiiee e :
Fuse replaceable by ordinary person or instructed | NOT replaceable by ordinary person N/A
person, identification of a suitable replacement or instructed person
fuse
Fuse replaceable by ordinary person, the NOT replaceable by ordinary person N/A
coding(s) of the relevant fuses
Fuse NOT replaceable by ordinary person or Suitable replacement fuse marked Pass
instructed person, identification of a suitable with replacement symbol A\ (ISO
replacement fuse 7000-0434) in the service schematic
diagrams and/or service documents.
See Remark 2). Also, see Clause F.4.
i).
Fuse NOT replaceable by ordinary person or Not connected to the Mains. N/A
instructed person, Instructional safeguards for
Neutral fUSe ........oooiii e :
F.3.5.4 Replacement battery identification marking......... : | Remote control(s), RC-406: Pass
Instructional safeguard provided in
accordance with Clause F.5.
Element 1b marked on the
equipment. See Remark 1) for
Elements 3 and 4 (Optional).
F.3.5.5 Terminal marking location DC apparatus N/A
F.3.6 Equipment markings related to equipment classification N/A
F.3.6.1 Class | Equipment N/A
F.3.6.1.1 | Protective earthing conductor terminal N/A
F.3.6.1.2 | Neutral conductor terminal N/A
F.3.6.1.3 |Protective bonding conductor terminals N/A
F.3.6.2 Equipment class marking DC apparatus N/A
Class Il equipment with or without functional N/A
earth
Class Il equipment with functional earth terminal | No connection of functional earthing N/A
marking
F.3.7 Equipment IP rating marking ..........cccccoceennnnnilt IPX0 N/A
Equipment bear the IP number according to the | Not required for IPX0 N/A
degree of protection against ingress of water in
accordance with IEC 60529
F.3.8 External power supply output marking Not external power supply unit(s) N/A
(EUT is NOT AC adaptor(s))
F.3.9 Durability, legibility and permanence of marking | Product marking (DPX-M3200BT): Pass

Adhesive label. See Clause F.3.10.

Product marking (Remote control(s),
RC-406): Silk-screened. See Clause
F.3.10.
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F.3.10 Test for permanence of markings Product marking (DPX-M3200BT): Pass
Adhesive label. Tested.
Product marking (Remote control(s),
RC-406): Silk-screened. Tested.
F.4 Instructions Pass
Information prior to installation and initial use Information with regard to safety Pass
located before any operating
instructions in an instruction for
installation. See Remark 1).
Equipment for use in locations where children not | Children likely to be present N/A
likely to be present
The instructions shall include the following as far as applicable —
a) Instructions given for installation or initial use Instructions given in the Pass
INSTRUCTION MANUAL. See
Remark 1).
b) Equipment intended for use only in restricted Not used only in restricted access N/A
access area area.
c) Equipment intended to be fastened in place Instructions given in the Pass
INSTRUCTION MANUAL. See
Remark 1).
d) Audio equipment terminals classified as ES3 No ES3 audio terminals N/A
and other equipment with terminals marked in
accordance F.3.6.1
e) Protective earthing employed as safeguard DC apparatus N/A
f) Protective earthing conductor current exceeding | DC apparatus N/A
ES 2 limits
g) Graphical symbols placed on equipment and N/A
used as an instruction safeguard
h) Permanently connected equipment not provided | Not connected to the Mains N/A
with all-pole mains switch
i) Replaceable components or modules providing | For Blade fuse, identification of a Pass
safeguard function suitable replacement component or
module provided in the skilled person
instructions. See Remark 2).
j) For equipment containing an insulating liquid Not containing insulating liquid. N/A
k) The installation instructions for outdoor Not for outdoor equipment N/A
equipment
F.5 Instructional safeguards —_
Where “instructional safeguard” is referenced in —
the test report it specifies the required elements,
location of marking and/or instruction
Annex G | COMPONENTS Pass
G.A1 Switches N/A
G.11 General No switch(s) located in PS3 N/A
circuit(s).
G.1.2 Requirements (Ratings, endurance, spacing, Not connected to the Mains N/A
maximum load)
G.1.3 Test method and compliance criteria N/A
G.2 Relays N/A
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G.2.1 Requirements (Relay(s) located in PS3) No relay(s) located in PS3 circuit(s). N/A
G.2.2 Overload test N/A
G.2.3 Mains relay controlling connectors supply power |No Mains relay(s) controlling N/A
to other equipment connectors supply power to other
equipment
G.24 Test method and compliance criteria (Mains No Mains relay. N/A
relay, IEC 61810-1 and modified as stated in G.2)
G.3 Protection Devices N/A
G.3.1 Thermal cut-offs No thermal cut-off(s). N/A
G.3.1.1 Thermal cut-outs separately approved according |No thermal cut-outs N/A
a) &b) to IEC 60730 with conditions indicated in a) & b)
G.3.1.1. | Thermal cut-outs tested as part of the equipment | No thermal cut-out N/A
c) as indicated in ¢)
G.3.1.2 |Test method and compliance criteria (Thermal No thermal cut-off N/A
cut-off connections maintained and secure)
G.3.2 Thermal links No thermal link(s) N/A
G.3.21 Thermal links separately tested, comply with IEC | No thermal link(s) N/A
a) 60691
G.3.21 Thermal links tested as part of the equipment No thermal link(s) N/A
b)
Aging hours (H).....uvveeeieeiiieeee e, : —
Single Fault Condition............cccocveiiieniiiieeee : —
Test Voltage (V) and Insulation Resistance (Q) .. : =
G.3.2.2 |Test method and compliance criteria No thermal link(s) N/A
G.3.3 PTC Thermistors No PTC thermistor(s) N/A
G.34 Overcurrent protection devices No Overcurrent protection devices N/A
(Except for devices covered by
Clause G.3.5)
G.3.5 Safeguards components not mentioned in G.3.1 |Blade fuse: Jenn Feng Electric Pass
to G.34 Industrial Co., Ltd., Type ATS10A
G.3.51 Requirements (Non-resettable devices suitably Blade fuse: Not IEC 60127. For non- | Pass
rated and marking provided) resettable protective devices, such
as fuse-links, marking provided in
accordance with Clause F.3.5.3. See
Clause F.3.5.3.
G.3.5.2 |Test method and compliance criteria (Single Test repeated three times with no Pass
faults conditions)...........ccccccevciiiiiniieeiniieeeenenee.. | failure. (See appended table B.4)
G4 Connectors Pass
G.4.1 Clearance and creepage distance requirements | Appliance inlet certified. See Clause N/A
G.4.2.
G4.2 Mains connectors No Mains connector N/A
G4.3 Plug is shaped that insertion into mains socket- | No risk of insertion. Pass
outlets or appliance coupler is unlikely
G.5 Wound Components N/A
G.5.1 Wire insulation in wound components ................. : N/A
G.5.1.2 |Protection against mechanical stress N/A

Two wires in contact inside wound component,
angle between 45° and 90°
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Construction subject to routine testing N/A
G.5.1.3 |Test method and compliance criteria N/A
G.5.2 Endurance test on wound components N/A
G.5.21 General test requirements N/A
G.5.2.2 |Heat run test —
TIME (S) eeeeeeeiieeiieiee e e : —
Temperature (°C).......cooocviieeeeeeeeeeeeeee e : =
G.5.2.3 |Wound Components supplied by mains N/A
G.5.2.4 |Compliance criteria N/A
G.5.3 Transformers No transformer(s) N/A
G.5.3.1 General N/A
Requirements applied (IEC 61204-7, IEC 61558-
1/-2, and/or IEC 62368-1) ........covvvcvrvreeiiiieeeeenen. :
POSItION ... : —
Method of protection ...........ccccovveiiiiiiiiciiiiee. : —
G.5.3.2 Insulation N/A
Protection from displacement of windings .......... : —
G.5.3.3 |Transformer overload test...........ccccceeevvvinninenn.n. : | No transformer(s) N/A
G.5.3.3.1 | Test conditions No transformer(s) —
G.5.3.3.2 |Compliance criteria (Winding Temperatures No transformer(s) N/A
testing in the unit)
G.5.3.3.3 |Winding Temperatures - Alternative test method | No transformer(s) N/A
G.54 Motors No critical motor(s) N/A
G.5.41 General —
POSItION .. : —
G.5.4.2 |Test conditions N/A
G.5.4.3 |Running overload test N/A
G.5.44 |Locked-rotor overload test N/A
Test duration (days) ......cccocceeeiiiiiieiiiieeee e : —
G.5.4.5 |Running overload test for d.c. motors in N/A
secondary circuits
G.5.4.5.2 | Test method and compliance criteria (Tested in N/A
the unit)
Electric strength test (V). : —
G.5.4.5.3 | Tested on the Bench - Alternative test method; N/A
testtime () .oocoeveeeeeee :
Electric strength test (V). : —
G.5.4.6 |Locked-rotor overload test for d.c. motors in N/A
secondary circuits
G.5.4.6.2 | Tested in the unit N/A
Maximum Temperature ..........cccoccveeeeiiiicineeenn. : —
Electric strength test (V) ...coooovciiiieieiieeiee, : —
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G.5.4.6.3 | Alternative method (Motor covered with a single N/A
layer of cheesecloth and placed on a wooden
board that is covered with a single layer of
wrapping tissue)
Electric strength test (V).....cooovcciveiieeiiiiiiieee. : —
G.5.4.7 |Test method and compliance criteria for Motors N/A
with capacitors
G.5.4.8 |Test method and compliance criteria for Three- N/A
phase motors
G.5.4.9 |Test method and compliance criteria for Series N/A
motors
Operating voltage .........ccocveeeiiiiene e : —
G.6 Wire Insulation N/A
G.6.1 General N/A
a) Not under mechanical stress (for example, N/A
from winding tension).
b) Under mechanical stress. = 0.4 mm thick of N/A
single layer insulation on wire.
b) Under mechanical stress. Not a winding wire. N/A
b) Under mechanical stress. Winding wire. N/A
¢) Under mechanical stress. Winding wire. N/A
d) FIW used as a safeguard in transformers N/A
G.6.2 Solvent-based enamel wiring insulation No enameled winding wires used as N/A
basic insulation
G.7 Mains supply cords N/A
G.7.1 General No Mains supply cords N/A
Power supply connection............cccccoeeveiiiiienn.n. : —
MASS. .ot : —
Equipment mobility.........cccoooiiiiiii : —
Equipment intended to be used by musicians —
while performing (for example, musical
instruments and amplifiers) ........cccccceeeevcineenn.n. :
TYP e : —
Rated current of the equipment (A) .........ccccee... : —
Cross-sectional area (mm?2), (AWG)........c........... : —
G.7.2 Compliance and test method No Mains supply cords N/A
G.7.3 Cord anchorages and strain relief for non- No Mains supply cords N/A
detachable power supply cords
G.7.3.2 | Cord strain relief N/A
G.7.3.2.1 |Requirements N/A
Strain relief test force (N) .......oocooceeiiiiiiniene : —
G.7.3.2.2 | Strain relief mechanism (basic safeguard) failure N/A
G.7.3.2.3 | Cord sheath or jacket position, distance (mm)....: —
G.7.3.2.4 | Strain relief comprised of polymeric material N/A
G.74 Cord ENtry ...ccvveieieeeeee e : N/A
G.7.5 Non-detachable cord bend protection No Mains supply cords N/A
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G.7.51 Requirements N/A
G.7.5.2 |Test method and compliance N/A

T (e ) USSP : —

Overall diameter or minor overall dimension, D —

(MM e :

Temperature (°C).....coooveiiiiiieiiiieee e : =

Radius of curvature after test (mm).................... : —
G.7.6 Supply wiring space No Mains supply cords N/A
G.7.6.2 |Stranded wire N/A
G.7.6.2.1 |Requirements —
G.7.6.2.2 | Test method and compliance criteria (Test with 8 N/A

mm strand)
G.8 Varistors N/A
G.8.1 General No varistor(s) —
G.8.2 Safeguard against shock No Varistor(s) N/A
G.8.3 Safeguard against fire No Varistor(s) N/A
G.8.3.1 General —
G.8.3.2 Varistor overload test..........ccccoiiiiiii N/A
G.8.3.3 | Temporary overvoltage ..........coceevviveeeiniiieeennne, : N/A
G.9 Integrated Circuit (IC) Current Limiters N/A
G.9.1a) |Manufacturer defines limit at max. 5A. N/A
G.9.1b) |Limiters do not have manual operator or reset N/A
G.9.1¢) |Supply source does not exceed 250 VA ...........: —
G.9.1d) |IC limiter output current (max. 5A)........cccoueeennt —
G.9.1e) |Manufacturers’ defined drift ...............cooccoel —
G.9.2 Test Program 1 N/A
G.9.3 Test Program 2 N/A
G994 Test Program 3 N/A
G.10 Resistors N/A
G.101 General No Resistor(s) —
G.10.2 Resistor test No Resistor(s) N/A
G.10.3 Test for resistors serving as safeguards between |No resistor(s) between a mains N/A

the mains and an external circuit consisting of a | connected circuit and a coaxial cable

coaxial cable
G.10.3.1 |General —
G.10.3.2 |Voltage surge test No resistor(s) between a mains N/A

connected circuit and a coaxial cable
G.10.3.3 |Impulse test No resistor(s) between a mains N/A
connected circuit and a coaxial cable

G.10.3.4 |Compliance criteria N/A
G.11 Capacitor and RC units N/A
G111 General requirements —
G.11.2 Conditioning of capacitors and RC units No Capacitor(s) N/A
G.11.3 Rules for selecting capacitors No Capacitor(s) N/A
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G.11.4 Examples of the application of capacitors No Capacitor(s) N/A
G.12 Optocouplers N/A
Optocouplers comply with IEC 60747-5-5:2007 No Capacitor(s) N/A
Spacing or Electric Strength Test (specify optlon
and test results) ........oooveciieiiii e :
Type test voltage Vini .......cccoceiiiiiiiiiiiieee : —
Routine test voltage, Vini,b ........ccccoooiiiiiiii. : —
G.13 Printed boards N/A
G.13.1 General —
G.13.2 Uncoated printed boards Printed boards NOT used as basic N/A
insulation, supplementary insulation,
reinforced insulation and double
insulation.
G.13.3 Coated printed boards Uncoated N/A
G.134 Insulation between conductors on the same inner | No multilayer board N/A
surface
Compliance with cemented joint requirements No multilayer board N/A
(Specify construction) ..........coooceiiiiiiniiiiil
G.13.5 Insulation between conductors on different No multilayer board N/A
surfaces
Distance through insulation ..................oeeeeee. : N/A
Number of insulation layers (pcs) ......ccccceeeennen : —
G.13.6 Tests on coated printed boards N/A
G.13.6.1 | Sample preparation and preliminary inspection N/A
G.13.6.2 |Thermal conditioning N/A
a)
G.13.6.2 |Electric strength test N/A
b)
G.13.6.2 |Abrasion resistance test N/A
c)
G.14 Coating on components terminals N/A
G.141 Requirements ..........ccccccceeeevvicciieeeeee v . | Uncoated N/A
G.14.2 Test method and compliance criteria N/A
G.15 Pressurized liquid filled components N/A
G.15.1 General requirements —
G.15.2 Requirements N/A
G.15.3 Compliance and test methods N/A
G.15.3.1 |Hydrostatic pressure test N/A
G.15.3.2 |Creep resistance test N/A
G.15.3.3 |Tubing and fittings compatibility test N/A
G.15.3.4 |Vibration test N/A
G.15.3.5 |Thermal cycling test N/A
G.15.3.6 |Force test N/A
G.154 Compliance N/A
G.16 IC including capacitor discharge function (ICX) N/A
G.16.1 |Requirements | N/A
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G.16.2 Tests N/A
a) | Humidity treatment in accordance with sc5.4.8 — N/A
120 hours
b) | Impulse test using circuit 2 with Uc = to tranS|ent N/A
(7] = o = YR :
c1) | Application of ac voltage at 110% of rated voltage N/A
for 2.5 minutes
C2) | Test voltage ....cccevveeiiiiiiieeee e —
d1) (10,000 cycles on and off using capacitor with N/A

smallest capacitance resistor with largest
resistance specified by manufacturer

d2) | CapacitanCe .........cccccviiieiiiiiiee : —

d3) [ReSIStanCe ......cccccoovviiiiiiii e : —

Annex H | CRITERIA FOR TELEPHONE RINGING SIGNALS N/A
H.1 General —
H.2 Method A N/A
H.3 Method B N/A
H.3.1 Ringing signal N/A

H.3.1.1 Frequency (HZ) ....ccooovivieiiiiieeee e, : —

H.3.1.2  [Voltage (V) oo : —

H.3.1.3 | Cadence; time (s) and voltage (V) ........cccceeennee. : —

H.3.1.4 | Single fault current (MA): .....ccovvieieeeiiieeeeee, : —

H.3.2 Tripping device and monitoring voltage.............. : N/A
H.3.2.1 Conditions for use of a tripping device or a N/A
monitoring voltage complied with
H.3.2.2 | Tripping device N/A
H.3.2.3 | Monitoring voltage (V)......cccooriieiiiiiiiiieee e, : —
Annex J |INSULATED WINDING WIRES FOR USE WITHOUT INTERLEAVED INSULATION N/A
General N/A
Annex K | SAFETY INTERLOCKS N/A
K.1 General N/A
K.1.1 General requirements N/A
Instructional safeguard
K.2 Components of safety interlock safeguard N/A
MEChANISM ... :
K.3 Inadvertent change of operating mode N/A
K.4 Interlock safeguard override N/A
K.5 Fail-safe N/A
ComplianCe ........eeeeieieeiieeee e : N/A
K.6 Mechanically operated safety interlocks N/A
K.6.1 Endurance requirement N/A
K.6.2 Compliance and Test method...........ccccccooinnne. : N/A
K.7 Interlock circuit isolation N/A
K.7.1 Separation distance for contact gaps & interlock N/A
circuit elements (type and circuit location) .......... :
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K.7.2 Overload test, Current (A) ....ceevveeeiiiiiiiiiieeeeeee : N/A
K.7.3 Endurance test N/A
K.7.4 Electric strength test ..........ccoooiiiiiiiiie : N/A
Annex L | DISCONNECT DEVICES N/A
L.1 General requirements Not connected to the Mains —
L.2 Permanently connected equipment Not connected to the Mains N/A
L.3 Parts that remain energized N/A
L4 Single phase equipment Not connected to the Mains N/A
L.5 Three-phase equipment Not connected to the Mains N/A
L.6 Switches as disconnect devices Not connected to the Mains N/A
L.7 Plugs as disconnect devices Not connected to the Mains N/A
L.8 Multiple power sources N/A
Instructional safeguard ............cccccooviiiiiiniienennn : N/A
Annex M | EQUIPMENT CONTAINING BATTERIES AND THEIR PROTECTION CIRCUITS Pass
M.1 General requirements Pass
Instructional safeguard for equipment containing | Remote control(s), RC-406: Pass
a battery that is replaceable by an ordinary Complete instructional safeguard
person provided in the instructions. See
Remark 1).
M.2 Safety of batteries and their cells Pass
M.2.1 Requirements Remote control(s). CR2025 —
M.2.2 Compliance and test method (identify method).: | Checked by inspection or evaluation | Pass
based on battery manufacturer’s
declaration. See ENCLOSURE 1.
M.3 Protection circuits Pass
M.3.1 Requirements Ordinary person replaceable and but | Pass
NOT reverse polarity installation.
M.3.2 Tests Appropriate battery data not —
available, compliance was checked
by test. (See appended table M.3)
- Overcharging of a rechargeable battery EUT does not have charging circuit —
- Unintentional charging of a non-rechargeable EUT does not have charging circuit —
battery
- Reverse charging of a rechargeable battery EUT does not have construction —
design that the battery may be
placed into the equipment in the
manner causing reverse charging.
- Excessive discharging rate for any battery Tested —
M.3.3 Compliance criteria.........ccccceveeeeiiiciiiieeee e . | (See appended table M.3) Pass
M.4 Additional safeguards for equipment containing N/A
secondary lithium battery
M.4.1 General No Secondary lithium battery N/A
M.4.2 Charging safeguards No Secondary lithium battery N/A
M.4.2.1 Requirements (Charging operating limits) —
M.4.2.2 | Compliance criteria........cccccccoeevvvveeeeeeeesiiineene. : | No Secondary lithium battery N/A

Charging voltage, current and temperature......... :
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Single faults in charging circuitry ...........cccco.ec.... : —

M.4.3 Fire Enclosure No Secondary lithium battery N/A

M.4.4 Drop test of equipment containing a secondary No Secondary lithium battery N/A

lithium battery

M.4.4.2 | Preparation and procedure for the drop test —

M.4.4.3 | Drop and charge/discharge function tests N/A

Drop N/A
Charge N/A
Discharge N/A

M.4.4.4 | Check of the charge/discharge function N/A

M.4.4.5 | Result of charge-discharge cycle test N/A

M.4.4.6 | Compliance criteria N/A

M.5 Risk of burn due to short circuit during carrying N/A

M.5.1 Requirements —

M.5.2 Compliance criteria and Test Method (Test of Not Battery with exposed bare N/A

P.2.3) conductive terminals

M.6 Prevention of short circuits and protection from Pass

other effects of electric current

M.6.1 Short circuits Pass

M.6.1.1 General requirements CR2025: Sufficient overcurrent Pass
protective device. Cell of CR2025
was shorted.

M.6.1.2 | Compliance criteria Checked by inspection and no Pass
explosion and no emission of molten
material at any time during any of
the tests.

M.6.2 Leakage current (MA) ......ccccoeeeiiiiiiiieeee e : N/A

M.7 Risk of explosion from lead acid and NiCd N/A

batteries

M.7.1 Ventilation preventing explosive gas N/A

concentration

M.7.2 Compliance criteria and test method N/A

M.8 Protection against internal ignition from external N/A

spark sources of lead acid batteries

M.8.1 General requirements —

M.8.2 Test method N/A

M.8.2.1 General requirements —

M.8.2.2 | Estimation of hypothetical volume Vz (m¥/s) ....... : —

M.8.2.3 | Correction factors .......ccccccceeeiviereeiieee e : —

M.8.2.4 | Calculation of distance d (mm) ........ccccceeeuerennen : —

M.9 Preventing electrolyte spillage N/A

M.9.1 Protection from electrolyte spillage CR2025 N/A

M.9.2 Tray for preventing electrolyte spillage N/A

M.10 Instructions to prevent reasonably foreseeable Pass

misuse (Determination of compliance: inspection,
data review; or abnormal testing)
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Replacement of a battery with an incorrect type | See Remark 1). “Risk of fire or Pass
that can defeat a safeguard (for example, in the | explosion if the battery is replaced
case of some lithium battery types) by an incorrect type. Ensure to
replace only with the same type.”
Disposal of a battery into fire or a hot oven, or See Remark 1). “Risk of fire, Pass
mechanically crushing or cutting of a battery, that | explosion or the leakage of
can result in an explosion flammable liquid or gas if the battery
is disposed into fire or a hot oven,
recharged, shorted, mechanically
crushed or cut of the battery.”
Leaving a battery in an extremely high See Remark 1). “Risk of fire, Pass
temperature surrounding environment that can explosion or the leakage of
result in an explosion or the leakage of flammable liquid or gas if the battery
flammable liquid or gas is left in an extremely high
temperature surrounding
environment and/or subjected
extremely low air pressure. The
battery pack or batteries shall not be
exposed to excessive heat such as
sunshine, fire or the like.”
A battery subjected to extremely low air pressure | See Remark 1). “Risk of fire, Pass
that may result in an explosion or the leakage of | explosion or the leakage of
flammable liquid or gas flammable liquid or gas if the battery
is left in an extremely high
temperature surrounding
environment and/or subjected
extremely low air pressure. The
battery pack or batteries shall not be
exposed to excessive heat such as
sunshine, fire or the like.”
Annex N | ELECTROCHEMICAL POTENTIALS N/A
Metal(S) USEd ....ccceeeeiiiiieiie e : | Pollution degree considered —
Annex O | MEASUREMENT OF CREEPAGE DISTANCES AND CLEARANCES Pass
Figures 0.1 to 0.20 of this Annex applied —
Value of X (MM)...coooiiiiiiee e : 1 1.00 mm (Pollution degree 2) —
Annex P | SAFEGUARDS AGAINST ENTRY OF FOREIGN OBJECTS AND SPILLAGE OF Pass
INTERNAL LIQUIDS
P.1 General requirements —
P.2 Safeguards against entry or consequences of Pass
entry of a foreign object
P.2.1 General Faceplate: See Clauses P.2.2 and/or —
P.2.3.
Except for Faceplate: Not required
due to in-accessible part(s) from
ordinary person. See General
product information and other
remarks (Explanation of the test
program).
p.2.2 Safeguards against entry of foreign object No opening(s) Pass
Location and Dimensions (mm) ............................ | No opening(s) —
P.2.3 Safeguard against the consequences of entry of | No openings N/A

foreign object
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P.2.3.1 Safeguards against the entry of a foreign object N/A
Openings in transportable equipment Not transportable N/A
Transportable equipment with metalized plastic Not transportable N/A
PArS . :
P.2.3.2 Openings in transportable equipment in relation | Prevented the entry of a foreign N/A
to metallized parts of a barrier or enclosure object.
(identification of supplementary safeguard) ....... :
P.3 Safeguards against spillage of internal liquids N/A
P.3.1 General requirements N/A
pP.3.2 Determination of spillage consequences N/A
P.3.3 Spillage safeguards N/A
P.3.4 Safeguards effectiveness N/A
P.4 Metallized coatings and adhesive securing parts N/A
P.4.2 Tests (Conditioning testing) N/A
To (PC) e : —
LI G TSR : —
TA (TC) it : —
Metallized coating or a part secured by adhesive | Not used N/A
Abrasion resistance testing ..................ccccee......t | Not used N/A
Mechanical strength testing................................ | Not used N/A
Annex Q | CIRCUITS INTENDED FOR INTERCONNECTION WITH BUILDING WIRING N/A
Q.1 Limited power sources N/A
Q.1.1 a) |Inherently limited output N/A
Q.1.1b) | Impedance limited output N/A
- Regulating network limited output under normal N/A
operating and simulated single fault condition
Q.1.1 ¢) |Overcurrent protective device limited output N/A
Q.1.1d) |IC current limiter complying with G.9 N/A
Q.1.2 Compliance and test method N/A
Q.2 Test for external circuits — paired conductor cable N/A

Maximum output current (A) ......ccooiieiiiind —

Current limiting method ...........cccoeiiill —

Annex R | LIMITED SHORT CIRCUIT TEST N/A

R.1 General requirements —

R.2 Determination of the overcurrent protective N/A
device and circuit

R.3 Test method Supply voltage (V) and short-circuit N/A
CUITENE (A) e :

Annex S | TESTS FOR RESISTANCE TO HEAT AND FIRE Pass

S.1 Flammability test for fire enclosures and fire Pass

barrier materials of equipment where the steady
state power does not exceed 4 000 W

Samples, material .............ccccccceeeeeiiiiieeeeeeeeeel | Mold of 1IC301 (ST Microelectronics, —
Type JCV8034): Tested.
Wall thickness (Mm) .......c.ccceeecviveeeeeeeecicciiveeeee | 1.5 mm —
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Conditioning (°C) .....cccceeeeeeeeiececeeeceeeeeeeeveeennn. | 200 —

Test flame according to IEC 60695-11-5 with Vertical part involved, the flame is —

conditions as set out applied at an angle of approximately
45° from the vertical.

Test repeated on the remaining two
test specimens.

- Material not consumed completely After every application of the test Pass
flame, the test specimen shall not be
consumed completely

- Material extinguishes within 30s After any application of the test Pass
flame, any self-sustaining flame
shall extinguish within 30 s

- No burning of layer or wrapping tissue No burning of the specified layer or Pass
wrapping tissue

S.2 Flammability test for fire enclosure and fire N/A
barrier integrity

Samples, material...........ccccccvvvviiiiiiiii, —

Wall thickness (Mm) .........coovviiiiieee e —

Conditioning (°C) ..eeeevviieiiiiiie e =

Test flame according to IEC 60695-11-5 with —

conditions as set out

Test specimen does not show any additional hole N/A

S.3 Flammability test for the bottom of a fire N/A
enclosure

S.3.1 Mounting of samples —

S.3.2 Test method and compliance criteria N/A

Samples, material............cccoveevieiiiiiiiieeee el —

Wall thickness (Mm) .......ccoceviiiiiied —

Cheesecloth did not ignite N/A

S.4 Flammability classification of materials N/A
S5 Flammability test for fire enclosures and fire N/A
barrier materials of equipment where the steady

state power does not exceed 4 000 W

Samples, material...........ccccoveeeiiiiiiiiieee el —

Wall thickness (Mm) ... —

Conditioning (test condition), (°C).......cccccccevvunnneee. =

Test flame according to IEC 60695-11-20 with —

conditions as set out

After every test specimen was not consumed N/A

completely

After fifth flame application, flame extinguished N/A

within 1 min

No burning of the specified cotton indicator N/A

Annex T | MECHANICAL STRENGTH TESTS —
T.1 General requirements —
T.2 Steady force test, 10N ... : —
T.3 Steady force test, 30 N ... : —

IEC62368_1B




Page 53 of 90 Report No. 350-190154
IEC 62368-1
Clause Requirement + Test Result - Remark Verdict
T.4 Steady force test, 100 N ......ccccoeeeiiiiiiiiiieeeeee, : —
T.5 Steady force test, 250 N ..o : —
T.6 Enclosure impact test —
Fall test —
Swing test —
T.7 Droptest ..o, : —
T.8 Stress relief test.......ooviiiiii : —
T.9 Impact Test (glass) —
Impact energy (J) ..cceeeeeeeeeeie e : —
Height (M) ..o : —
T.10 Glass fragmentation test ... : —
T.11 Test for telescoping or rod antennas —
Torque value (NM) ... : —
Annex U | MECHANICAL STRENGTH OF CATHODE RAY TUBES (CRT) AND PROTECTION N/A
AGAINST THE EFFECTS OF IMPLOSION
U1 General —
CRTs with a maximum face dimension exceeding | No CRT N/A
160 mm
Face of a non-intrinsically protected CRT No CRT N/A
CRT, other than the face of an intrinsically No CRT N/A
protected CRT
A protective film attached to the faceplate of the |No CRT N/A
picture tube as part of the implosion protection
system
Instructional safeguard for CRT with protective film N/A
attached to the faceplate as part of the safety
IMPIOSION SYSTEM ..o :
u.2 Compliance and test method for non-intrinsically N/A
protected CRTs
u.3 Protective Screen ..........cccocceveevcevcevcescesceeneeneeen s [NO CRT N/A
Annex V | DETERMINATION OF ACCESSIBLE PARTS (FINGERS, PROBES AND WEDGES) —
V.1 Accessible parts of equipment —
V.11 General Faceplate and Remote control(s) —
DPX-M3200BT, except for Faceplate:
Not required due to in-accessible
part(s) from ordinary person. See
General product information and
other remarks (Explanation of the
test program).
V.1.2 Test method 1 — Surfaces and openings tested Accessibility to solid safeguard (Mold —

with jointed test probes (likely to be accessible to
children)

of IC301 from Faceplate checked by
Test probe of Figure V.1. (No
openings) (Clause 4.4.3)

No openings: Remote control(s)

For ordinary persons, no ES2 and
ES3. Clause V.1 not required.
(Clause 5.3.2.1)
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Test method 1 — Surfaces and openings tested Faceplate and Remote control(s): —
with jointed test probes (not likely to be accessible | Likely to be accessible to children.
to children) (Test probe of Figure V.2 NOT used)
V.1.3 Test method 2 — Openings preventing access to a | Faceplate and Remote control(s): No —
part tested with straight unjointed version of the openings preventing access to a
respective test probes part.
V.14 Test method 3 — Plugs, jacks, connectors (tested | For ordinary persons, no ES2 and —
with blunt probe) ESS3. Clause V.1 not required.
(Clause 5.3.2.1)
V.1.5 Test method 4 — Slot openings (tested with wedge —
probe)
V.1.6 Test method 5 — Terminals intended to be used No terminals for connecting stripped —
by an ordinary person (tested with rigid test wire) |wire intended to be used by an
ordinary person. Clause V.1 not
required. (Clause 5.3.2.4)
V.2 Accessible part criterion —

IEC62368_1B




Page 55 of 90 Report No. 350-190154
IEC 62368-1
Clause Requirement + Test Result - Remark Verdict
41.2 TABLE: Use of components (List of critical components) | Pass
Object / part No. | Manufacturer / | Type / model Technical data Standard Mark(s) of

trademark

conformity’

DPX-M3200BT etc.

Component(s) on Main board (J7J-0566-10)

Connector Mitsumi Electric | CAM-J05 In PS3 (BUP and IEC 62368-1:2014, | Tested in
(Plug) / CN990 |Co., Ltd. ACC) and PS1 Clause 6.2.3 apparatus.
(Audio outputs)
circuits, but NOT
PIS.
2 1750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
Clause 6.3.1 apparatus.
Separated from the | IEC 62368-1:2014, | Tested in
restricted volume by |Clause 6.4.7.2 apparatus.
distance (Equipment
safeguard)
1.1 mm thick. IEC 62368-1:2014 | Tested in
apparatus.
14 Vac, 10 A IEC 62368-1:2014 | Tested in
apparatus.
Material | Toray Industries | 1164G-30 V-0 at 0.75 mm thick | ANSI/UL 94, IEC UL/
Inc. 60695-11-10 E41797
Blade fuse Jenn Feng ATS10A 10 A, 32 V. In PS3 IEC 62368-1:2014, | Tested in
Electric circuit, but NOT PIS. |Clause 6.2.3 apparatus.
:_“gus"'a' Co., Separated from the | IEC 62368-1:2014, | Tested in
td. restricted volume by |Clause 6.4.7.2 apparatus.
distance (Equipment
safeguard)
Certified as ATS | Special purpose UL 248-1 UL/
fuse, 10 A, 32V E488363
- Description: | Housing is < 1750 mm3. (IEC 62368-1:2014, Clause 6.3.1)
Not safeguard, but L990 was not PIS due to opening of this blade fuse.
Choke caoil / PingHu Daming | T15-255 In PS3 circuit, but IEC 62368-1:2014, | Tested in
L990 Electronics NOT PIS. 7 A, 140 Clause 6.2.3 apparatus.
Factory puH
Case |Nan Ya Plastics | 1403G3 2 1750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
Corp. Plastics Clause 6.3.1 apparatus.
3rd. Div. Separated from the | IEC 62368-1:2014, | Tested in
restricted volume by |Clause 6.4.7 apparatus.
barrier(s)
Min. 1.0 mm thick. IEC 62368-1:2014 | Tested in
apparatus.
PBT, V-0 and 130 °C |IEC 60695-11-10 |UL/
at0.75 mm E130155
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Alternate L990 |PT.Cipta CC-CH140.0puH- |7 A, 140 pH IEC 62368-1:2014, | Tested in
Coilindo 006 Clause 6.2.3 apparatus.
Cover | Nan Ya Plastics | 1403G3 2 1750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
Corp. Plastics Clause 6.3.1 apparatus.
3rd. Div. Separated from the | IEC 62368-1:2014, |Tested in
restricted volume by |Clause 6.4.7 apparatus.
barrier(s)
Min. 1.0 mm thick. IEC 62368-1:2014 | Tested in
apparatus.
PBT, V-0 and 130 °C |IEC 60695-11-10 |UL/
at 0.75 mm E130155
Power IC / ST JCV8034 In PS3 (BUP and IEC 62368-1:2014, | Tested in
IC301 Microelectronics ACC) and PS1 Clause 6.2.3 apparatus.
(Audio outputs)
circuits.
IC Chip Resistive PIS.
Mounted on and
enclosed by Mold of
IC301
Mold | KYOCERA KE-G280T 2 1750 mm3, Min. IEC 62368-1:2014, | Tested in
Corporation HB. 1.5 mm thick. Clause 6.3.1 apparatus.
Not separated from |IEC 62368-1:2014, |Tested in
the restricted volume |Clause 6.4.7 apparatus.
of IC Chip of IC301  [\EC 6095-11-5 | Tested in
(Severities are apparatus.
identified in Clause
S.2)
V-0 at 0.75-0.83 mm |IEC 60695-11-10 |UL/
thick. E43857
- Description: | Mold of IC301 is fire barrier for IC Chip of IC301. See “Fire barrier(s)” below.
RCA jack / J321 | Saniji AV4-136C020- In PS1 circuit. DC 34 |IEC 62368-1:2014, |Tested in
Electronics Co., |0121 V,2A Clause 6.2.3 apparatus.
Ltd.
Housing | Chang Chun 4815 21750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
Plastics Co., Clause 6.3.1 apparatus.
Ltd. Separated from the | IEC 62368-1:2014, | Tested in
restricted volume by | Clause 6.4.7.2 apparatus.
distance (Equipment
safeguard)
Min. 5 mm thick. IEC 62368-1:2014 | Tested in
apparatus.
PBT,V-0at3.0to IEC 60695-11-10 |UL/
3.2 mm E59481
Alternate J321 | Interchangeable | Interchangeable | Min. HB IEC 60695-11-10 |UL
- Description: | Interchangeability based on its flammability rating.
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PCB / J7J- Draco PCB M4 PS3 and PS2 IEC 62368-1:2014, | Tested in
0566-10 Public Company circuits, but NOT Clause 6.2.3 apparatus.
(&5
Limited / £ PIS.
2 1750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
(for PS3 circuit(s)) Clause 6.3.1 apparatus.
= V-1 or 2 VTM-1 (for | IEC 62368-1:2014, | Tested in
PS2 circuit(s)) Clause 6.4.5.2 apparatus.
Separated from the |IEC 62368-1:2014, | Tested in
restricted volume by |Clause 6.4.7 apparatus.
barrier(s)
130 °C, V-0. UL 94 UL/
E216636
Alternate J7J- | Interchangeable | Interchangeable |130 °C, V-0 UL 94 UL
0566-10
- Description: | Interchangeability based on specified rating
Component(s) on Panel PWB (J7J-0565-00)
PCB / J7J- Draco PCB DPC-E7 PS1 circuit. IEC 62368-1:2014, | Tested in
0565-00 Public Company Clause 6.2.3 apparatus.
Limited / . > 1750 mm?, Min. HB | [EC 62368-1:2014, | Tested in
Clause 6.3.1 apparatus.
Separated from the |IEC 62368-1:2014, | Tested in
restricted volume by |Clause 6.4.7.2 apparatus.
distance (Equipment
safeguard)
130 °C, V-0. UL 94 UL/
E58548
Alternate J7J- | Interchangeable | Interchangeable |130 °C, V-0 UL 94 UL
0565-00
- Description: | Interchangeability based on specified rating
Fire barrier(s)
Mold of IC301 ST JCV8034 Not accessible to an |IEC 62368-1:2014 |Tested in
Microelectronics Ordinary person. apparatus.
Material | KYOCERA KE-G280T Fire barrier. 1.5 mm |IEC 62368-1:2014, |Tested in
Corporation thick. Clauses 6.4.8 and |apparatus.
S.1
0 mm distance from |IEC 62368-1:2014, | Tested in
resistive PIS. Clause 6.4.8 and apparatus.
IEC 60695-11-5.
(Severities are
identified in Clause
S.2)
V-0 at 0.75-0.83 mm |IEC 60695-11-10 |UL/
thick. E43857
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Enclosure(s)
Front / Denka K-090 21750 mm3, Min. HB | IEC 62368-1:2014, | Tested in
Faceplate Company Clause 6.3.1 apparatus.
Limited Separated from the | IEC 62368-1:2014, |Tested in
restricted volume by |Clause 6.4.7.2 apparatus.
distance (Equipment
safeguard)
Accessible parts (> 1 |IEC 62368-1:2014, |Tested in
sand <10s) Clause 9.2 apparatus.
Min. 1.8 mm thick. IEC 62368-1:2014 | Tested in
apparatus.
HB75 at 1.7 mm IEC 60695-11-10 |UL/
thick. HB40 at 3.0 E49895
mm thick.
Remote Control(s)
Remote JVCKENWOOD | RC-406 CR2025 installed. IEC 62368-1:2014, | Tested in
control(s) Corporation / Clause 7.6 and apparatus
containing coin | KENWOQOD Annex M
/ button cell
battery
Top Case, and | Chi Mei PA-777D — IEC 62368-1:2014, | Tested in
Bottom Case | Corporation Clauses 4.4.4 and |apparatus
7.2
Min. 1.5 mm thick. = |IEC 62368-1:2014, |Tested in
1750 mm?3 Clause 6.3.1 apparatus.
ABS/PMI, HB and IEC 60695-11-10 |UL/
50 °C at 1.5-1.7 mm E56070
Battery Cover | Chi Mei PA-777D — IEC 62368-1:2014, | Tested in
Corporation Clause 4.8 apparatus
Min. 1.5 mm thick. = |IEC 62368-1:2014, |Tested in
1750 mm?3 Clause 6.3.1 apparatus.
ABS/PMI, HB and IEC 60695-11-10 |UL/
50 °C at 1.5-1.7 mm E56070

Supplementary information:
" Provided evidence ensures the agreed level of compliance. See OD-CB2039.
2) Description line content is optional. Main line description needs to clearly detail the component used for

testing
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4442 TABLE: Steady force tests N/A
EUT: —
T.4 | Steady force test, 100 N for 5 sec. N/A
T.5 | Steady force test, 250 N for 5 sec. N/A
T.4/T.5|Accessible safeguard Material
etz Manufacturer UL File No. Cat. No.
N/A N/A N/A N/A
Test force | Test force (x 10 N) Any equipment safeguard Class 3 energy sources other
applied to: |for 5 secs via 30 mm | defeated after test ? (Clause than PS3 accessible after
diam. circular plan 4.4.3.10) test ? (Clause 4.4.3.10)
N/A N/A N/A N/A

Supplementary information:
Equipment mass: N/A kg
User instruction permits multiple orientations during normal use: [ ] Yes [ ] No

T.3 | Steady force test, |Accessible Safeguard only acts as a fire enclosure or fire barrier N/A
30 N for 5 sec.
Accessible Safeguard only acts | Material
as. Manufacturer UL File No. |Cat. No.
N/A N/A N/A N/A
Test force | Test force (30 N) for 5 secs via Any equipment Class 3 energy sources
applied to: | the straight unjointed version of | safeguard defeated after | other than PS3 accessible

the applicable test probe test ? (Clause 4.4.4.9) | after test ? (Clause 4.4.4.9)

N/A N/A N/A N/A

Supplementary information:

The test is conducted by means of the straight unjointed version of the applicable test probe of Figure V.1 or
Figure V.2, applied with a force of 30 N + 3 N for a short time duration of approximately 5 s.

4443 TABLE: Drop tests N/A
EUT and height of the drop: —
T.7 | Drop test N/A
Sample | Height of the | Any equipment safeguard defeated after | Class 3 energy sources other than PS3
No. drop (mm) test ? (Clause 4.4.4.9) accessible after test ? (Clause 4.4.4.9)
N/A N/A N/A N/A

Supplementary information: N/A

4444 TABLE: Impact tests N/A
T.6 | Enclosure impact test ‘ N/A
Enclosure Material Any equipment Class 3 energy sources other
surface safeguard defeated after | than PS3 accessible after
tested Manufacturer | UL File No. | Cat. No. | test ? (Clause 4.4.4.9) test ? (Clause 4.4.4.9)
N/A N/A N/A N/A N/A N/A

Supplementary information: N/A
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4445 TABLE: Internal accessible safeguard tests N/A

T.3 | Steady force, 30 N for 5 sec. N/A
Internal accessible safeguard tested: Material

Manufacturer UL File No. Cat. No.
N/A N/A N/A N/A
Test force |Test force (30 N) for 5 secs via the| Any equipment safeguard Class 3 energy sources other
applied to: |straight unjointed version of the defeated after test ? (Clause than PS3 accessible after
applicable test probe: 4.4.4.9) test ? (Clause 4.4.4.9)

N/A N/A N/A N/A

Supplementary information: N/A

44.4.6 TABLE: Glass impact tests N/A
Glass that is accessible |> 0.1 m? or having a major dimension > 450 mm or prevents —
to an ordinary person or |access to class 3 energy sources other than PS3
to an instructed person:

Location/Part Length (mm) | Width (mm) | Thick. (mm) Area Tested ?

N/A N/A N/A N/A N/A N/A

T.9 | Glass impact test Impact test - Single impact applied to area representing centre | N/A
of the glass
Glass shall be one of the below (Clause 4.4.4.9)
Any Class 3 energy
equipment Glass > 30 g sources other
S safeguard Glass not expelled > 50 Glass passes than PS3

Impact ball | Impact | defeated after break or mm in any Annex T.10 accessible after

Part energy E | mass m | height h test? (Clause crack? direction? fragmentatlon test? test? (Clause

tested W) (kg) | (mm) 4.4.4.9) 4.4.4.9)

N/A N/A N/A N/A N/A N/A N/A N/A N/A

Supplementary information: N/A

44.4.6 TABLE: Glass fragmentation test N/A

T.9 | Glass impact test Impact test - Single impact applied to area representing center | N/A
of the glass
Glass shall be one of the below (Clause
4.4.4.9)
Any Class 3 energy
equipment sources other
Steel safeguard Glass > 30 g | Glass passes than PS3
Impact | ball | Impact | defeated after | Glass not | expelled >50 | AnnexT.10 | accessible after
Part | energy | mass | height | test? (Clause | break or mm in any | fragmentation | test? (Clause
tested | E(J) | m(kg) | h (mm) 4.4.4.9) crack? direction? test? 4.4.49)
N/A N/A | NJA | N/A N/A N/A N/A N/A N/A
4.4 4.6 |Push/pull test with 10 N 10 N applied in the centre of the glass in the least N/A
favourable direction
Class 3 energy sources
Force Any equipment safeguard defeated | other than PS3 accessible
Component/Part | applied (N) after test? (Clause 4.4.4.9) after test? (Clause 4.4.4.9)
N/A N/A N/A N/A

Supplementary information: N/A
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4447 TABLE: Thermoplastic material tests N/A
Moulded or formed Location / Part N/A —
thermoplastic material c tID/N N/A
safeguard subjected to the omp.onen ame
stress relief test of Clause | Material manufacture | N/A
T8 e, . Material Cat. No. N/A
Thick. (mm) N/A
T.8 | Stress relief test N/A
Max temperature under Oven Any equipment Class 3 energy sources other
Component normal operating Temperature | safeguard defeated after | than PS3 accessible after
ID / Name conditions (°C) (°C) test? (Clause 4.4.4.9) test? (Clause 4.4.4.9)
N/A N/A N/A N/A N/A

Supplementary information: N/A

44438 TABLE: Air comprising a safeguard N/A
T.3 | Steady force test, 30 N for 5 Sec. N/A
T.4 | Steady force test, 100 N for 5 Sec. N/A
T.5 | Steady force test, 250 N for 5 Sec. N/A
T.3/T.4/|Part Any equipment safeguard defeated | Class 3 energy sources other than PS3
T.5 after test? (Clause 4.4.3.10) accessible after test? (Clause 4.4.3.10)

N/A N/A N/A

Supplementary information: N/A

4.8 TABLE: Equipment containing coin/button cell batteries Pass
(The following mechanical tests are conducted in the sequence noted.)

4.8.4.2 | TABLE: Stress Relief test Tested according to the stress relief test of Clause T.8 | Pass
T.8 | Stress relief test Remote control(s), RC-406 —

Part Material Oven Comments

Manufacturer UL File No. Cat. No. Temperature (°C)

Battery Cover Chi MEI Corporation E56070 PA-777D 70 No damage

4.8.4.3 | TABLE: Battery replacement test Pass
Battery part NO. ........coooviiiiiiiee e CR2025 in Remote control, RC-406 —
Battery compartment door / cover............cccccuvveeeeeend Battery Cover —
Nominal diameter of screw (mm) ...........coooiiieenneailt No screw —

Battery Installation / withdrawal Battery Installation / Continuous linear torque Comments

Removal Cycle according to Table 37 (Nm)
How to replace the battery 1 N/A No damage
<o~ (i 3—ch202s

2 = g}m 2 N/A No damage

o j‘é 3 N/A No damage

4 N/A No damage

5 N/A No damage

6 N/A No damage

8 N/A No damage

9 N/A No damage

10 N/A No damage
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4.8.4.4 | TABLE: Drop test Pass
T.7| Drop test Remote control(s), RC-406 —
Impact Area Drop Distance (m) Drop No. | Observations
Battery Cover 1m 1 No damage
2 No damage
3 No damage
4 No damage
5 No damage
6 No damage
7 No damage
8 No damage
9 No damage
10 No damage
Supplementary information:
O Portable equipment, < 7 kg, subjected to three drops from a height of 1 m
X Remote control, subjected to ten drops from a height of 1 m
4.8.4.5 |TABLE: Impact Pass
T.6 | Enclosure impact test Remote control(s), RC-406 —
Impacts per surface Surface tested Impact energy (J) Comments
3 Battery Cover 2J No damage

Supplementary information:
0.5 J (102 mm £ 10 mm height) for glasses for watching, for example, 3 dimensional television
X 2 J (408 mm = 10 mm height) for all other doors / covers.

4.84.6 |TABLE: Crush test | Pass
Test position Surface tested Crushing Force (N) | Duration force applied (s)
Control button placed on | Battery Cover of Remote 330 10
the top. control(s), RC-406

Supplementary information: Hand held remote control devices are to be supported by a fixed rigid supporting
surface in a position likely to produce the most adverse results as long as the position can be self-supported.

4.8.5 TABLE: Compliance criteria (Lithium coin/button cell batteries mechanical test Pass
result)
Test position Surface tested Force (N) Duration force applied (s)
Control button placed on the Battery Cover of Remote 30 10
top. control(s), RC-406

Supplementary information:
X The battery compartment door / cover shall remained functional.
X The battery did not become accessible

O The battery became accessible, but impossible to remove the battery from the product with the test hook of
Figure 20 using a force of approximately 20 N.
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5.2 Table: Classification and limits of electrical energy sources —
5.2.2 Electrical energy source ES1 and ES2 limits ‘ —
5.2.2.2 — Steady State Voltage and Current conditions
i Parameters
No. Suelly . chatlor_1 (e.g_. Test conditions ES
Voltage | circuit designation) U (Vims OF Vpeak) | | (Apeak OF Arms) Hz Class
1 13.2 Ve C990 Normal 13.2 Vg — — 1
Abnormal 13.2 V4 — — 1
2 13.2 Ve Blade fuse Single fault — S/C of 13.2 Ve — — 1
C990 (Blade fuse
opened)
5.2.2.3 - Capacitance Limits
Supply Location (e.g. Parameters ES
No. | Voltage | circuit designation) Test conditions Capacitance, nF Upeak (V) Class
N/A | N/A N/A N/A N/A N/A N/A
5.2.2.4 - Single Pulses
Supply Location (e.g. Parameters ES
No. | Voltage | circuit designation) Test conditions Duration (ms) Upeak (V) leak (MA) | Class
N/A N/A  |N/A N/A N/A N/A N/A N/A
5.2.2.5 - Repetitive Pulses
i Parameters
No. SRl L.ocaltlon (c_e.g. . Test conditions ES
Voltage |circuit designation) Off time (ms) Upeak (V) lpeak (MA) Class
N/A | N/A N/A N/A N/A N/A N/A N/A
Test Conditions: N/A
5.2.2.7 |TABLE: Audio signals Refr"f;ce
Supply Voltage Location (e.g. circuit Audio signal
Urms (Vrms) designation) Load(s) voltage (Vrms) ES Class
13.2 Vg Speaker wires of the | Max. non-clipped output power 7.84 N/A (Skilled
Wiring harness into its rated load impedance person)

Supplementary information:

Audio signal voltage is open-circuit output voltage when the load was removed.

ES2 Insulated terminals marked with ISO 7000, symbol 0434a (2004-01) A\ or symbol 0434b (2004-01) A ,
and Instructional safeguard provided.

ES3 connectors conforming to the requirements of IEC 61984 and marked with the symbol of IEC 60417-6042
(2010-11) A\

Test result(s) were referred from CB Certificate and Report Ref. No. JPJQA-12714 / 350-190083.
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5.3.2 TABLE: Accessibility to electrical energy sources and safeguards N/A
5.3.2.1 |Requirements ES3 basic safeguard —
5.3.2.2 | Contact requirements Accessibility to ES3 voltages > 420 Vpeak —
b) Air gap — distance
Minimum air Straight
ES3 basic Peak gap distance unjointed Measured air
safeguard (ES3 Test probe working from test probe | version of the | gap distance
voltages > 420 |through opening voltage Pollution | according Table | applicable test from test
Vpeak) at (Vpeak Or Vac) | degree 9 (mm) probe probe (mm)
N/A N/A N/A N/A N/A N/A N/A

Supplementary information:

The test is conducted by means of the straight unjointed version of the applicable test probe of Figure V.1 or
Figure V.2, applied with a force of 30 N + 3 N for a short time duration of approximately 5 s.

541.4 TABLE: Maximum operating temperatures for materials, components and N/A
systems
B.2 | Normal operating conditions —
Manufacturer’s specified ambient temperature N/A —
range of the equipment (Tma) (°C) ..coeveiieerierennen. :
Supply voltage (V) ..coeeevvvivrinennl N/A N/A N/A N/A —
Ambient Tmin (°C) wevveveiveeeiiiieeeen N/A N/A N/A N/A —
Ambient Tmax (°C) .ooevvvvereiiiieneen N/A N/A N/A N/A —
Tma (°C) e N/A N/A N/A N/A —
Allowed
Maximum measured temperature T of part/at: T(°C) at Tma Tmax (°C)
N/A NA | O NA | NA | NA N/A
Supplementary information: N/A
Allowed | Insulation
Temperature T of winding: | t1 (°C) R1 (Q) t2 (°C) Rz (Q) T (°C) Tmax (°C) class
N/A N/A N/A N/A N/A N/A N/A N/A

Supplementary information:
Note 1: Tma should be considered as directed by appliable requirement
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541.4 TABLE: Maximum operating temperatures for materials, components and N/A
and systems, Vicat test
5.4.1.10.2
The measured temperature during normal At least 15 K less than the Vicat softening| N/A
operating conditions of Clause B.2 temperature
The measured temperature during abnormal | Less than the Vicat softening N/A
operating conditions of Clause B.3 temperature
Penetration (Mm) ... D1 —
Component Material T
Object / Part | Manufacturer / Thick. | softening
No. trademark and Type Manufacturer UL File No. Cat. No. (mm) (°C)
N/A N/A N/A N/A N/A N/A N/A
B.2 | TABLE: Normal operating conditions N/A
Manufacturer’s specified ambient temperature | N/A —
range of the equipment (Tma) (°C) ..ccoeoevenernnnnt
Supply voltage (V) ...cccovvvveeeennnnnn: N/A N/A N/A N/A —
Ambient Tmin (°C) woooveeeviiieeeeen N/A N/A N/A N/A —
Ambient Tmax (°C) ooevveviiiiieeeenl N/A N/A N/A N/A —
Tma (PC) e N/A N/A N/A N/A —
Allowed
Maximum measured temperature T of part/at: T(°C) at Tma Tmax (°C)
N/A NA | ONA [ NA N/A N/A
B.3 TABLE: Simulated abnormal operating conditions N/A
Manufacturer’s specified ambient temperature range of the N/A —
equipmMENt (Tma) (PC) covvierieiie et :
Ambient temperature Tamb (°C)...vevvveeveereesiieiiiesiesreeseeseesveeseennes | NFA —
Power source for EUT: Manufacturer, model/type, outputrating : | N/A —
Component Supply Test | Fuse Fuse Temp. at | Allowed
No. Condition | voltage (Vims) | time No. | current(A) | Tma (°C) | Tmax (°C) | Observation
N/A N/A N/A N/A N/A N/A N/A N/A N/A
Supplementary information:
ISO 306 test B50 Vicat softening temperature
Test method: B50
Test force: 50N+ 1N Test duration: 5 min
Bath heating rate: 50°C/h £ 5°C/h Penetration depth: 1 mm +0.01 mm
5414 TABLE: Maximum operating temperatures for materials, components and N/A
and systems, Ball pressure test
5.4.1.10.3
Allowed impression diameter (mm) ............cccceccveeeeee. s |[S 2 MM —
Component Material Test Impression
Object/ | Manufacturer / trademark temperature | diameter
Part No. and Type Manufacturer | UL File No. | Cat. No. (°C) (mm)
N/A N/A N/A N/A N/A N/A N/A

Supplementary information: N/A
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5.41.8 TABLE: Determination of working voltage —

Location RMS voltage (V) | Peak voltage (V) | Frequency (Hz) Comments

C990 — 12.0 DC —

Supplementary information:

O Unearthed accessible conductive parts earthed.

O The winding or other part are assumed to be earthed at a point by which the highest working voltage is
obtained if a transformer winding or other part is not connected to a circuit that establishes its potential
relative to earth.

O For insulation between two transformer windings, the highest voltage between any two points in the two
windings is the working voltage, taking into account the voltages to which the input windings will be
connected.

O For insulation between a transformer winding and another part, the highest voltage between any point on
the winding and the other part is the working voltage.

O Where double insulation is used, the working voltage across the basic insulation is determined by
imagining a short circuit across the supplementary insulation, and vice versa. For double insulation between
transformer windings, the short circuit is assumed to take place at the point by which the highest working
voltage is produced in the other insulation.

O When the working voltage is determined by measurement, the input power supplied to the equipment shall
be the rated voltage or the voltage within the rated voltage range that results in the highest measured value.
O The working voltage between any point in the circuit supplied by the mains and any part connected to
earth and any point in the circuit supplied by the mains and any point in a circuit isolated from the mains,
shall be assumed to be the greater of the following:

- the rated voltage or the upper voltage of the rated voltage range; and

- the measured voltage

O When determining the working voltage for an ES1 or ES2 external circuit, the normal operating voltages
shall be taken into account. If the operating voltages are not known, the working voltage shall be taken as the
upper limits of ES1 or ES2 as applicable. Short duration signals (such as telephone ringing) shall not be
taken into account for determining working voltage.

O For circuits generating starting pulses (for example, discharge lamps, see Clause G.9), the peak working
voltage is the peak value of the pulses with the lamp connected but before the lamp ignites. The working
voltage to determine minimum creepage distances is the voltage measured after the ignition of the lamp.

O Temporary overvoltages and recurring peak voltages are considered.
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5.4.1.10 |TABLE: Thermoplastic parts on which conductive metallic parts are directly N/A
and mounted (Vicat test)
5.4.1.10.
2
The measured temperature during normal operating At least 15 K less than the N/A
conditions of Clause B.2 Vicat softening temperature
The measured temperature during abnormal operating |Less than the Vicat softening N/A
conditions of Clause B.3 temperature
The Vicat softening temperature of a non-metallic part | Not less than 125 °C. N/A
supporting parts in a circuit supplied from the mains
1= o Lo PP : |1SO 306 /B50 —
Object / Component Material Thick. | T softening
Part No. | Manufacturer / trademark and Type | Manufacturer | UL File No.| Cat. No. (mm) (°C)
N/A N/A N/A N/A N/A N/A N/A
B.2 TABLE: Normal operating conditions N/A
Manufacturer’s specified ambient temperature N/A —
range of the equipment (Tma) (°C)..ccvvrerreennen. :
Supply Voltage (Vims)......eeeermreeeiiiiiee i : N/A N/A N/A N/A —
Ambient temperature during test Tamb (°C).....ceveeeeee : N/A N/A N/A N/A —
Allowed
Maximum measured temperature T of part/at: T (°C) at Tma Tmax (°C)
N/A NA | NA | O NA [ NA N/A
B.3 TABLE: Simulated abnormal operating conditions N/A
Manufacturer’s specified ambient temperature range of the N/A —
equipmMENt (Tma) (PC) eerreeiiiiieee et :
Ambient temperature Tamb (°C) .eeveevveviieiieiiieieeseeciesiesiesneeenee | NIA —
Power source for EUT: Manufacturer, model/type, output rating : | N/A —
Component Condition Supply Test | Fuse Fuse Temp. at | Allowed | Observation
No. voltage (Vms) | time No. current (A) | Tma (°C) | Tmax (°C)
N/A N/A N/A N/A N/A N/A N/A N/A N/A
Supplementary information:
ISO 306 test B50 Vicat softening temperature
Test method: B50
Test force: 50N+ 1N Test duration: 5 min
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5.4.1.10 TABLE: Thermoplastic parts on which conductive metallic parts are directly N/A
and mounted (Ball pressure test)
5.4.1.10.3
Allowed impression diameter (mm) ..........cccccoeceeeenne :|£2mm —
Object / Component Material Thick. | Testtemp. | Impression
Part No. | Manufacturer / trademark and Type | Manufacturer |Cat. No.| (mm) (°C) diam. (mm)
N/A N/A N/A N/A N/A N/A N/A
Supplementary information: N/A
5.4.2.2, | TABLE: Clearances (Procedure 1 for determining clearance) / Creepage distance N/A
5.4.3
Clearance (cl) and creepage Upeak Urms. | Frequency | Required cl Required® | cr (mm)
distance (cr) at/of/between: (V) (V) (kHz) cl (mm) | (mm)? | cr (mm)
N/A N/A N/A N/A N/A N/A N/A N/A

Supplementary information:
Note 1: Only for frequency above 30 kHz
Note 2: See table 5.4.2.4 if this is based on electric strength test
Note 3: Provide Material Group
- Movable parts are placed in their most unfavourable positions.
- Clearances from an enclosure of insulating material through a slot or opening are measured according to
Figure 0O.13, point X
- After the tests of Annex T (Clause 4.4.4), the dimensions for clearances are measured.
- For the glass impact test of Clause T.9, damage to the finish, small dents that do not reduce clearances
below the specified values, surface cracks and the like are ignored. If a through crack appears, clearances
shall not be reduced. For cracks not visible to the naked eye, an electric strength test shall be conducted.

5.4.23 TABLE: Clearances (Procedure 2 for determining clearance) N/A
Overvoltage Category (OV) ....iicccciimereerinssccssssere s esss s sssseseeseenas : Il —
Pollution Degree.........ccccinumrminninemriners e : 2 —
Clearance distanced between: Required withstand voltage (Vpeak OF Vdc) Required cl Measured
(mm) cl (mm)
N/A N/A N/A N/A
Supplementary information: N/A
5.4.2.4 TABLE: Clearances (Alternate to Procedure 2. Determining the adequacy of a N/A
clearance using an electric strength test)
Test voltage applied between: Required cl (mm) | Test voltage (kV) peak /r.m.s./ d.c. Breakdown
Yes / No
N/A N/A N/A N/A
Supplementary information: N/A
5.4.4.2 TABLE: Minimum distance through insulation | N/A
Distance through insulation dti Peak voltage | Frequency Material Required DTI DTI
at/of: (V) (kHz) (mm) (mm)
N/A N/A N/A N/A N/A N/A

Supplementary information: N/A
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5.4.4.6.2 |TABLE: Spearble thin sheet material | N/A
Insulation Material Test Voltage | No. of Thick. per
used at Manufacturer | UL File No. | Cat. No. Insulation (KVpeak) Layers | layer (mm)
N/A N/A N/A N/A N/A N/A N/A N/A

Supplementary information:

The insulation is subjected to the highest test voltage as follows:

— by applying an AC voltage of substantially sine-wave form having a frequency of 50 Hz or 60 Hz; or
— by applying a DC voltage for the time specified below.

The voltage applied to the insulation under test is gradually raised from zero to the prescribed voltage and
maintained at that value for 60 s

54.49 |TABLE: Solid insulation requirements at frequencies >30 kHz N/A
Measured
Electric high Value of the
field frequency breakdown
peak of the | glectric field
. strength . working strength at Actual
Insulation Ep Frequency | Reduction | Thickness voltage VPw | the applicable |  electric
material (kV/mm) (kHz) factor, KR | d (mm) Insulation (KVpeak) | frequency EF | strength Viy
N/A N/A N/A N/A N/A N/A N/A N/A N/A
Supplementary information:
Alternative to this requirement was applied.
549 TABLE: Electric strength tests | N/A
Test voltage applied between: Voltage shape Test voltage (V) Breakdown
(AC, DC) Yes / No
Functional:
N/A | N/A | N/A | NA
Basic/Supplementary:
N/A | N/A | N/A | NA
Reinforced:
N/A | N/A | N/A | NA
Routine Tests:
N/A | N/A | N/A | NA

Supplementary information:

Unless otherwise specified, compliance is checked either:

— immediately following the temperature test in 5.4.1.4; or

— if a component or subassembly is tested separately outside the equipment, it is brought to the temperature
attained by that part during the temperature test in 5.4.1.4 (for example, by placing it in an oven) prior to
performing the electric strength test.

Alternatively, thin sheet material for supplementary insulation or reinforced insulation may be tested at room
temperature.
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5.5.2.2 TABLE: Capacitor discharge after disconnection of a connector N/A
Measured
User Supply Mains Voltage
accessible Measured | Voltage | Operating | switch (after 2
location / capacitance | (Vms), | Condition | position Applicable | seconds) ES
Connector (nF) (Hz) (N, S) On or off | User type limits (Vpeak) Class
N/A N/A N/A N/A N/A N/A N/A N/A N/A

O
Notes:

Supplementary information:
X-capacitors installed for testing are: N/A
O bleeding resistor rating: N/A

ICX: N/A

A. User accessible location: Phase to Neutral; Phase to Phase; Phase to Earth; and/or Neutral to Earth

B. Operating condition abbreviations: N — Normal operating condition (e.g., normal operation, or open fuse);
S —Single fault condition

5.5.3 Transformers N/A
G.5.3 | Transformers | Transformers meet the requirements given in G.5.3.2 and G.5.3.3 N/A
G.5.3.3.2 | TABLE: Transformer overload tests N/A
Ambient temperature (°C) ........ccoceeiiiiiiieiiiiiee el N/A —
Transformer manufacture ............ccccoiiiiiiii N/A —
Cat. NO. et | NTA —
Maximum rated ambient temperature (Tams = Tma) (°C)...: | N/A —
Power source for EUT: Manufacturer, model/type, output N/A —
FALING .o :
Output Temp. (T-
Supply Pri. current couple / Allowed
Cond. voltage | current under | Test | Resistance Timax
No. | Component | (Vims) (A) M/L at | M/L (A) | time | method) (°C) (°C) | Observation
N/A N/A N/A N/A N/A N/A N/A N/A N/A | N/A
G.5.3.3.3 | TABLE: Transformer overload tests (Alternative test method) N/A
Ambient temperature (°C) .......occoeeiiiriiieee e (| N/A —
Power source for EUT: Manufacturer, model/type, output rating : | N/A —
Cond. Supply voltage | Pri. current Output current Test
No. | Component (Vrms) (A) M/L at under M/L (A) time | Observation
N/A N/A N/A N/A N/A N/A N/A | N/A
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5.4.9 | TABLE: Electric strength tests N/A
Method 1: Test voltages according to Table 25 using the required N/A

withstand voltage (based on transient voltages from the AC mains or
DC mains or from external circuits)

Method 2: Test voltages according to Table 26 using the peak of the N/A
working voltage or the recurring peak voltages, whichever is higher
Method 3: Test voltages according to Table 27 using the nominal AC |N/A N/A
mains voltage (to cover temporary overvoltage)
Test voltage applied between: Voltage shape (Surge, | Test voltage | Breakdown
Impulse, AC, DC, etc.) (V) Yes / No
N/A N/A N/A N/A

Supplementary information:
Power source for EUT (Manufacturer, model/type, output rating): N/A

If the transformer voltage exceeds ES1, the basic safeguard or reinforced safeguard provided in the
transformer shall withstand the electric strength test in Clause 5.4.9.1 as applicable after it has cooled to
room temperature.

5.6.6 TABLE: Resistance of the protective bonding system | N/A
Accessible part Test current (A) | Duration (min) | Voltage drop (Vms) | Resistance (Q)
N/A N/A N/A N/A N/A

Supplementary information: N/A

5.7.4 | TABLE: Earthed accessible conductive part N/A
Supply voltage (Vims) ...cooevvvveeeeeeennnns ;| N/A —
Phase(S) ...ccccveiiieeieiiiei e | N/A —
Power Distribution System................. : | N/A —
Location Test conditions specified in 6.1 of IEC 60990 or Fault Condition No Touch
in IEC 60990 clause 6.2.2.1 through 6.2.2.8, except for 6.2.2.7 current (mA)

N/A 1 N/A

2 N/A

3 N/A

4 N/A

5 N/A

6 N/A

8 N/A

Supplementary Information:

Notes:
[1] Supply voltage is the anticipated maximum Touch Voltage

[2] Earthed neutral conductor [Voltage differences less than 1% or more]
[3] Specify method used for measurement as described in IEC 60990 sub-clause 4.3
[4] IEC60990, sub-clause 6.2.2.7, Fault 7 not applicable.

[5] (*) IEC60990, sub-clause 6.2.2.2 is not applicable if switch or disconnect device (e.g., appliance coupler)
provided.
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6.2.2 TABLE: Power source circuit classifications —
6.2.2.2 Power measurement for worst-case fault —
6.2.2.3 Power measurement for worst-case —
power source fault
Rated load impedance (Q).........cccoeueeeen. : |4 Q at 4 speakers (Front speakers (L and R) —
and Rear speakers (L and R))
USB input terminal .........ccccccoviiiiininen. 1 11.5 A (3.3 Q) resistive load connected. —
Power control wire / Antenna control wire | 350 mA (34.28 Q) resistive load connected. —
(P.CONT / ANT.CONT, Blue/White)....... :
Location Measuring condition? | Voltage | Current | Max. Power? | Time (S) PS
(V) (A) (W) class
Main board (J7J-0566-10)
CN990 (Plug), Pin 15 |LC (See Explanation of the test program in General PS3
(Source side of blade product information and other remarks.)
fuse)
CN990 (Plug), Pin 18 |LC (Across C990) 12.8 1.22 15.6 (> 15W) 3 > PS1
(BUP) (Load side of 9.7 105 | 101.9 (> 100 5 > PS2
blade fuse) W) (PS3)
CN990 (Plug), Pin 13 |LC (See Explanation of the test program in General PS3
(ACC) product information and other remarks.)
Load side of R982 LC (Across C909) 1.1 0.004 <1(£15W) 3 PS1
(ng: Corporation,  pgc (s/C of R982) 1295 | 0.003 0.004 3 PS1
RK73B2BTTD473J, 47
kQ, 1/4 W)
IC301 (ST LC (Between IC301, 12.8 1.22 15.6 (> 15 W) 3 > PS1
Microelectrorjics, Type | Pin 7 and GND) 9.7 105 101.9 (> 100 5 > PS2
JCV8034), Pin 7 W) (PS3)
(VCCA1) (represents
IC301, Pin 21 (VCC2))
IC301 (ST LC (Between IC301, 1.63 3.32 540 (=15W) 3 PS1
Microelectronics, Type | Pin 4 and Pin 6)
JCV8034), Pin 4 PSC (S/C of IC301, 1319 | 0.006 | 0.08(<15W) 3 PS1
(OUT2 (1)), Pin & Pin 7 - Pin 6) Audio output
(OUT2 (+)) (represents hut-d P
other audio outputs) _shut-down
immediately.
IC901 (Semiconductor |LC (Across C390) 10.2 0.92 9.36 (<15 W) 3 PS1
Components P f1C901 12.4 4(s15W PS1
Industries, LLC, Type PS‘C1 (—S/ISinOS)CgO , 46 0.308 |3.84 (=15W) 3 S
LV5685PV), Pin 1
(EXT)
IC901 (Semiconductor |LC (Across C914) 9.70 0.51 495 (<15W) 3 PS1
Components <
Industries, LLC, Type gi%(_S/PCino;;CQOL 12.39 0.279 3.46 (15 W) 3 PS1
LV5685PV), Pin 3
(ILM) > SWB_ILM
IC901 (Semiconductor |LC (Across C903) 8.45 0.60 5.03(=15W) 3 PS1
Components P £ 1C901 12 42 4 (15 W PS1
Industries, LLC, Type P?ﬁl(—S/IEinOS)CQO , .86 0.0 0.54 (=15W) 3 S
LV5685PV), Pin 4
(AUDIO) > AUD
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IC901 (Semiconductor |LC (Across C904) 5.01 1.50 7.53 (15W) PS1
Components =) f1C901 12 1 1(£15W PS1
Industries, LLC, Type P?]%(—S/ISMOS)CQO , .95 0.00 0.01 (=15 W) S
LV5685PV), Pin 5
(CD) » VREF
IC901 (Semiconductor |LC (Across C909) 1.1 0.004 |<1(=15W) PS1
Components
Industries, LLC, Type lIZECG(_S/PCino;;CQOL 12.95 0.003 |0.004 PS1
LV5685PV), Pin 6
(ACCIN)
IC901 (Semiconductor |LC (Between IC901, 1.1 0.01 <1(s15W) PS1
Components Pin 10 and Pin 9)
Industries, LLC, Type <
LV5685PV), Pin 10 ll;ﬁﬁ é)S_/?D.?]f 5901, 12.79 0.1 1.28 (<15 W) PS1
(SCL)
IC901 (Semiconductor |LC (Across C906) 3.0 0.63 1.9(=15W) PS1
Components PSC (S/C of 1C901 12.85 0.095 | 1.2(s15W PS1
|ndustrieS, LLC, Type Pin 12 — Pin 8) ’ EU(T shut-)
LV5685PV), Pin 11 down
(VDD) > VDD immediately.
IC901 (Semiconductor |LC (Across C912) 4.7 2.16 10.2 (= 15W) PS1
Components PSC (S/C of 1C901 12.9 0.03 |039(s15W PS1
Industries, LLC, Type | pi 1:(3 _ Pin 8) ’ Ié890 )
LV5685PV), Pin 13 damaaed
(V6IN) > DCDCT immedigtely.
IC901 (Semiconductor |LC (Across C910) 3.0 1.07 3.26 (15W) PS1
Components PSC (S/C of 1C901 12.6 1.4 17.6 (> 15W > PS1
Industries, LLC, Type | pi, 1é _ Pin 8) ’ I(()601 )
LV5685PV), Pin 15 damaged
(SW3.3V) > TU3V3 o digtely.

17.6 (< 100 W) PS2
IC601 (NXP LC (Between IC601, 3.0 1.07 3.26 (15 W) PS1
Semiconductors, Type |Pin 1 and Pin 23)
TEFB657HNV101),  [pgc (s/C of 1C901, 12.6 14  [17.6 (> 15W) > PS1
Pin 1 (VDDA_IFADC) |pbin 15— Pin 8) 1C601
(represents Pin 7 d d
(VDDA_RF) and Pin . rir;;gfm
22 (VDDD) Y.

17.6 (< 100 W) PS2
IC601 (NXP LC (Between IC601, 2.6 <576 | <15(=15W) PS1
Semiconductors, Type |Pin 24 and Pin 23)
TEF6657HNV101), b6 (s/C of 1C601 3.2 <468 | <15(<15W PS1
Pin 24 (SDA) Pin 1(— Pin24) ( :
IC601 (NXP LC (Between IC601, 2.9 <517 | <15(s15W) PS1
Semiconductors, Type |Pin 25 and Pin 23)
TEF6657HNV101),  pgc (s/C of IC601 3.2 <468 | <15(<15W PS1
Pin 25 (SCL) Pin 1(— Pin25) ( :
Cathode of D540 LC (Between Cathode 12.8 1.22 156 (> 15W) > PS1
(Micro Commercial of D540 and GND) 97 10.5 101.9 (> 100 >PS2
Components, Type ' ' W) (PS3)
SMD24PL)
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F540 (Kamaya LC (Across C1001) 12.03 1.3 15.7 (> 15W) 3 > PS1
Electric Co., Ltd., Type <
FCC16252ADTP) 10.79 5.2 56.4 (< 100 W) 5 PS2
(Load side) PSC, SC of F540 on 12.19 0.78 9.51 (<15 W) 3 PS1
Main Board (J7J-0566-
10)
IC540 (Monolithic LC (Between IC540, 12.03 1.3 15.7 (> 15 W) 3 > PS1
Power Systems, Type |Pin 2 and Pin 4) <
MP9942AGJ), Pin 2 10.79 5.2 56.4 (< 100 W) 5 PS2
(IN) PSC (S/C of F540) 12.19 0.78 9.51 (15 W) 3 PS1
IC540 (Monolithic LC (Between 1C540, 4.7 2.16 10.2 (215 W) 3 PS1
Power Systems, Type |Pin 3 and Pin 4)
A, Fin S IPSC (SIC of IC540, 129 | 003 [039(s15W)| 3 PS1
(SW) Pin 2 — Pin 3) IC890
damaged
immediately.
Cathode of D560 LC (Across C571) 12.8 1.22 15.6 (> 15W) 3 > PS1
(Micro Commercial 9.7 105 | 101.9 (> 100 5 > PS2
Components, Type W) (PS3)
SK34A-L)
F560 (Kamaya LC (Between F560 121 1.32 16 (> 15 W) 3 > PS1
Electric Co., Ltd., Type |load side and GND) <
FCC16132ADTP) 11.5 275 |31.7(=100W) 5 PS2
(Load side) PSC (S/C of F560) 12.52 0.091 1.14 (15 W) 3 PS1
IC560 (Monolithic LC (Between I1C560, 121 1.32 16 (> 15 W) 3 > PS1
Power Systems, Type |Pin 2 and Pin 4) <
MP9942AGJ), Pin 2 11.5 275 |31.7 (2100 W) 5 PS2
(IN) PSC (S/C of F560) 12.52 0.091 1.14 (15 W) 3 PS1
IC560 (Monolithic LC (Across C933) 3.3 <45 <15(=15W) 3 PS1
Power Systems, Type < < 15 (<
MP9942AGJ), Pin 3 EiCz(_S/PCino;;C%O, 3.3 4.5 15 (215 W) 3 PS1
(SW) > SW3Vv3

Supplementary information:
Abbreviation: SC = short circuit; OC = open circuit
1) Measured after 3 s for PS1 and measured after 5 s for PS2 and PS3.

2) For Load Circuits = LC (Power source under normal operating conditions as specified by the manufacturer
into a worst-case fault (Clause 6.2.2.2)); For Power Source Circuits = PSC (a worst-case power source
fault into the specified normal load circuit (Clause 6.2.2.3))

3) Equipment containing audio amplifiers, tested under abnormal operating conditions as specified in Clause

E.3.

6.2.3.1 | Table: Potential Ignition Sources (Arcing PIS)

Open circuit voltage | Measured r.m.s | Calculated value | Arcing PIS?
Location After 3 s (Vpeak OF Vac) current (lrms) (Vpeak O Ve X Irms) Yes / No
Main board (J7J-0566-10)
CN990, BUP (Pin 15) to GND | 13.2 (< 50) | — | — | No

Supplementary information:
An Arcing PIS requires a minimum of 50 V (peak) a.c. or d.c. An Arcing PIS is established when the product

of the open circuit voltage (Vp) and normal operating condition rms current (Ims) is greater than 15.
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6.2.3.2 Table: Potential Ignition Sources (Resistive PIS) —
Measured
power '.f Protective
. electronic Measured L
Operating Measured - ) Circuit,
e A circuits, available T
— . Condition dissipating Regulator, or | Resistive
Circuit Location (Normal / power (wattage regulator_s or power PTC PIS?
(<y) Describe Single | or VA) After 30 s PIC clEvines (i or Operated? Yes/No
are used VA) After 30 s
Fault) (W /VA) Yes / No
(wattage or VA) (W /VA) (Comment)
During first 30 s
(W / VA)
Blade fuse Normal 0.0W (0.0 Vx — — No No
(Jenn Feng 3.81A)
| dEIe(.:tTCC Single fault — — 0 W (Blade Blade fuse
ndustrial Co., (S/C of C990 fuse opened opened
Ltd.éType on Main board immediately) | immediately
ATS10A) (J7J-0566-10))
Main board (J7J-0566-10)
R982 (KOA Normal 0.03W (7.57V — — No No
Corporation, x 0.004 A)
Type Sin
gle fault — — 0.06 W (13.2 No
';;7345725; Tﬁj (SIC of C909 V x 0.004 A)
' " ' on Main board
) (J7J-0566-10))
IC301 (ST Normal 316 W (13.2V — — No Yes
Microelectronics x2.39 A)
, Type
JCV8034)
L990 (PingHu Normal 0.23 W (0.06V — — No No
Daming x 3.81 A)
FEIectror_1|_|cs Single fault — 0 W (Blade — Blade fuse
actory, Type (S/C of C990 fuse opened opened
T15-255) on Main board immediately) immediately
(J7J-0566-10))
1C901 Normal 6.0W (13.0V — — No No
(Semiconductor x 0.46 A)
Components Sin
. gle fault — — 714 W (13.2 No
'“d“StTr;%Se' LLC, | (s/C of C914 V x 0.54 A)
on Main board
LV5685PV) | (47J-0566-10))

Supplementary In

A combination of voltmeter, VA and ammeter |IA may be used instead of a wattmeter.

formation:

If a separate voltmeter and ammeter are used, the product of (VA x IA) is used to determine Resistive PIS

classification.

A Resistive PIS: (a) dissipates more than 15 W, measured after 30 s of normal operation, or (b) under single
fault conditions has either a power exceeding 100 W measured immediately after the introduction of the
fault if electronic circuits, regulators or PTC devices are used, or has an available power exceeding 15 W
measured 30 s after introduction of the fault.
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6.3 Safeguards against fire under normal operating conditions and abnormal Pass
operating conditions
Basic safeguards are Ignition did not occur Pass
required When the spontaneous ignition temperature of the Pass
material is not known, the temperature shall be limited to
300 °C
B.2 TABLE: Normal operating conditions Pass
Manufacturer’s specified ambient temperature range of the 35 —
equipment (Tma) (°C) coerriireiee e
Supply voltage (Vims) ....cceeeeiiiieeiiiiienenns © ] 183.2Vae | 12.0 Vae | 10.8 Vac N/A —
Ambient temperature during test Tams (°C) 24.9 24.8 241 N/A —
Allowed
Maximum measured temperature T of part/at: T(°C) at Tma Tmax (°C)
Component(s) on Main board (J7J-0566-10) (Limit based on the spontaneous ignition temperature of the
material is not known)
Connector (Plug), CN990 (Mitsumi Electric Co., Ltd., 88 88 89 N/A 300
Type CAM-J05)
Case of L990 (PingHu Daming Electronics Factory, 96 98 99 N/A 300
Type T15-255)
IC301 (ST Microelectronics, Type JCV8034) 137 137 138 N/A 300
B.3 TABLE: Simulated abnormal operating conditions Pass
Power source for EUT: Manufacturer, KIKUSUI, PWR1600L, 0 -80 V, 100 A, —
model/type, outputrating............ocecvvvieeeeennnnn: 1600 W
Supply Fuse |Temp. |Allowed
Component voltage | Test Fuse | current |at Tma | Tmax
No. Condition (Vrms) time No. (A) (°C) (°C) Observation
IC301 (ST Audio 10.8 Vac 4 Blade |[4.36 > | 137 300 |No Ignition and < 300
Microelectro amplifier hours | fuse 3.40 °C. Audio output
nics, Type abnormal changed from 3.07 V
JCV8034) operating to 1.94 V.
C?&i‘ﬂ‘s’gs 132V | 4 | Blade |4.79>| 137 | 300 |No Ignition and < 300
B.3.7), 2/8 hours | fuse 2.71 °C. Audio output
'o.ut ’ut changed from 3.74 V
P t01.30 V.
IC301 (ST Audio 10.8 Vac 4 Blade |7.10 > | 138 300 | No Ignition and < 300
Microelectro amplifier hours | fuse 3.33 °C. Audio output
nics, Type abnormal changed from 6.14 V
JCV8034) operating to1.77 V.
C?&i‘ﬂ‘s’gs 132V | 4 | Blade [8.12>| 137 | 300 |No Ignition and < 300
B.3.7), 8/8 hours | fuse 2.69 °C. Audio output
'o.ut ’ut changed from 7.48 V
P t01.22 V.

12714/ 35

0-190083.

Supplementary information: Test result(s) were referred from CB Certificate and Report Ref. No. JPJQA-
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6.4 TABLE: Safeguards against fire under single fault conditions Pass
6.4.3 | Reduction of the likelihood of ignition Pass
under single fault conditions in PS2
circuits and PS3 circuits
6.4.3.3 | Test method The conditions of Clause B.4, that are possible Pass
causes for ignition, are applied in turn.
6.4.5 | Control of fire spread in PS2 circuits N/A
6.4.6 | Control of fire spread in a PS3 circuit N/A
B.4 TABLE: Simulated single fault conditions Pass
Power source for EUT: Manufacturer, KIKUSUI, PWR1600L, 0-80 V, 100 A, 1600 —
model/type, outputrating...........cccocveeeeeel [W
Supply Fuse
Component voltage | Test | Fuse | current
No. Condition (Vms) | time No. (A) Observation
IC301 (ST Front speaker L terminals |10.8 Vac| 4 Blade | 3.56 > |NCD. During and after single
Microelectro | shorted. (Short-circuit and hours | fuse 3.07 |fault conditions, no ignition
nics, Type interruption of electrodes in (Clause B.4.8). No hazard.
JCVB034) | tubes anld SemE';CZ“dUCtorS’ 132Ve| 4 |Blade | 3.81 > |NCD. During and after single
Clause B.4.5) hours | fuse 2.60 |fault conditions, no ignition
Functional insulation (Clause B.4.8). No hazard.
(Clauses B.4.4.1 and
B.4.4.2)
IC301 (ST Short-circuit of IC301, Pin 7 | 10.8 Vac| 4 Blade | 3.56 > |NCD. During and after single
Microelectro | (VCC1) and Pin 10 (OUT1+) hours | fuse 1.63 |fault conditions, no ignition
nics, Type on Main board (J7J-0566- (Clause B.4.8). No hazard.
JCV8034) L) 132Ve| 4 |Blade | 3.81 > |NCD. During and after single
Functional insulation hours | fuse 1.47 |fault conditions, no ignition
(Clauses B.4.4.1 and (Clause B.4.8). No hazard.
B.4.4.2)
Short-circuit or
disconnection of passive
components (Clause B.4.6)

Supplementary information: Test result(s) were referred from CB Certificate and Report Ref. No. JPJQA-
12714 / 350-190083.
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7.2 Reduction of exposure to hazardous substances Pass
4.4.4.2 | TABLE: Steady force tests Pass
EUT: Remote control(s), RC-406. Hand-held equipment. —
Clause T.4 applied.
T.4 | Steady force test, 100 N for 5 sec. Pass
T.5 | Steady force test, 250 N for 5 sec. N/A
T.4/T.5|Accessible safeguard Material
izt Manufacturer UL File No. Cat. No.
Top Case Chi Mei Corporation E56070 PA-777D
Bottom Case Chi Mei Corporation E56070 PA-777D

Test force applied to:

Test force (x 10 N) for 5 secs via 30

mm diam. circular plan

Exposure to hazardous
substances (Clause 7.2)

Top Case

100 N

N/A

Bottom Case

100 N

N/A

Supplementary information:
Equipment mass: 0.029 kg

User instruction permits multiple orientations during normal use: [X] Yes [ ] No

T.3| Steady force test, 30 N | Accessible Safeguard only acts as a fire enclosure or fire N/A
for 5 sec. barrier
Accessible Safeguard only acts | Material
as: Manufacturer UL File No. |Cat. No.
N/A N/A N/A N/A
Test force | Test force (30 N) for 5 secs via the straight unjointed Exposure to hazardous
applied to: version of the applicable test probe substances (Clause 7.2)
N/A N/A N/A
Supplementary information: N/A
7.2 Reduction of exposure to hazardous substances Pass
4443 |TABLE: Drop tests Pass
EUT and height of the drop: Remote control(s), RC-406. Hand-held, direct plug-in or —
transportable equipment: from a drop of 1,000 mm + 10
mm
T.7 | Drop test Pass
Sample No. | Height of the drop (mm) Exposure to hazardous substances (Clause 7.2)
RC-406 1000 No leakage from the container
Supplementary information: N/A
7.2 Reduction of exposure to hazardous substances N/A
4444 |TABLE: Impacttests N/A
T.6 | Enclosure impact test N/A
Enclosure Material Exposure to hazardous
surface substances (Clause 7.2)
tested Manufacturer UL File No. Cat. No.
N/A N/A N/A N/A N/A

Supplementary information: N/A
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7.2 Reduction of exposure to hazardous substances N/A
4445 |TABLE: Internal accessible safeguard tests N/A
T.3 | Steady force, 30 N for 5 sec. N/A
Internal accessible safeguard tested: Material
Manufacturer UL File No. Cat. No.
N/A N/A N/A N/A
Test force applied to: Test force (30 N) for 5 secs via the straight Exposure to hazardous
unjointed version of the applicable test probe: substances (Clause 7.2)
N/A N/A N/A
Supplementary information: N/A
7.2 Reduction of exposure to hazardous substances N/A
4446 |TABLE: Glass impact tests N/A

Glass that is accessible > 0.1 m2 or having a major dimension > 450 mm or prevents —
to an ordinary person or |access to class 3 energy sources other than PS3
to an instructed person :

Location/Part Length (mm) | Width (mm) | Thick. (mm) Area Tested ?
N/A N/A N/A N/A N/A N/A
T.9 | Glass impact test Impact test - Single impact applied to area representing centre | N/A
of the glass
Impact height | Exposure to hazardous
Part tested Impact energy E (J) | Steel ball mass m (kg) h (mm) substances (Clause 7.2)
N/A N/A N/A N/A N/A

Supplementary information: N/A

7.2 Reduction of exposure to hazardous substances N/A
4446 |TABLE: Glass fragmentation test N/A
T.9 | Glass impact test Impact test - Single impact applied to area representing center | N/A
of the glass
Impact energy E| Steel ball Impact height | Exposure to hazardous
Part tested J) mass m (kg) h (mm) substances (Clause 7.2)
N/A N/A N/A N/A N/A
4.4.4.6 | Push/pull test with 10 N 10 N applied in the centre of the glass in the least N/A
favourable direction
Component/Part Force applied (N) Exposure to hazardous substances (Clause 7.2)
N/A N/A N/A

Supplementary information: N/A
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7.2 Reduction of exposure to hazardous substances Pass
4447 |TABLE: Thermoplastic material tests Pass
Moulded or formed Location / Part Top Case and Bottom Case —
thermoplastic material c tID/N N/A
safeguard subjected to the omp.onen ame — .
stress relief test of Clause | Material manufacture | Chi Mei Corporation
T8 e, . | Material Cat. No. PA-777D
Thick. (mm) 1.5 mm
T.8 | Stress relief test Remote control(s), RC-406 Pass
Component ID | Max temperature under normal Exposure to hazardous
/ Name operating conditions (°C) Oven Temperature (°C) substances (Clause 7.2)
RC-406 N/A 70 No leakage from the container

Supplementary information: N/A

7.2 Reduction of exposure to hazardous substances N/A
4.4.4.8 |TABLE: Air comprising a safeguard N/A
T.3 | Steady force test, 30 N for 5 Sec. N/A
T.4 | Steady force test, 100 N for 5 Sec. N/A
T.5 | Steady force test, 250 N for 5 Sec. N/A
T.3/T.4/|Part Exposure to hazardous substances (Clause 7.2)
T3 N/A N/A
Supplementary information: N/A
8.5.5 TABLE: High Pressure Lamp N/A
Description Values Energy Source Classification
Lamp tYPe «ooeeeeeeee e N/A —
ManufacCturer...........covieiieiienie e N/A —
Cat MO N/A —
Pressure (cold) (MPa) .......cccooeiiiiniiniiieneceeied N/A N/A
Pressure (operating) (MPa)..........cccccovevieviiieecenenl N/A N/A
Operating time (MINULES).......cccovviriiiiiriiiee! N/A —
Explosion method ...l N/A —
Max particle length escaping enclosure (mm)........: N/A N/A
Max particle length beyond 1 m (mm) ....................t N/A N/A
Overall result .......coooieiiieiiiieeeereeeeeeeeeeeeen | NFA
Supplementary information: N/A
8.10.4 TABLE: Cart, stand or carrier impact test N/A
T.6 | Enclosure impact test N/A
Cart, stand or carrier atend! Produce a risk of
surface tested Manufacturer UL File No. Cat. No. injury to persons ?
N/A N/A N/A N/A N/A

Supplementary information: N/A
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9.2.6 TABLE: Touch temperature levels Pass
9.2.5 | Test method and compliance criteria |25 °C £ 5 °C (If the test is performed at a —
(Room ambient temperature) temperature between 20 °C and 25 °C, the
results are adjusted to reflect a value of 25 °C.)

B.2 TABLE: Normal operating conditions Pass
Manufacturer’s specified ambient temperature |35 —
range of the equipment (Tma) (°C) ..ceocvveeerneene :

Supply voltage (Vims)...c.veeeereereeeeiiiee e : ] 13.2Vae | 12.0 Vae | 10.8 Ve N/A —

Room ambient temperature during test Tamo (°C).....: 24.9 24.8 241 N/A —

Maximum measured temperature T of part/at: T (°C) at25°C Allowed
Tmax (OC)

Faceplate, Top (Limit based on Handle, knobs, grips etc., and 56 55 54 N/A 77

surfaces touched occasionally for very short periods (>1 s and <

10 s), Plastic and rubber, TS1, Table 38)

Faceplate, display (Limit based on Handle, knobs, grips etc., 43 43 42 N/A 77

and surfaces touched occasionally for very short periods (>1 s and

<10 s), Plastic and rubber, TS1, Table 38)

Faceplate, ® SRC button (Limit based on Handle, knobs, 35 35 35 N/A 7

grips etc., and surfaces touched occasionally for very short periods

(>1 s and < 10 s), Plastic and rubber, TS1, Table 38)

B.3 TABLE: Simulated abnormal operating conditions Pass
Manufacturer’s specified ambient temperature |35 —
range of the equipment (Tma) (°C) ..ccvvvvvrvenneen. :

Ambient temperature Tamb (°C) eveeoveiverveneent | 25 —
Power source for EUT: Manufacturer, KIKUSUI, PWR1600L, 0 -80 V, 100 A, —
model/type, outputrating.............ccccccceeeeeeennn s | 1600 W
Maximum
measured Supply | Input Allowed
temperature voltage | current | Test | T (°C) Tmax
T of part/at: Condition (Vims) (A) time |at25°C| (°C) Observation
Faceplate, USB CONNECTOR |10.8 Vg4 | 4.03 > 4 57 87 NCD. Audio output
Top (USB input terminal) 3.73 | hours changed from 2.16 V
(Maximum load at to 1.83 V. No hazard.
outputterminals, — 435y, 14175 4 58 NCD. Audio out
. c . . pUt
Clause B.3.5, 2.13 A) 3.01 hours changed from 2.64 V
to 1.31 V. No hazard.
Faceplate, USB CONNECTOR |10.8 Vg4 | 4.03 > 4 44 87 NCD. Audio output
display (USB input terminal) 3.73 | hours changed from 2.16 V
(Maximum load at to 1.83 V. No hazard.
outputterminals, 1432 v [4.17>] 4 | 45 NCD. Audio out
. c . . pUt
Clause B.3.5, 2.13 A) 3.01 hours changed from 2.64 V
to 1.31 V. No hazard.
Faceplate, USB CONNECTOR |10.8 Vg4 | 4.03 > 4 35 87 NCD. Audio output
& sSRC (USB input terminal) 3.73 | hours changed from 2.16 V
button (Maximum load at to 1.83 V. No hazard.
outputterminals, 1432 v [4.17>] 4 | 36 NCD. Audio out
. c . . pUt
Clause B.3.5, 2.13 A) 3.01 hours changed from 2.64 V
to 1.31 V. No hazard.
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B.4 TABLE: Simulated single fault conditions Pass
Power source for EUT: Manufacturer, KIKUSUI, PWR1600L, 0 -80 V, 100 A, —
model/type, outputrating............cccccveeeeeeennns 111600 W
Maximum measured Supply Input T (°C) | Allowed
temperature T of voltage | current | Test | at25 Tmax
part/at: Condition (Vrms) (A) time °C (°C) Observation
Faceplate, Top Front speaker L |10.8 V4c| 3.56 2> 4 55 87 Not exceed touch
(Limit based on terminals 3.07 hours temperature limits.
Handle, knobs, grips shorted. NCD. No hazard.
etc., and surfaces Functional — T435 vy | 381> | 4 56 87 | Not exceed touch
touched occasionally insulation 2.60 hours temperature limits
for very short (Clause B.4.4) ' 0 '
periods (>1 s and < | and Short-circuit NCD. No hazard.
10 S), Plastic and of passive
rubber, TS2, Table components
38) (Clause B.4.6)

12714 / 350-190083.

Supplementary information: Test result(s) were referred from CB Certificate and Report Ref. No. JPJQA-

B.2.5 TABLE: Input test Pass
Rated load impedance (Q) ..........ccc.... : | 4 Q at 4 speakers (Front speakers (L and R) —
and Rear speakers (L and R))
USB input terminal .........ccccoociieinnnneen. 11 1.5 A (3.3 Q) resistive load connected. —
Power control wire / Antenna control 350 mA (34.28 Q) resistive load connected. —
wire (P.CONT / ANT.CONT,
Blue/White) ......oeevviiiieiiiiee e :
u | rated P rated | Uout (V) | Pout (W) Condition/status
(V) | Hz | 1(A) A | PW) | W)
13.2 | DC | 3.81 > 6 50.3 > N/A | 2.64 > | 1.75 - | 1/8 audio output. Resistive loads were
2.71 35.8 1.33 0.44 | connected to USB input terminal (1.5 A)
120| pc | 370> 6 444 > N/A 241> | 145> and Blue/White wire of the vehicle’s
' 2 99 3'5 9 1 57 0 62 | Wwiring harness (Power control
: : : : wire/Antenna control wire) (350 mA).
10.8 DC 3.56 > 6 385> N/A 217> | 1.18 > Audio Output was decreased due to an
3.34 36.1 1.86 0.86 | internal function of audio IC.
13.2 | DC 2.64 6 34.5 N/A 1.26 0.40 | Max. continuous audio output (Audio
120 | DC 292 6 35.0 N/A 147 0.54 |output NOT decreased). Resistive
. . . . . loads were connected to USB input
10.8 | DC 3.26 6 35.2 N/A 1.76 0.77 | terminal (1.5 A) and Blue/White wire of
the vehicle’s wiring harness (Power
control wire/Antenna control wire) (350
mA).

Supplementary information:
Equipment may be have rated current or rated power or both. Both should be measured
Test result(s) were referred from CB Certificate and Report Ref. No. JPJQA-12714 / 350-190083.
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B.2.7

TABLE: Battery charging and discharging under normal operating conditions

Pass

BUT e :

Remote control(s), Type RC-406

Battery manufacturer...........cccoceeviiieeicieee :

CR2025

Battery model designation.............cccccvvnenrnnnnnnnnnt

Panasonic Corporation

Battery type.......cccoociiiiiiiii e | Primary (Non-rechargeable) —
Specified battery temperature (°C)........................ | From -30 to 60 —
Non-rechargeable batteries Rechargeable batteries
Discharging current (mA) Discharging current (mA) Charging current (mA)
Measured | Manufactur's | Measured | Manufactur's | Measured Manufactur’s
specification. specification. specification.
Max. current 0.010A 0.610 A N/A N/A N/A N/A
during normal
condition
Supplementary information: N/A
M.3 TABLE: Protection circuits for batteries provided within the equipment Pass
Is it possible to install the battery in a reverse polarity position? ............ : | No —
Battery manufacturer .......................... |CR2025 —
Battery model designation............... : | Panasonic Corporation —
Battery type .....ccoveeeviiiiiiieieee e : | Primary (Non-rechargeable) —
Rated charging current (A) ................. |N/A —
Rated discharging current (A)........... : 10.61 =
Specified battery temperature (°C)..: | From -30 to 60 —
Component No. Fault Charge / Test | Temp. | Current | Voltage | Observation
condition | Discharge mode | time | (°C) (A) (V)
Between pattern trace at S/IC Discharge 1hour| 41.3 0.447 3 No hazard.
source side of R3 and GND | (Excessive
pattern near R3 of Remote | discharging)
control(s), RC-406
M.3.3 ‘ Compliance criteria Remarks: Verdict
- Chemical leakage caused by cracking, rupturing or bursting of | No chemical leaks Pass
the battery jacket, if such leakage could adversely affect a
safeguard
- Spillage of liquid from any pressure relief device in the No spillage N/A
battery, unless such spillage is contained by the equipment
without risk of damage to a safeguard or harm to an ordinary
person or an instructed person
— Explosion of the battery, if such explosion could result in No explosion Pass
injury to an ordinary person or an instructed person
— Emission of flame or Expulsion of molten metal to the outside | No emission and expulsion Pass
of the equipment enclosure.
Throughout the tests, the battery temperature shall not exceed | Highest battery temperature Pass
the allowable temperature of the battery as specified by the throughout the tests: 41.3 °C (with
battery manufacturer Remote control(s), RC-406)
Throughout the tests, the maximum current drawn from the Maximum current drawn from the Pass
battery shall be within the range of the specification of the battery throughout the tests: 0.447
battery. A (with Remote control(s), RC-406)
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Supplementary information:

Abbreviation: S/C = short circuit; O/C = open circuit; N/L = no chemical leakage; N/S = no spillage of liquid;
N/E = no explosion; N/F = no emission of flame or expulsion of molten metal.

M.4.2 TABLE: Additional safeguards for equipment containing a portable secondary| N/A
lithium battery (Charging safeguards)

Maximum specified charging voltage (V) ........cccoecevvveeeeeenn. o |N/A —
Maximum specified charging current (A) .........cccoceeennnnn. D IN/A —
Highest specified charging temperature (°C) ..........cccc....... ;| N/A —
Lowest specified charging temperature (°C) ..........ccccee..... ;| N/A —
Component Measurement

No. Condition Charging voltage (V) | Charging current (A) | Temp. (°C) Observation
N/A N/A N/A N/A N/A N/A
M.4.2.2 ‘ Compliance criteria Remarks: Verdict
- Any explosion (other than venting) of the battery N/A N/A
- Any emission of flame or expulsion of molten metal N/A N/A
- Charging voltage exceed max specified charging voltage N/A N/A
- Measured temperature of the battery exceeds highest specified N/A N/A
battery charging temperature, battery charging stopped
- Measured battery temperature is lower than the lowest specified | N/A N/A
battery charging temperature

Supplementary information:

Abbreviation: S/C = short circuit; O/C = open circuit; MSCV = maximum specified charging voltage; MSCC =
maximum specified charging current; HSCT = highest specified charging temperature; LSCT = lowest
specified charging temperature

Q.1 TABLE: Circuits intended for interconnection with building wiring (LPS) ‘ N/A
Note: Measured UOC (V) with all load circuits disconnected:
Output Isc (A) S (VA)
Circuit Components Uoc (V) Time (s) Meas. Limit Meas. Limit
N/A N/A N/A N/A N/A N/A N/A N/A

Supplementary Information:
SC = Short circuit, OC = Open circuit
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Remarks

Clauses
4.1.4 and
416

Clauses
4.8.2 and
F.5

- & CAUTION

1) The following Instructional safeguard(s) are given in the INSTRUCTION MANUAL.

« Install this unit in the console of your vehicle, Do not touch the metal parts
of this unit during and shortly after use of the unit. Metal parts such as the

heat sink and enclosure become hot.

- Do not cannect the & wires of speakers to the car chassis or Ground wire

(black), or connect them in parallel.

I- Mount the unit at an angle of less than 30°. }

- It your venicle wiring harness does not have the ignition terminal, connect
Ignition wire (red) to the terminal on the vehicle's fuse box which provides
12V DC power supply and is turned on and off by the ignition key.

+ Keep all cables away from heat dissipate metal parts.

- After the unit is installed, check whether the brake lamps, blinkers, wipers,

etc. on the car are working properly.

« If the fuse blows, first make sure the wires are not touching car's chassis,
then replace the old fuse with one that has the same rating.

Before Use

IMPORTANT

« To ensure proper use, please read through this manual before using this
product. It is especially impaortant thar you read and observe Wamings and
Cautions in this manual,

+ Please keep the manual in 3 safe and accessible place for future reference,

- Do not operate any function that takes your attention away from safe
driving.

+ Do not ingest the battery, Chemical Burn Hazard.
The rermate contrel supplied with this product cantains a coin/button cell
battery.
if the coin/button cell battery is swallowed, it can cause severe internal
burns in just 2 hours and can lead to death.
Keep new and used batteries away from children.
if the battery compartment does not close securely, stop using the
product and keep Itaway from children,
If you think batteries might have been swallowed or placed inside any part
of the body, seek immediate medical attention,

& CAUTION

Volume setting:

+ Adjust the volume so that you can hear sounds outside the car 1o prevent
accidents

+ Lower the volume before playing digital sources to avoid damaging the
speakers by the sudden increase of the output level,

General:

« Avoid using the external device if it might hinder safe driving.

« Make sure all important data has been backed up, We shall bear no
responsibllity for any loss of recorded data.

+ Mever put or lzave any metallic objects (such as coins or metal tools] inside
the unit to prevent a short creut

» LSB rating is indicated on the main unit. To view, detach the faceplate,

(Page 4)

+ Depending on the types of cars, the antenna will automatically extend

when you turn on the unit with the antenna control wire connected
(page 31). Tumn off the unit or change the source to STANDEY when
parking at a low ceiling area,

Remote control (RC-406):

« Do not leave the remote cantrol In hot places such as on the dashboard
+ Riskof fire or explosion if the battery is replaced by an incarrect typs.

Ensure to replace only with the same type

« Risk of fire, explosion or the leakage of lammable liquid or gas if the

battery is keft in an extremely high temperature surrounding environment
and/or subjected extremely low air pressure. The battery pack or batteries
shall not be exposed to excessive heat such as sunshing, fire or the like

+ Riskof fire, explosion or the leakage of lammable liquid or gas if the

battery is disposed inte fire or a hot oven, recharged, shorted, mechanically
crushed or cut of the battery.

« IF fluid comes in contact with your eyes or on clothing, immediately

th water and consult a physician.

ENGLISH [3)
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1 Select the display language and cancel the demonstration

2 Setthe clock and date
3 Set the other optional settings
Radio

References

IEC 62368-1
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Clauses Remote control (RC-406):
E-g-5-4 and + Do not leave the remote control in hot places such as on the dashboard.
' - Risk of fire or explosion if the battery is replaced by an incorrect type.
Ensure to replace only with the same type.
» Risk of fire, explosion or the leakage of flammable liquid or gas if the
battery is left in an extremely high temperature surrounding environment
and/or subjected extremely low air pressure. The battery pack or batteries
shall not be exposed to excessive heat such as sunshine, fire or the like.
» Risk of fire, explosion or the leakage of flammable liquid or gas if the
battery is disposed into fire or a hot oven, recharged, shorted,
mechanically crushed or cut of the battery.
- If spilled fluid comes in contact with your eyes or on clothing, immediately
rinse with water and consult a physician.
Clause F.4 Contents
Before Use 3 Audio Settings. 22
Basics 4 Display Settings 27
Getting Started 5 | llation/Connection 28

32

Maintenance
More information

USB/iPod

9 Troubleshooting

7 Change the display information

34

Spotify
AUX

36

1 Specifications

Using Other Applications.

KENWOOD Remote application
Tuneln Radie,Tuneln Radio Pro

Bluetooth®
Bluetooth — Connection
Bluetooth - Mobile phone
Bluetooth - Audio

AMAZON ALEXA

21

(2] ENGLISH
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F.5

Clauses M.1 -
and F.5

Clauses -
M.10 and

Before Use

IMPORTANT

+ To ensure propar use, please read through this manual before using tis
product, Itis especially important that you read and observe Wamings and
Cauticns in this manual.

+ Please keep the manual iv & safe end accessble place fon future reference,

& WARNING

- Do not operate any function that takes your attention away from safe
driving.

+ Do not ingest the battery, Chemical Burn Hazard.

he remote control supplied with this prodoc: contains a coindbutton cell

battery,
IF the coin/button =l battery s svallowed, it can cause severe internal
buainis in just 2 howrs and can lead to death,
Keep rew and used batteres away from children,
IF the battery compartment does not close sscurely, stop using the
product and keep it away from chidren
IFycu think batieries might have been swallowsd or placed inside any part
of the ooy, seek immediate medical aztention,

A CAUTION

ume setting:
- Mjl]'sfl‘h? volume so that you can hear sounds ourside the car to prevent
accidents.

« Lower the volume before playing d gltal sourdes (o avoid damaging the
speakers oy the sudden increase o the output ievel,

General:
Awoid using the external device ifit rright hinder safe driving.

« Wake sure sl important data has been backed up, We shall bearno
responsitility tor any loss of recorded data

« Mever put or lzave any metallic abjects (such as coins cr meta! tools) inside
the unil to prevent a shorl creull

Before Use

Fa disc error accurs due to condensation an the
and wait for the moisture 1o cvaporte.

« JSE rating is indicated on the main unit. 1o visw, detach the facep ste,
(Pane 4)

« Depanding on the types of cars, the antenna will automaticaly extand
when you turran the unitwith the antensa contral wire conneg tsd
{page 281 Turn aff the unit or change the scurcs 1o STANDEY when
oarking ata low ceiling arsa.

sarlens, eject the disc

Remote control (RC-406):
« Do nat leave the remcte contiol in hot laces such as on the das~haatd
o1 fire ar sxplosion if the baﬂ?ry izreplaced by an ncoract Tys

cnsurs toreplace :J"Iy with the same type,

= RISE O i

hateery is left in an extremely high tempers ture surr cuncuna environment

and/or sunjeciad extremely low air prassure, The battery pack or batizries

shall not be exposed to excessive heat such as sunshing, firs or the like,

of fire, explosion or the leakage of flami = liqquied or gas if the
battery is disposed into fire or a hot oven, recharged, shortec, machanically
crushed or cut of the batte

+ If spilled fuid comes in contact with your eyes of on dething, immed ately
rinze with watsr and consult a physician,

ENGLISH

IMPORTANT

+ Toensure proper use, pease read through this manual before using this
product, IS esp [y irrpertant that you read and chiserse Wamingsend

utions in this manual,

+ Plzase keep the manual in a sae ard accessible place for future reference.

A WARNING

- Do not operate any function that takes your attention away from safe
driving.

Da not ingest the battery, Chemical Burn Hazard,

The remate contrel supolied with this product contzins a coindbutten cell
battery,

If the coinsbutton cell battery is swallowed, it ca cause severs internal
burns in just 2 hours and can lead to death.

Keep new and used batteries away from children,

If the battary compartrnent does not close securely, stop using the
product and keen it away lrom children,

If yau think battaries might have been swallowas or placed inside any pat
of the body, seek immediate medical attention.

A CAUTION

ume setting:

« Adjust the volurne so that you can hear scunds cutside the car 1o prevent
accidents.

« Lower the volurme before olaying digital sources 1o avoid damaging the
soeakers by the suaden increase of the autput level.

A the extemnal device ifit might hinder safe driving.

+ Make sure all impaortant date has been backed up. We shall bear no
respansiility for any loss of recarded dara,

Mever put or leave any metallic objects (such as coins or metd tools) inside
the unit 1o prevent 2 short crcuit,

+ Ifa disc error occurs dug to condensation on 1f
anct wait for the molsiure 10 evaporate,
W52 rating is indicated on the main unit. To view, detach the faceplate.

aser lens, eject the disc

. ._Jepe’d ng on the types of cars, the antenna will automatically extend
when you twrm on the unitwith the zntenca contral wire connected
(page 28). Turn off the unitor change the scurce to STANDBY when
parking at a low g area,

Remote co ntral (RC-406):
the remote ¢
plosion if the battery Is replaced by an incor
cnsurs 1o replace only with the same tros.

TS 0T T1TE, ex‘bs:on O L1 TEa<ete O Nammiable T o7 gas 1 e
in an extrernely high temperature surrcun
Djzcled exter |evlou. air pressure, The battery pack or batu
shiall not be exposed to excessive heat such as sunshine, fire or the like,
2, explosion o the leakage of Aammable ligu gasifthe
battery is disposed inta Hr hiot cven, recharged, snorted, mechanizally)
crushed or cut of the battery,

7 T CoTTACE W oLl Eyes 07 G CIAT g, Tmeaatery
rinse with water and consult a physician.

EMGLISH

IEC62368_1B
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2) The following Instructional safeguard(s) are given in the service instructions.

Clause - eg

F.3.5.3 B PRECAUTIONS ON PARTS LIST

The parts identified by the Vi symbol are critical for safety. Whenever replacing these parts, be sure to

| use specified ones to secure the safety.
= The parts not indicated in this Parts List and those which are TiMed with ines ——- In the Parts No.

columns will not be supplied.

* P.W. BOARD Ass'y will not be supplied, but those which are filled with the Parts No. in the Parts Mo.

columns will be supplied.

» There are cases where the actual implemented parts in the sets and the service parts are different.

When ordering parts, make sure to refer to the Parts List,

MODEL MARK _[MODEL MARK [MODEL MARK | MODEL MARK
DNXZ180DABS E1 DNX9180DABS X1 DNX9180S M1 DNX31805M M2
DNX3958 KO

Safe Symbol No. Parts No. Parts Name Description QTY Local

EXPIEODED VIEW (UNIT) <M1MM=>
1

Clause F4. - edg
i)

FZB10AU-150 BLADE FUSE 16A 1

(3) Many electrical and mechanical parts in the products have

special safety-related characteristics. These characteris-
tics are often not evident from visual inspection nor can the
protection afforded by them necessarily be obtained by us-
ing replacement components rated for higher voltage, watt-
age, etc. Replacement parts which have these special
safety characteristics are identified in the Parts List of Ser-
vice Manual. Electrical components having such features
are identified by shading on the schematics and by (A ) on
the Parts List in the Service Manual. The use of a substitute
replacement which does not have the same safety charac-
teristics as the recommended replacement parts shown in
the Parts List of Service Manual may create shock, fire, or
other hazards.

IEC62368_1B
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ATTACHMENT TO TEST REPORT

IEC 62368-1
EUROPEAN GROUP DIFFERENCES AND NATIONAL DIFFERENCES

(Audiol/video, information and communication technology equipment - Part 1: Safety requirements)

Differences according to................... : EN 62368-1:2014+A11:2017
Attachment Form No. ........cccccouueee. : EU_GD_IEC62368_1B_lI
Attachment Originator...................... : Nemko AS

Master Attachment.................ccc........ : Date 2017-09-22

Copyright © 2017 IEC System for Conformity Testing and Certification of Electrical Equipment
(IECEE), Geneva, Switzerland. All rights reserved.

IEC62368_1B - ATTACHMENT

Clause Requirement + Test Result - Remark Verdict

CENELEC COMMON MODIFICATIONS (EN) —

Clauses, subclauses, notes, tables, figures and annexes which are additional to those in —
IEC 62368-1:2014 are prefixed “Z”".

CONTENTS | Add the following annexes: —

Annex ZA (normative) Normative references to international publications with their
corresponding European publications

Annex ZB (normative)  Special national conditions

Annex ZC (informative) A-deviations

Annex ZD (informative) IEC and CENELEC code designations for flexible cords

Delete all the “country” notes in the reference document (IEC 62368-1:2014) according —
to the following list:

0.2.1 Note 1 MNote 3 4.1.15 MNote

4.7.3 Note 1and 2 | 5.2.2.2 Note 5.4.2.3.22 | Notec
Table 13

542324 | Note1and 3 | 54.2.5 Note 2 5451 Note

5521 Note 5.5.6 Note 5.6.4.2.1 Note 2 and 3

5D Note 5.7.6.1 MNote 1 and 2 10.2.1 Note 2, 3 and
Table 39 4

10.5.3 Note 2 10.6.2.1 Note 3 F.3.3.6 MNote 3

For special national conditions, see Annex ZB. —

1 Add the following note: —
NOTE Z1 The use of certain substances in electrical and electronic
equipment is restricted within the EU: see Directive 2011/65/EU.

4.21 Add the following new subclause after 4.9: N/A
To protect against excessive current, short-circuits
and earth faults in circuits connected to an a.c.
mains, protective devices shall be included either as
integral parts of the equipment or as parts of the
building installation, subject to the following, a), b) and
c):

IEC62368_1B
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Clause

Clause Result - Remark

Verdict

a) except as detailed in b) and c), protective devices
necessary to comply with the requirements of B.3.1
and B.4 shall be included as parts of the equipment;

N/A

b) for components in series with the mains input to the
equipment such as the supply cord, appliance
coupler, r.f.i. filter and switch, short-circuit and earth
fault protection may be provided by protective devices
in the building installation;

N/A

c) it is permitted for pluggable equipment type B or
permanently connected equipment, to rely on
dedicated overcurrent and short-circuit protection in
the building installation, provided that the means of
protection, e.g. fuses or circuit breakers, is fully
specified in the installation instructions.

N/A

If reliance is placed on protection in the building
installation, the installation instructions shall so state,
except that for pluggable equipment type A the
building installation shall be regarded as providing
protection in accordance with the rating of the wall
socket outlet.

N/A

54.2324

Determining external circuit transient voltages
Add the following to the end of this subclause:

The requirement for interconnection with external
circuit is in addition given in EN 50491-3:2009.

No external circuit

N/A

10.2.1

Radiation energy source classifications
General classification
Add the following to © and 9 in table 39:

For additional requirements, see 10.5.1.

No x-radiation

N/A

10.5.1

Safeguards against x-radiation
Requirements
Add the following after the first paragraph:

For RS 1 compliance is checked by measurement
under the following conditions:

In addition to the normal operating conditions, all
controls adjustable from the outside by hand, by any
object such as a tool or a coin, and those internal
adjustments or presets which are not locked in a
reliable manner, are adjusted so as to give maximum
radiation whilst maintaining an intelligible picture for 1
h, at the end of which the measurement is made.
NOTE Z1 Soldered joints and paint lockings are examples of
adequate locking.

The dose-rate is determined by means of a radiation
monitor with an effective area of 10 cm? at any point
10 cm from the outer surface of the apparatus.

Moreover, the measurement shall be made under
fault conditions causing an increase of the high-
voltage, provided an intelligible picture is maintained
for 1 h, at the end of which the measurement is made.

For RS1, the dose-rate shall not exceed 1 uSv/h
taking account of the background level.

NOTE Z2 These values appear in Directive 96/29/Euratom of 13
May 1996.

No x-radiation

N/A
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10.6.1

Safeguards against
General

subclause:
EN 71-1:2011, 4.20

Add the following paragraph to the end of the

and measurement distances apply.

acoustic energy sources Not portable equipment N/A

person

and the related tests methods

intended for use by an ordinary

10.21

frequencies in the
The amount of non-

12 July 1999 on the

GHz).

EN 50566

Add the following new subclause after 10.6.5.
10.Z1 Non-ionizing radiation from radio

European Council Recommendation 1999/519/EC of

general public to electromagnetic fields (0 Hz to 300

For intentional radiators, ICNIRP guidelines should be
taken into account for Limiting Exposure to Time-
Varying Electric, Magnetic, and Electromagnetic
Fields (up to 300 GHz). For hand-held and body-
mounted devices, attention is drawn to EN 50360 and

range 0 to 300 GHz
ionizing radiation is regulated by

limitation of exposure of the

N/A

G.71

Mains supply cords
General

NOTE Z1 The harmoniz
IEC cord types are given

Add the following note:

ed code designations corresponding to the
in Annex ZD.

N/A

Bibliography

IEC 60130-9
IEC 60269-2
IEC 60309-1
IEC 60364

IEC 60601-2-4
IEC 60664-5
IEC 61032:1997
IEC 61508-1
IEC 61558-2-1
IEC 61558-2-4
IEC 61558-2-6
IEC 61643-1
IEC 61643-21
IEC 61643-311
IEC 61643-321
IEC 61643-331

Add the following standards:
Add the following notes for the standards indicated:

NOTE Harmonized as EN 60130-9.
NOTE Harmonized as HD 60269-2.
NOTE Harmonized as EN 60309-1.

NOTE some parts harmonized in HD 384/HD 60364 series.

NOTE Harmonized as EN 60601-2-4.
NOTE Harmonized as EN 60664-5.
NOTE Harmonized as EN 61032:1998 (not modified).
NOTE Harmonized as EN 61508-1.
NOTE Harmonized as EN 61558-2-1.
NOTE Harmonized as EN 61558-2-4.
NOTE Harmonized as EN 61558-2-6.
NOTE Harmonized as EN 61643-1.
NOTE Harmonized as EN 61643-21.
NOTE Harmonized as EN 61643-311.
NOTE Harmonized as EN 61643-321.
NOTE Harmonized as EN 61643-331.
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ZB

ANNEX ZB, SPECIAL NATIONAL CONDITIONS (EN)

N/A

4.1.15

Markings and instructions

Denmark, Finland, Norway and Sweden

To the end of the subclause the following is added:
Class | pluggable equipment type A intended for
connection to other equipment or a network shall, if
safety relies on connection to reliable earthing or if
surge suppressors are connected between the
network terminals and accessible parts, have a
marking stating that the equipment shall be connected
to an earthed mains socket-outlet.

The marking text in the applicable countries shall be
as follows:

In Denmark: “Apparatets stikprop skal tilsluttes en
stikkontakt med jord som giver forbindelse til
stikproppens jord.”

In Finland: "Laite on liitettdva suojakoskettimilla
varustettuun pistorasiaan”

In Norway: “Apparatet ma tilkoples jordet stikkontakt”
In Sweden: “Apparaten skall anslutas till jordat uttag”

N/A

4.7.3

Equipment for direct insertion into mains socket-
outlets

Compliance criteria
United Kingdom
To the end of the subclause the following is added:

The torque test is performed using a socket-outlet

complying with BS 1363, and the plug part shall be
assessed to the relevant clauses of BS 1363. Also
see Annex G.4.2 of this annex

N/A

5222

Steady-state voltage and current limits
Denmark
After the 2nd paragraph add the following:

A warning (marking safeguard) for high touch
current is required if the touch current exceeds the
limits of 3,5 mA a.c. or 10 mA d.c.

N/A
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54.11.1
and Annex
G

Separation between external circuits and earth
General

Finland and Sweden

To the end of the subclause the following is added:
For separation of the telecommunication network from
earth the following is applicable:

If this insulation is solid, including insulation forming
part of a component, it shall at least consist of either

« two layers of thin sheet material, each of which shall
pass the electric strength test below, or

« one layer having a distance through insulation of at
least 0,4 mm, which shall pass the electric strength
test below.

If this insulation forms part of a semiconductor
component (e.g. an optocoupler), there is no distance
through insulation requirement for the insulation
consisting of an insulating compound completely filling
the casing, so that clearances and creepage
distances do not exist, if the component passes the
electric strength test in accordance with the
compliance clause below and in addition

* passes the tests and inspection criteria of 5.4.8 with
an electric strength test of 1,5 kV multiplied by 1,6 (the
electric strength test of 5.4.9 shall be performed using
1,5 kV), and

« is subject to routine testing for electric strength
during manufacturing, using a test voltage of 1,5kV.

It is permitted to bridge this insulation with a capacitor
complying with EN 60384-14:2005, subclass Y2.

A capacitor classified Y3 according to EN 60384-
14:2005, may bridge this insulation under the
following conditions:

« the insulation requirements are satisfied by having a
capacitor classified Y3 as defined by EN 60384-14,
which in addition to the Y3 testing, is tested with an
impulse test of 2,5 kV defined in 5.4.11;

« the additional testing shall be performed on all the
test specimens as described in EN 60384-14;

the impulse test of 2,5 kV is to be performed before

the endurance test in EN 60384-14, in the sequence
of tests as described in EN 60384-14.

N/A

5.5.2.1

Capacitors and RC units

General requirements

Norway

After the 3rd paragraph the following is added:

Due to the IT power system used, capacitors are
required to be rated for the applicable line-to-line
voltage (230 V).

N/A

55.6

Resistors
Finland, Norway and Sweden
To the end of the subclause the following is added:

Resistors used as basic safeguard or bridging basic
insulation in class | pluggable equipment type A
shall comply with G.10.1 and the test of G.10.2.

N/A
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5.6.1 Protective conductor No socket-outlets N/A
General
Denmark
Add to the end of the subclause
Due to many existing installations where the socket-
outlets can be protected with fuses with higher rating
than the rating of the socket-outlets the protection for
pluggable equipment type A shall be an integral part
of the equipment.
Justification:
In Denmark an existing 13 A socket outlet can be
protected by a 20 A fuse.
5.6.4.2.1 Determination of the protective current rating N/A
Mains supply as the source
Ireland and United Kingdom
After the indent for pluggable equipment type A, the
following is added:
— the protective current rating is taken to be 13 A,
this being the largest rating of fuse used in the mains
plug.
5.6.5.1 Terminals for protective conductors N/A
Requirements
To the second paragraph the following is added:
The range of conductor sizes of flexible cords to be
accepted by terminals for equipment with a rated
current over 10 A and up to and including 13 A is:
1,25 mm2 to 1,5 mm? in cross-sectional area.
57.5 Protective conductor current N/A
Denmark
To the end of the subclause the following is added:
The installation instruction shall be affixed to the
equipment if the protective conductor current
exceeds the limits of 3,5 mA a.c. or 10 mA d.c.
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5.7.6.1

Touch current from coaxial cables

Norway and Sweden

To the end of the subclause the following is added:
The screen of the television distribution system is
normally not earthed at the entrance of the building
and there is normally no equipotential bonding system
within the building. Therefore the protective earthing
of the building installation needs to be isolated from
the screen of a cable distribution system.

It is however accepted to provide the insulation
external to the equipment by an adapter or an
interconnection cable with galvanic isolator, which
may be provided by a retailer, for example.

The user manual shall then have the following or
similar information in Norwegian and Swedish
language respectively, depending on in what country
the equipment is intended to be used in:

“Apparatus connected to the protective earthing of the
building installation through the mains connection or
through other apparatus with a connection to
protective earthing — and to a television distribution
system using coaxial cable, may in some
circumstances create a fire hazard. Connection to a
television distribution system therefore has to be
provided through a device providing electrical isolation
below a certain frequency range (galvanic isolator,
see EN 60728-11)"

NOTE In Norway, due to regulation for CATV-installations, and in
Sweden, a galvanic isolator shall provide electrical insulation below
5 MHz. The insulation shall withstand a dielectric strength of 1,5 kV
r.m.s., 50 Hz or 60 Hz, for 1 min.

Translation to Norwegian (the Swedish text will also
be accepted in Norway):

“Apparater som er koplet til beskyttelsesjord via
nettplugg og/eller via annet jordtilkoplet utstyr — og er
tilkoplet et koaksialbasert kabel-TV nett, kan forarsake
brannfare. For & unnga dette skal det ved tilkopling av
apparater til kabel-TV nett installeres en galvanisk
isolator mellom apparatet og kabel-TV nettet.”
Translation to Swedish:

"Apparater som ar kopplad till skyddsjord via jordat
vagguttag och/eller via annan utrustning och samtidigt
ar kopplad till kabel-TV nat kan i vissa fall medféra
risk fér brand. For att undvika detta skall vid
anslutning av apparaten till kabel-TV nat galvanisk
isolator finnas mellan apparaten och kabel-TV natet.”

N/A

5.7.6.2

Prospective touch voltage and touch current from
external circuits

Denmark
To the end of the subclause the following is added:

The warning (marking safeguard) for high touch
current is required if the touch current or the protective
current exceed the limits of 3,5 mA .

N/A
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B.3.1 and
B.4

Simulated abnormal operating conditions and
Simulated single fault conditions

Ireland and United Kingdom

The following is applicable:

To protect against excessive currents and short-
circuits in the primary circuit of direct plug-in
equipment, tests according to Annexes B.3.1 and B.4
shall be conducted using an external miniature circuit
breaker complying with EN 60898-1, Type B, rated
32A. If the equipment does not pass these tests,
suitable protective devices shall be included as an
integral part of the direct plug-in equipment, until
the requirements of Annexes B.3.1 and B.4 are met

Not direct plug-in equipment

N/A

G4.2

Mains connectors
Denmark
To the end of the subclause the following is added:

Supply cords of single phase appliances having a
rated current not exceeding 13 A shall be provided
with a plug according to DS 60884-2-D1:2011.
CLASS | EQUIPMENT provided with socket-outlets with
earth contacts or which are intended to be used in locations
where protection against indirect contact is required
according to the wiring rules shall be provided with a plug in
accordance with standard sheet DK 2-1a or DK 2-5a.

If a single-phase equipment having a RATED CURRENT
exceeding 13 A or if a poly-phase equipment is provided
with a supply cord with a plug, this plug shall be in
accordance with the standard sheets DK 6-1a in DS 60884-
2-D1 or EN 60309-2.

Mains socket outlets intended for providing power to
Class Il apparatus with a rated current of 2,5 A shall
be in accordance DS 60884-2-D1:2011 standard
sheet DKA 1-4a.

Other current rating socket outlets shall be in
compliance with Standard Sheet DKA 1-3a or DKA 1-
1c.

Mains socket-outlets with earth shall be in compliance
with DS 60884-2-D1:2011 Standard Sheet DK 1-3a,
DK 1-1c, DK1-1d, DK 1-5a or DK 1-7a

Justification:

Heavy Current Regulations, Section 6¢

N/A

G4.2

Mains connectors

United Kingdom

To the end of the subclause the following is added:
The plug part of direct plug-in equipment shall be
assessed to BS 1363: Part 1, 12.1, 12.2, 12.3, 12.9,
12.11,12.12, 12.13, 12.16, and 12.17, except that the
test of 12.17 is performed at not less than 125 °C.
Where the metal earth pin is replaced by an Insulated
Shutter Opening Device (ISOD), the requirements of
clauses 22.2 and 23 also apply.

Not direct plug-in equipment

N/A
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G.7.1

Mains supply cords

General

United Kingdom

To the first paragraph the following is added:
Equipment which is fitted with a flexible cable or cord
and is designed to be connected to a mains socket
conforming to BS 1363 by means of that flexible cable
or cord shall be fitted with a ‘standard plug’ in
accordance with the Plugs and Sockets etc (Safety)
Regulations 1994, Statutory Instrument 1994 No.
1768, unless exempted by those regulations.

NOTE "Standard plug" is defined in SI 1768:1994 and essentially
means an approved plug conforming to BS 1363 or an approved
conversion plug.

N/A

G.7.1

Mains supply cords

General

Ireland

To the first paragraph the following is added:
Apparatus which is fitted with a flexible cable or cord
shall be provided with a plug in accordance with
Statutory Instrument 525: 1997, “13 A Plugs and
Conversion Adapters for Domestic Use Regulations:
1997. S.I. 525 provides for the recognition of a
standard of another Member State which is equivalent
to the relevant Irish Standard

N/A

G.7.2

Mains supply cords

Cross sectional area

Ireland and United Kingdom

To the first paragraph the following is added:

A power supply cord with a conductor of 1,25 mm? is
allowed for equipment which is rated over 10 A and
up to and including 13 A.

N/A

ZC

ANNEX ZC, NATIONAL DEVIATIONS (EN)

N/A

10.5.2

Safeguards against x-radiation
Compliance criteria

Germany

The following requirement applies:

For the operation of any cathode ray tube intended for
the display of visual images operating at an
acceleration voltage exceeding 40 kV, authorization is
required, or application of type approval
(Bauartzulassung) and marking.

Justification:

German ministerial decree against ionizing radiation
(Réntgenverordnung), in force since 2002-07-01,
implementing the European Directive
96/29/EURATOM.

NOTE Contact address:

Physikalisch-Technische Bundesanstalt, Bundesallee 100,
D-38116 Braunschweig,

Tel.: Int +49-531-592-6320,

Internet: http://www.ptb.de

N/A
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Battery manufacturer’'s declaration

Energy Device Business Division

[}
Panasonic sk Colpation

IEC62368_1B

1-1 Matsushita, Monguchi City, Osaka, 570-8511, Japan
Tel +81-6-6991-1141
hitps: /vy panasonic comiglobathome himt

14 March, 2019

Declaration of Conformity

We, the undersigned, declare that the item described below:

B Product : Lithium Battery

B Type :CR-2025L/BE (CR2025)

The batteries manufactured by Panasonic Corporation are in conformity
with IEC60086-4 standards.

The quality of product is closely monitored by the manufacturer
according to the international standards and individual customer
requests. This declaration is made based on our own evaluation in

Panasonic, and we do not guarantee to provide official certification or

Hiroshi Hase
Manager
Energy Device Business Division

CB report.

Panasonic Corporation
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Power IC, ST Microelectronics, Type JCV8034
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| e | Exposed PAD
Epoxy resin
Copper
\100 %o Sn Plating (Surface)/

IC Chip

Silicon
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[Tresy Die Attach

High Melting Point Solder
Pb:Ag:Sn=97.5:1.5:1
e

Aluminum

P

Bonding Wire
Copper

Lead

Copper
100% Sn Plating (Surface)
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Connector (Plug), CN990, Mitsumi Electric Co., Ltd., Type CAM-J05
(Connector (Socket), Mitsumi Electric Co., Ltd., Type CCM-J06 is reference only)

CAM-J05

CAM-J05 (Plug) ,.%.
24 15
84 95
= "6\!. T Pi__:ﬁlsm.z
; EINN (5
H L AEEESAES B Wi ‘5(‘?'3_; o e i
T MRV GIOI 3o am
i b |- ]“
i /
— |-a7 1/ ol
123: 12-2.7) 2-¢26/ | 10 =l
: Reference hole size of PWB {i=1.0)
Mount side of paris
135
@&, 01
S8 =

.
;l\_
o C: ! !

=y
e25) I Lsg | {ﬂm

L.{as)
. (6x2.5=15) |
(24)
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